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	Reason for change:
	CT1 received SA2 LS on LCS user plane connection binding to the UE (S2-2405797) and the attached agreed CR0521-TS23.273 (S2-2405532). Clause 6.18.1 in TS 23.273 now specifies the following new functionality:
· Step 2. The LMF allocates an ID i.e. the LCS UP connection ID to be used to associate the user plane connection to be established with the target UE and includes this LCS UP connection ID in the user plane information. The LMF associates the target UE identity (SUPI and/or GPSI) with this LCS UP connection ID.
· Step 3.  When AMF receives the user plane information from LMF in step 2, AMF sends it to UE via a DL NAS TRANSPORT message.

Stage 3 wise, the above step 3 in stage 2 corresponds to the DL LCS-UP TRANSPORT message, which is sent by the LMF to the UE to transport the user plane connection information and trigger the UE to establish a secured user plane connection towards the LMF. The message type is set to the User Plane Connection Establishment Command and the new LCS UP correlation ID needs to be added to the Command. The UE responds with the UL LCS-UP TRANSPORT message (User Plane Connection Establishment Complete), but SA2 decided this shall not be impacted by this new feature.

	
	

	Summary of change:
	A new IE, an LCS UP correlation ID is added to the User Plane Connection Establishment Command and the LCS UP correlation ID IE is defined in clause 11.2 "LCS-UPP information elements".
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* * * First Change * * * *
[bookmark: _Toc160553839]10.3	UPP-CM messages
[bookmark: _Toc160553840][bookmark: OLE_LINK7][bookmark: OLE_LINK5]10.3.1	User plane connection establishment command
[bookmark: _Toc160553841]10.3.1.1	Message definition
The USER PLANE CONNECTION ESTABLISHMENT COMMAND message is sent by the LMF to the UE to transport the user plane connection information and trigger the UE to establish the LCS secured user plane connection towards the LMF. See table 10.3.1.1.1.
Message type:	USER PLANE CONNECTION ESTABLISHMENT COMMAND
Significance:	dual
Direction:	network to UE
Table 10.3.1.1.1: USER PLANE CONNECTION ESTABLISHMENT COMMAND message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	USER PLANE CONNECTION ESTABLISHMENT COMMAND message identity
	Message type
11.1.3
	M
	V
	1

	
	LMF LCS-UP address
	LMF LCS-UP address
11.3.1
	M
	LV
	3-256

	
	LCS UP correlation ID
	LCS UP correlation ID
11.2.x
	C
	TLV
	3-n



* * * 2nd Change * * * *
11.2.x	LCS UP correlation ID
[bookmark: _Hlk166359090]LCS UP correlation ID information element is used by an LMF to bind the TLS connection of the user plane connection with the UE identity (SUPI and/or GPSI).
The LCS UP correlation ID information element is coded as shown in figure 11.2.x.1 and table 11.2.x.1
The LCS UP correlation ID type information element is a type 4 information element with a minimum length of 3 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	LCS UP correlation ID IEI
	octet 1

	LCS UP correlation ID length
	octet 2

	LCS UP correlation ID value
	octets 3-n


Figure 11.2.x.1: LCS UP correlation ID information element
Table 11.2.x.1: LCS UP correlation ID information element
	LCS UP correlation ID value (octet 3 to n)

	

	LCS UP correlation ID value is set by an LMF. The LMF uses this identifier to bind the target UE identity (SUPI and/or GPSI) with the user plane connection to the UE.



* * * End of Changes * * * *

