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1. Reason for Change
The CoAP procedure for the SEALDD enabled data storage query procedure under clause 7.2.11 provides a wrong naming convention for the data identifier query option of a CoAP GET request message.
Also, for the case of the SDDM server CoAP procedure, the DataStorageQueryRequest object is mandated to be checked when this object does not exist in its related API (the Sdd_DataStorage API defined under the clause A.4.3).
2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.3.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc154277430][bookmark: _Toc164931906][bookmark: _Toc164931910]7.2.11.3	SDDM client CoAP procedure
In order to query an SDDM data storage resource, the SDDM-C shall send a CoAP GET request message to the SDDM-S according to procedures specified in IETF RFC 7252 [13]. In the CoAP GET request, the SDDM-C:
a)	shall include a CoAP URI set to the URI corresponding to the identity of the SDDM-S as specified in clause A.4.3.1 with:
1)	the "apiRoot" set to the SDDM-S URI; and
2)	the "data-iIdentifier" query option is set to the identity of the stored data which is queried; and
b)	shall send the request protected with the relevant ACE profile (OSCORE profile or DTLS profile) as described in 3GPP TS 24.547 [7].
[bookmark: _Toc164931911]* * * Next Change * * * *
7.2.11.4	SDDM server CoAP procedure
Upon receiving a CoAP GET request where the CoAP URI of the CoAP GET request identifies the creation of a data storage resource as specified in clause A.4.3.1, and containing:
a)	a Content-Format option set to "application/vnd.3gpp.seal-data-delivery-info+cbor", and
b)	a "data-identifier" query option "DataStorageQueryRequest" object;
the SDDM-S shall generate a CoAP GET response according to IETF RFC 7252 [13]. In the CoAP GET response message, the SDDM-S:
a)	shall include a Content-Format option set to "application/vnd.3gpp.seal-data-delivery-info+cbor";
b)	shall attempt to create the SDDM data creation storage resource pointed at by the CoAP URI with the content of "DataStorageQueryRequest" object received in the request and:
[bookmark: OLE_LINK223][bookmark: OLE_LINK222][bookmark: OLE_LINK134]1)	if successfully created, shall include a "DataStorageQueryResponse" object in the CoAP GET 2.05 (Content) response message:
i)	shall include a "result" attribute set to "success";
ii)	shall include a "dataIdentifier" attribute specifying the identity of the stored data; and
iii)	may include an "applicationData" attribute set to the application data queried; or
2)	otherwise, shall include a "DataStorageQueryResponse" object with a "result" attribute set to "failure" and a "cause" attribute specifying the cause of the failure of the operation, e.g. VAL client error in the CoAP GET response; and
c)	shall send the CoAP GET response towards the SDDM-C.
* * * End of Changes * * * *

