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	Reason for change:
	When the UE performs inter-system change from S1 mode to N1 mode in idle mode without N26 interface, if the UE is registered for emergency bearer services in S1 mode, the UE shall initiate the initial registration for emergency services, in the current green text below, it is not very clear whether it is the initial registration procedure for emergency services.

5.1.4.3	Coordination between 5GMM for 3GPP access and EMM without N26 interface
At inter-system change from S1 mode to N1 mode in 5GMM-IDLE mode, the UE operating in the single-registration mode:
b)	if the UE is registered for emergency bearer services in S1 mode, the UE shall initiate the registration procedure for emergency services.
To make it more clear, this CR clarifies it is the initial registration procedure for emergency services.

	
	

	Summary of change:
	Clarify the UE shall initiate the initial registration procedure for emergency services.

	
	

	Consequences if not approved:
	Current text is confusing: whether the UE shall initiate the initial registration procedure, or mobility registration for emergency services.
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5.1.4.3	Coordination between 5GMM for 3GPP access and EMM without N26 interface
A UE operating in the single-registration mode that is not registered over 3GPP access shall be in state EMM-DEREGISTERED and in state 5GMM-DEREGISTERED for 3GPP access.
In N1 mode, upon successful completion of a registration procedure over 3GPP access, the UE operating in the single-registration mode shall enter substates 5GMM-REGISTERED.NORMAL-SERVICE or 5GMM-REGISTERED.NON-ALLOWED-SERVICE as described in subclause 5.3.5.2 for 3GPP access and EMM-REGISTERED.NO-CELL-AVAILABLE.
At inter-system change from N1 mode to S1 mode in 5GMM-IDLE mode, the UE shall behave as specified in subclause 4.8.2.3.
In S1 mode, upon successful completion of an attach or tracking area updating procedure, the UE operating in the single-registration mode shall enter substates 5GMM-REGISTERED.NO-CELL-AVAILABLE for 3GPP access and EMM-REGISTERED.NORMAL-SERVICE.
At inter-system change from S1 mode to N1 mode in 5GMM-IDLE mode, the UE operating in the single-registration mode:
a)	if the UE is registered for normal service in S1 mode, the UE shall enter substates EMM-REGISTERED.NO-CELL-AVAILABLE and 5GMM- REGISTERED.NORMAL-SERVICE for 3GPP access and then initiate the registration procedure for mobility and periodic registration update over 3GPP access indicating "mobility registration updating" in the 5GS registration type IE of the REGISTRATION REQUEST message (see subclause 5.5.1.3); or
b)	if the UE is registered for emergency bearer services in S1 mode, the UE shall initiate the initial registration procedure for emergency services.
***** End of changes *****
