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1. Overall Description:
As part of the work on 5G_eLCS_Ph3, CT1 has specified USER PLANE CONNECTION ESTABLISHMENT COMPLETE/FAILURE message (UE to LMF, UL NAS TRANSPORT message) to respond to the USER PLANE CONNECTION ESTABLISHMENT COMMAND message including the user plane information (LMF to UE, DL NAS TRANSPORT message) as described in clause 6.18.1 of TS 23.273.
CT1 has decided to:
· [bookmark: OLE_LINK15][bookmark: OLE_LINK16]add a USER PLANE CONNECTION ESTABLISHMENT COMPLETE/FAILURE message, which is only used in the LMF initiated user plane connection procedure in current specification, to respond to the USER PLANE CONNECTION ESTABLISHMENT COMMAND message in the UE initiated user plane connection procedure as described in clause 6.18.2 of TS 23.273; and
· change the sequence of service flow. The USER PLANE CONNECTION ESTABLISHMENT COMPLETE message, which responds to USER PLANE CONNECTION ESTABLISHMENT COMMAND message, is sent over the NAS after the TLS connection between the UE and the LMF is established and the binding procedure is completed. In case of failure (i.e., failure of PDU session establishment procedure or binding procedure) the UE sends USER PLANE CONNECTION ESTABLISHMENT FAILURE message to the LMF.
2. Actions:
To SA WG2 group.
ACTION: 	CT WG1 kindly asks SA WG2 to take the above into consideration and align their specifications accordingly.
3. Date of Next CT1 Meetings:
[bookmark: OLE_LINK17]CT1#150                          19 - 23 August 2024		Maastricht, The Netherlands
CT1#151                           14 - 18 October 2024		China
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