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* * * First Change * * * *

[bookmark: _Toc162972057]9.11.3.X	  5GMM cause extension
The purpose of the 5GMM cause extension information element is to indicate the reason why a 5GMM request is rejected.
The 5GMM cause extension information element is coded as shown in figure 9.11.3.X.1 and table 9.11.3.X.1.
The 5GMM cause is a type 3 information element with length of 2 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	5GMM cause extension IEI
	octet 1

	Cause extension value
	octet 2


Figure 9.11.3.X.1: 5GMM cause extension information element
Table 9.11.3.X.1: 5GMM cause extension information element
	Cause extension value (octet 2)

	

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	1
	1
	
	Satellite access not allowed

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	Any other value received by the mobile station shall be treated as 0110 1111, "protocol error, unspecified". Any other value received by the network shall be treated as 0110 1111, "protocol error, unspecified".




* * * Next Change * * * *

[bookmark: _Toc20232964][bookmark: _Toc27747072][bookmark: _Toc36213261][bookmark: _Toc36657438][bookmark: _Toc45287106][bookmark: _Toc51948376][bookmark: _Toc51949468][bookmark: _Toc162971668]8.2.9	Registration reject
[bookmark: _Toc20232965][bookmark: _Toc27747073][bookmark: _Toc36213262][bookmark: _Toc36657439][bookmark: _Toc45287107][bookmark: _Toc51948377][bookmark: _Toc51949469][bookmark: _Toc162971669]8.2.9.1	Message definition
The REGISTRATION REJECT message is sent by the AMF to the UE. See table 8.2.9.1.1.
Message type:	REGISTRATION REJECT
Significance:	dual
Direction:	network to UE
Table 8.2.9.1.1: REGISTRATION REJECT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Registration reject message identity
	Message type
9.7
	M
	V
	1

	
	5GMM cause
	5GMM cause
9.11.3.2
	M
	V
	1

	5F
	T3346 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	16
	T3502 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	69
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	75
	CAG information list
	CAG information list
9.11.3.18A
	O
	TLV-E
	3-n

	68
	Extended rejected NSSAI
	Extended rejected NSSAI
9.11.3.75
	O
	TLV
	5-90

	2C
	Disaster return wait range
	Registration wait range
9.11.3.84
	O
	TLV
	4

	71
	Extended CAG information list
	Extended CAG information list
9.11.3.86
	O
	TLV-E
	3-n

	3A
	Lower bound timer value
	GPRS timer 3
9.11.2.5
	O
	TLV
	3

	1D
	Forbidden TAI(s) for the list of "5GS forbidden tracking areas for roaming"
	5GS tracking area identity list
9.11.3.9
	O
	TLV
	9-114

	1E
	Forbidden TAI(s) for the list of "5GS forbidden tracking areas for regional provision of service"
	5GS tracking area identity list
9.11.3.9
	O
	TLV
	9-114

	3E
	N3IWF identifier
	N3IWF identifier
9.11.3.93
	O
	TLV
	7-n

	4D
	TNAN information
	TNAN information
9.11.3.94
	O
	TLV
	3-n

	
	 5GMM cause extension
	5GMM cause extension
9.11.3.X
	O
	TV
	1



NOTE:	It is possible for AMFs compliant with version 17.7.0 or 17.8.0 of this specification to send the Forbidden TAI(s) for the list of "5GS forbidden tracking areas for roaming" IE with IEI of value "3B" for this message or the Forbidden TAI(s) for the list of "5GS forbidden tracking areas for regional provision of service" IE with IEI of value "3C" for this message.


