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* * * * Start of changes * * * *
[bookmark: _Toc89295602][bookmark: _Toc94261323][bookmark: _Toc104198961][bookmark: _Toc104489397][bookmark: _Toc138762215][bookmark: _Toc145708408][bookmark: _Toc153827082][bookmark: _Toc162008588][bookmark: _Toc89295603][bookmark: _Toc94261324][bookmark: _Toc104198962][bookmark: _Toc104489398][bookmark: _Toc138762216][bookmark: _Toc145708409][bookmark: _Toc153827083][bookmark: _Toc162008589][bookmark: _Toc105674347][bookmark: _Toc130502386][bookmark: _Toc153625168][bookmark: _Toc161947077]5.3.2.2.1	General
This service operation is used by an NF service consumer to request the network to provide a specific QoS for an AF session.
The following procedures using the Ntsctsf_QoSandTSCAssistance_Create service operation are supported:
-	Initial provisioning of TSC related service information.
-	Subscriptions to Service Data Flow QoS notification control.
-	Subscription to Service Data Flow Deactivation
-	Subscription to resources allocation outcome
-	Subscriptions to Service Data Flow QoS Monitoring Information.
-	Initial provisioning of sponsored connectivity information.
-	Initial provisioning of AF requested QoS for a UE or a group of UE(s) not identified by UE address(es).
-	Subscription to BAT offset notification.
[bookmark: _Toc89295605][bookmark: _Toc94261326][bookmark: _Toc104198968][bookmark: _Toc104489404][bookmark: _Toc138762223][bookmark: _Toc145708416][bookmark: _Toc153827090][bookmark: _Toc162008596]* * * * Next changes * * * *
5.3.2.3.1	General
This service operation is used by an NF service consumer to request the network to update the QoS and/or additional Alternative QoS for an AF session.
The following procedures using the Ntsctsf_QoSandTSCAssistance_Update service operation are supported:
-	Modification of TSC related service information.
-	Modification of Subscription to Service Data Flow QoS notification control.
-	Modification of Subscription to Service Data Flow Deactivation.
-	Modification of subscription to resources allocation outcome.
-	Modification of Subscription to Service Data Flow QoS Monitoring Information.
-	Modification of sponsored connectivity information.
-	Modification of AF the requested QoS for a UE or a group of UE(s) not identified by UE address(es).
-	Modification of subscription to BAT offset notification.
[bookmark: _Toc89295608][bookmark: _Toc94261329][bookmark: _Toc104198975][bookmark: _Toc104489411][bookmark: _Toc138762232][bookmark: _Toc145708425][bookmark: _Toc153827099][bookmark: _Toc162008605]* * * * Next changes * * * *
5.3.2.4.1	General
This service operation is used by an NF service consumer to request the network to delete the AF session with requested QoS or the AF session with requested QoS including Alternative Service Requirements.
The following procedures using the Ntsctsf_QoSandTSCAssistance_Delete service operation are supported:
-	TSC AF application session context termination.
-	Reporting usage for sponsored data connectivity.
-	TSC AF application session context termination for a UE or group of UE(s) not identified by UE address(es).
[bookmark: _Toc94261332][bookmark: _Toc104198978][bookmark: _Toc104489414][bookmark: _Toc138762236][bookmark: _Toc145708429][bookmark: _Toc153827103][bookmark: _Toc162008609]* * * * Next changes * * * *
5.3.2.5.1	General
The Ntsctsf_QoSandTSCAssistance_Notify service operation enables notification to NF service consumers that the previously subscribed event for the existing TSC application session context occurred or that the TSC application session context is no longer valid.
The following procedures using the Ntsctsf_QoSandTSCAssistance_Notify service operation are supported:
-	Notification about TSC application session context event.
-	Notification about TSC application session context termination.
-	Notification about Service Data Flow QoS notification control.
-	Notification about Service Data Flow Deactivation
-	Notification about resources allocation outcome.
-	Notification about Service Data Flow QoS Monitoring control.
-	Reporting usage for sponsored data connectivity.
-	Notification about AF requested QoS for a UE or group of UE(s) not identified by UE address(es).
-	Notification about BAT offset.
* * * * Next changes * * * *
5.3.2.5.9	Notification about AF requested QoS for a UE or group of UE(s) not identified by UE address(es).
When the TSCTSF receives from the PCF, as defined in 3GPP TS 29.514 [20], a notification about on event(s) related to the requested QoS, traffic characteristics information and/or QoS Mmonitoring information for a UE or group of UE(s) not identified by UE address(es) from the PCF as described in 3GPP TS 29.514 [20] for an AF-session associated with an existing "Individual TSC Application Session Context" resource, the TSCTSF shall inform notify the NF service consumer accordingly by including the EventsNotification data structure in the body of the HTTP POST request as defined in clause 5.3.2.5.2, if the NF service consumer has previously subscribed for such event(s) as described defined in clauses 5.3.2.2.8 and 5.3.2.3.8.
The TSCTSF shall notify the NF service consumer by including the EventsNotification data type in the body of the HTTP POST request as described in clause 5.3.2.5.2. The TSCTSF notification of the specific event(s) is described in the related clauses of the current specification (e.g., notification about service data flow QoS monitoring when the AF requested QoS for a UE or group of UE(s), as described defined in clause 5.3.2.5.7) with the only difference that it corresponds to the concerned AF requested QoS for a UE or group of UE(s) not identified by UE address(es).
* * * * End of changes * * * *
