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	Reason for change:
	The attribute used to convey information about the type of PDU session is called “pduSessionType”. However, clause 4.2.2.14 wrongly use the name “pduSessiontype”.
The attribute used to convey ethernet flow information is called “ethFlowDescription”. However, clause 4.2.6.2.16 wrongly use the name “ethFlowDescripiont”.
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Clause 4.2.6.2.16 is updated to correct the name of the attribute used to include ethernet flow information to “ethFlowDescription”.
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4.2.2.14	Provisioning of IP Index Information
If the PDU session type received within the "pduSessionTtype" attribute is "IPv4" or "IPv6" or "IPv4v6", and no corresponding IP address/prefix is received, the PCF may within the SmPolicyDecision data structure include the IP index information within the "ipv4Index" attribute for IPv4 address allocation and/or "ipv6Index" attribute for IPv6 address allocation.
The SMF may use this to assist in selecting how the IP address is to be allocated when multiple allocation methods, or multiple instances of the same method are supported.
* * * Second Change * * * *
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If the PCF includes the flow information within the "flowInfos" attribute(s) and if the number of supported packet filter for signalled QoS rules within the "numOfPackFilter" attribute is received from the SMF during the PDU session establishment, the PCF shall ensure that for all the dynamic PCC rules of a PDU session, the number of packet filters contained within the "flowDescription" attribute or the "ethFlowDescriptiont" attribute with the "packetFilterUsage" set to true does not exceed the value of the "numOfPackFilter" attribute.
* * * End of Changes * * * *

