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*** First Change ***
[bookmark: _Toc151994154][bookmark: _Toc152000934][bookmark: _Toc152159539][bookmark: _Toc168571730][bookmark: _Toc169773790]5.38	FemtoParamProvision API
[bookmark: _Toc151994155][bookmark: _Toc152000935][bookmark: _Toc152159540][bookmark: _Toc168571731][bookmark: _Toc169773791]5.38.1	Introduction
The Nnef_ParameterProvision service shall use the FemtoParamProvision API for:
-	5G Femto Parameters provisioning.
The API URI of the FemtoParamProvision API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 5.2.4 of 3GPP TS 29.122 [4], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-femto-pp".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
-	The <apiSpecificSuffixes> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [4].
All resource URIs in the clauses below are defined relative to the above API URI.
[bookmark: _Toc151994156][bookmark: _Toc152000936][bookmark: _Toc152159541][bookmark: _Toc168571732][bookmark: _Toc169773792]*** Next Change ***
5.38.2	Resources
[bookmark: _Toc151994157][bookmark: _Toc152000937][bookmark: _Toc152159542][bookmark: _Toc168571733][bookmark: _Toc169773793]5.38.2.1	Overview
This clause describes the structure for the Resource URIs as shown in figure 5.38.2.1-1 and the resources and HTTP methods used for the FemtoParamProvision API.


Figure 5.38.2.1-1: Resource URI structure of the FemtoParamProvision API
Table 5.38.2.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.38.2.1-1: Resources and methods overview
	Resource name
	Resource URI (relative path under API URI)
	HTTP method or custom operation
	Description
(service operation)

	Femto Parameters Provisionings
	/pp
	GET
	Retrieve all the active Femto Parameters Provisionings managed by the NEF.

	
	
	POST
	Request the creation of a new Femto Parameters Provisioning at the NEF.

	Individual Femto Parameters Provisioning
	/pp/{ppId}
	GET
	Retrieve an existing "Individual Femto Parameters Provisioning" resource managed by the NEF.

	
	
	PUT
	Update an existing "Individual Femto Parameters Provisioning" resource managed by the NEF.

	
	
	PATCH
	Modify an existing "Individual Femto Parameters Provisioning" resource managed by the NEF.

	
	
	DELETE
	Delete an existing "Individual Femto Parameters Provisioning" resource managed by the NEF.



[bookmark: _Toc151994158][bookmark: _Toc152000938][bookmark: _Toc152159543][bookmark: _Toc168571734][bookmark: _Toc169773794]*** Next Change ***
5.38.2.2	Resource: Femto Parameters Provisionings
[bookmark: _Toc151994159][bookmark: _Toc152000939][bookmark: _Toc152159544][bookmark: _Toc168571735][bookmark: _Toc169773795]5.38.2.2.1	Introduction
This resource represents the collection of 5G Femto Parameters Provisionings managed by the NEF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [32]).
[bookmark: _Toc151994160][bookmark: _Toc152000940][bookmark: _Toc152159545][bookmark: _Toc168571736][bookmark: _Toc169773796]*** Next Change ***
5.38.2.2.2	Resource Definition
Resource URI: {apiRoot}/3gpp-femto-pp/<apiVersion>/pp
This resource shall support the resource URI variables defined in table 5.38.2.2.2-1.
Table 5.38.2.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.38.1.



[bookmark: _Toc151994161][bookmark: _Toc152000941][bookmark: _Toc152159546][bookmark: _Toc168571737][bookmark: _Toc169773797]*** Next Change ***
5.38.2.2.3	Resource Methods
[bookmark: _Toc151994162][bookmark: _Toc152000942][bookmark: _Toc152159547][bookmark: _Toc168571738][bookmark: _Toc169773798]5.38.2.2.3.1	GET
This method enables an AF to request to retrieve all the active 5G Femto Parameters Provisionings managed by the NEF.
This method shall support the URI query parameters specified in table 5.38.2.2.3.1-1.
Table 5.38.2.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.38.2.2.3.1-2 and the response data structures and response codes specified in table 5.38.2.2.3.1-3.
Table 5.38.2.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.38.2.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(FemtoPpData)
	M
	0..N
	200 OK
	Successful case. All the "Individual Femto Parameters Provisioning" resource(s) managed by the NEF are returned.

If there are no active "Individual Femto Parameters Provisioning" resources at the NEF, an empty array is returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.



Table 5.38.2.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI of the resource located in an alternative NEF.



Table 5.38.2.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI of the resource located in an alternative NEF.



[bookmark: _Toc151994163][bookmark: _Toc152000943][bookmark: _Toc152159548][bookmark: _Toc168571739][bookmark: _Toc169773799]*** Next Change ***
5.38.2.2.3.2	POST
This method enables an AF to request the creation of a new 5G Femto Parameters Provisioning at the NEF.
This method shall support the URI query parameters specified in table 5.38.2.2.3.2-1.
Table 5.38.2.2.3.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.38.2.2.3.2-2 and the response data structures and response codes specified in table 5.38.2.2.3.2-3.
Table 5.38.2.2.3.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	FemtoPpData
	M
	1
	Contains the representation of the 5G Femto Parameters Provisioning to be created at the NEF.



Table 5.38.2.2.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	FemtoPpData
	M
	1
	201 Created
	Successful case. A representation of the created "Individual Femto Parameters Provisioning" resource is returned in the response body.

The URI of the created resource shall be returned in an HTTP "Location" header.

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.



Table 5.38.2.2.3.2-4: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure:
{apiRoot}/3gpp-femto-pp/<apiVersion>/pp/{ppId}



[bookmark: _Toc151994164][bookmark: _Toc152000944][bookmark: _Toc152159549][bookmark: _Toc168571740][bookmark: _Toc169773800]*** Next Change ***
5.38.2.2.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc151994165][bookmark: _Toc152000945][bookmark: _Toc152159550][bookmark: _Toc168571741][bookmark: _Toc169773801]*** Next Change ***
5.38.2.3	Resource: Individual Femto Parameters Provisioning
[bookmark: _Toc151994166][bookmark: _Toc152000946][bookmark: _Toc152159551][bookmark: _Toc168571742][bookmark: _Toc169773802]5.38.2.3.1	Introduction
This resource represents an "Individual Femto Parameters Provisioning" resource managed by the NEF.
This resource is modelled with the Document resource archetype (see clause C.2 of 3GPP TS 29.501 [32]).
[bookmark: _Toc151994167][bookmark: _Toc152000947][bookmark: _Toc152159552][bookmark: _Toc168571743][bookmark: _Toc169773803]*** Next Change ***
5.38.2.3.2	Resource Definition
Resource URI: {apiRoot}/3gpp-femto-pp/<apiVersion>/pp/{ppId}
This resource shall support the resource URI variables defined in table 5.38.2.3.2-1.
Table 5.38.2.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.38.1.

	ppId
	string
	Represents the identifier of the "Individual Femto Parameters Provisioning" resource.



[bookmark: _Toc151994168][bookmark: _Toc152000948][bookmark: _Toc152159553][bookmark: _Toc168571744][bookmark: _Toc169773804]*** Next Change ***
5.38.2.3.3	Resource Methods
[bookmark: _Toc151994169][bookmark: _Toc152000949][bookmark: _Toc152159554][bookmark: _Toc168571745][bookmark: _Toc169773805]5.38.2.3.3.1	GET
This method enables an AF to request to retrieve an existing "Individual Femto Parameters Provisioning" resource at the NEF.
This method shall support the URI query parameters specified in table 5.38.2.3.3.1-1.
Table 5.38.2.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.38.2.3.3.1-2 and the response data structures and response codes specified in table 5.38.2.3.3.1-3.
Table 5.38.2.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.38.2.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	FemtoPpData
	M
	1
	200 OK
	Successful case. The requested "Individual Femto Parameters Provisioning" resource is successfully returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.



Table 5.38.2.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI of the resource located in an alternative NEF.



Table 5.38.2.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI of the resource located in an alternative NEF.



[bookmark: _Toc151994170][bookmark: _Toc152000950][bookmark: _Toc152159555][bookmark: _Toc168571746][bookmark: _Toc169773806]*** Next Change ***
5.38.2.3.3.2	PUT
This method enables an AF to request the update of an existing "Individual Femto Parameters Provisioning" resource at the NEF.
This method shall support the URI query parameters specified in table 5.38.2.3.3.2-1.
Table 5.38.2.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.38.2.3.3.2-2 and the response data structures and response codes specified in table 5.38.2.3.3.2-3.
Table 5.38.2.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	FemtoPpData
	M
	1
	Represents the updated "Individual Femto Parameters Provisioning" resource representation.



Table 5.38.2.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	FemtoPpData
	M
	1
	200 OK
	Successful response. The "Individual Femto Parameters Provisioning" resource is successfully updated and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful response. The "Individual Femto Parameters Provisioning" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the HTTP PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.



Table 5.38.2.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



Table 5.38.2.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



[bookmark: _Toc151994171][bookmark: _Toc152000951][bookmark: _Toc152159556][bookmark: _Toc168571747][bookmark: _Toc169773807]*** Next Change ***
5.38.2.3.3.3	PATCH
This method enables an AF to request the modification of an existing "Individual Femto Parameters Provisioning" resource at the NEF.
This method shall support the URI query parameters specified in table 5.38.2.3.3.3-1.
Table 5.38.2.3.3.3-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.38.2.3.3.3-2 and the response data structures and response codes specified in table 5.38.2.3.3.3-3.
Table 5.38.2.3.3.3-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	FemtoPpDataPatch
	M
	1
	Represents the requested modifications to the "Individual Femto Parameters Provisioning" resource.



Table 5.38.2.3.3.3-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	FemtoPpData
	M
	1
	200 OK
	Successful response. The "Individual Femto Parameters Provisioning" resource is successfully modified and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful response. The "Individual Femto Parameters Provisioning" resource is successfully modified and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the HTTP PATCH method listed in Table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.



Table 5.38.2.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



Table 5.38.2.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



[bookmark: _Toc151994172][bookmark: _Toc152000952][bookmark: _Toc152159557][bookmark: _Toc168571748][bookmark: _Toc169773808]*** Next Change ***
5.38.2.3.3.4	DELETE
This method enables an AF to request the deletion of an existing "Individual Femto Parameters Provisioning" resource at the NEF.
This method shall support the URI query parameters specified in table 5.38.2.3.3.4-1.
Table 5.38.2.3.3.4-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.38.2.3.3.4-2 and the response data structures and response codes specified in table 5.38.2.3.3.4-3.
Table 5.38.2.3.3.4-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.38.2.3.3.4-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The "Individual Femto Parameters Provisioning" resource is successfully deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the HTTP DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.



Table 5.38.2.3.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI of the resource located in an alternative NEF.



Table 5.38.2.3.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI of the resource located in an alternative NEF.



[bookmark: _Toc151994173][bookmark: _Toc152000953][bookmark: _Toc152159558][bookmark: _Toc168571749][bookmark: _Toc169773809]*** Next Change ***
5.38.2.3.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc151994174][bookmark: _Toc152000954][bookmark: _Toc152159559][bookmark: _Toc168571750][bookmark: _Toc169773810]*** Next Change ***
5.38.3	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
[bookmark: _Toc151994175][bookmark: _Toc152000955][bookmark: _Toc152159560][bookmark: _Toc168571751][bookmark: _Toc169773811]*** Next Change ***
5.38.4	Notifications
There are no notifications defined for this API in this release of the specification.
[bookmark: _Toc151994176][bookmark: _Toc152000956][bookmark: _Toc152159561][bookmark: _Toc168571752][bookmark: _Toc169773812]*** Next Change ***
5.38.5	Data Model
[bookmark: _Toc151994177][bookmark: _Toc152000957][bookmark: _Toc152159562][bookmark: _Toc168571753][bookmark: _Toc169773813]5.38.5.1	General
This clause specifies the application data model supported by the FemtoParamProvision API. Table 5.38.5.1-1 specifies the data types defined for the FemtoParamProvision API.
Table 5.38.5.1-1: FemtoParamProvision API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	FemtoPpData
	5.38.5.2.1
	Represents 5G Femto Parameters Provisioning data.
	

	FemtoPpDataPatch
	5.38.5.2.2
	Represents the requested modification to existing 5G Femto Parameters Provisioning data.
	



Table 5.38.5.1-2 specifies data types re-used by the FemtoParamProvision API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the FemtoParamProvision API.
Table 5.38.5.1-2: FemtoParamProvision API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	FemtoInformation
	3GPP TS 29.571 [8]
	Represents the Femto information for provisioning.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Represents the list of supported feature(s) and is used to negotiate the applicability of the optional features.
	



[bookmark: _Toc151994178][bookmark: _Toc152000958][bookmark: _Toc152159563][bookmark: _Toc168571754][bookmark: _Toc169773814]*** Next Change ***
5.38.5.2	Structured data types
[bookmark: _Toc151994179][bookmark: _Toc152000959][bookmark: _Toc152159564][bookmark: _Toc168571755][bookmark: _Toc169773815]5.38.5.2.1	Introduction
This clause defines the structures to be used in resource representations.
[bookmark: _Toc151994180][bookmark: _Toc152000960][bookmark: _Toc152159565][bookmark: _Toc168571756][bookmark: _Toc169773816]*** Next Change ***
5.38.5.2.2	Type: FemtoPpData
Table 5.38.5.2.2-1: Definition of type FemtoPpData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afId
	string
	M
	1
	Represents the identifier of the AF that is sending the request.
	

	femtoInfos
	array(FemtoInformation)
	C
	1..N
	Represents the Femto information to be provisioned.

This attribute shall be present only when the AF requests to provision 5G Femto parameters.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Represents the list of supported features among the ones defined in clause 5.38.6.

This attribute shall be present only when feature negotiation needs to take place.
	



[bookmark: _Toc151994181][bookmark: _Toc152000961][bookmark: _Toc152159566][bookmark: _Toc168571757][bookmark: _Toc169773817]*** Next Change ***
5.38.5.2.3	Type: FemtoPpDataPatch
Table 5.38.5.2.3-1: Definition of type FemtoPpDataPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	femtoInfos
	array(FemtoInformation)
	C
	1..N
	Represents the requested modifications to an existing Femto Parameters Provisioning data.
	



[bookmark: _Toc151994182][bookmark: _Toc152000962][bookmark: _Toc152159567][bookmark: _Toc168571758][bookmark: _Toc169773818]*** Next Change ***
5.38.5.3	Simple data types and enumerations
[bookmark: _Toc151994183][bookmark: _Toc152000963][bookmark: _Toc152159568][bookmark: _Toc168571759][bookmark: _Toc169773819]5.38.5.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc151994184][bookmark: _Toc152000964][bookmark: _Toc152159569][bookmark: _Toc168571760][bookmark: _Toc169773820]*** Next Change ***
5.38.5.3.2	Simple data types 
The simple data types defined in table 5.38.5.3.2-1 shall be supported.
Table 5.38.5.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	
	
	



[bookmark: _Toc151994185][bookmark: _Toc152000965][bookmark: _Toc152159570][bookmark: _Toc168571761][bookmark: _Toc169773821]*** Next Change ***
5.38.6	Used Features
The table below defines the features applicable to the FemtoParamProvision API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.38.6-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc151994186][bookmark: _Toc152000966][bookmark: _Toc152159571][bookmark: _Toc168571762][bookmark: _Toc169773822]*** Next Change ***
5.38.7	Error handling
[bookmark: _Toc151994187][bookmark: _Toc152000967][bookmark: _Toc152159572][bookmark: _Toc168571763][bookmark: _Toc169773823]5.38.7.1	General
For the FemtoParamProvision API, HTTP error responses shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4]. Protocol errors and application errors specified in clause 5.2.6 of 3GPP TS 29.122 [4] shall be supported for the HTTP status codes specified in table 5.2.6-1 of 3GPP TS 29.122 [4].
In addition, the requirements in the following clauses are applicable for the FemtoParamProvision API.
[bookmark: _Toc151994188][bookmark: _Toc152000968][bookmark: _Toc152159573][bookmark: _Toc168571764][bookmark: _Toc169773824]*** Next Change ***
5.38.7.2	Protocol Errors
In this Release of the specification, there are no additional protocol errors applicable for the FemtoParamProvision API.
[bookmark: _Toc151994189][bookmark: _Toc152000969][bookmark: _Toc152159574][bookmark: _Toc168571765][bookmark: _Toc169773825]*** Next Change ***
5.38.7.3	Application Errors
The application errors defined for the FemtoParamProvision API are listed in table 5.38.7.3-1.
Table 5.38.7.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability
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