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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc28010017][bookmark: _Toc34062137][bookmark: _Toc36036893][bookmark: _Toc43285141][bookmark: _Toc45132920][bookmark: _Toc51193614][bookmark: _Toc51760813][bookmark: _Toc59015263][bookmark: _Toc59015779][bookmark: _Toc68165821][bookmark: _Toc83229917][bookmark: _Toc90649117][bookmark: _Toc105594017][bookmark: _Toc114209731][bookmark: _Toc138681607][bookmark: _Toc151978043][bookmark: _Toc152148726][bookmark: _Toc161988511][bookmark: _Toc175665076]8.7.4.2.3	Type: Log
Table 8.7.4.2.3-1: Definition of type Log
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiId
	string
	M
	1
	String identifying the API invoked.
	

	apiName
	string
	M
	1
	Name of the API which was invoked, it is set as {apiName} part of the URI structure as defined in clause 5.2.4 of 3GPP TS 29.122 [14].
	

	apiVersion
	string
	M
	1
	Version of the API which was invoked
	

	resourceName
	String
	M
	1
	Name of the specific resource invoked
	

	uri
	Uri
	O
	0..1
	Full URI of the API resource as defined in clause 5.2.4 of 3GPP TS 29.122 [14].
	

	protocol
	Protocol
	M
	1
	Protocol invoked.
	

	operation
	Operation
	C
	0..1
	Operation that was invoked on the API, only applicable for HTTP protocol.
	

	result
	string
	M
	1
	For HTTP protocol, it contains HTTP status code of the invocation
	

	invocationTime
	DateTime
	O
	0..1
	Date on which it was invokedContains the time and date at which the API was invoked.
	

	invocationLatency
	DurationMs
	O
	0..1
	Contains the time duration of the API invocation at the AEF, i.e., the time interval between the reception of the API invocation request and the sending of the API invocation response at the AEF, expressed in units of milliseconds.Latency for the API invocation.
	

	inputParameters
	ANY TYPE
(NOTE)
	O
	0..1
	List of input parameters
	

	OutputParameters
	ANY TYPE
(NOTE)
	O
	0..1
	List of output parameters
	

	srcInterface
	InterfaceDescription
	O
	0..1
	Interface description of the API invoker.
	

	destInterface
	InterfaceDescription
	O
	0..1
	Interface description of the API invoked.
	

	fwdInterface
	string
	O
	0..1
	It includes the node identifier (as defined in IETF RFC 7239 [20] of all forwarding entities between the API invoker and the AEF, concatenated with comma and space, e.g. 192.0.2.43:80, unknown:_OBFport, 203.0.113.60
	

	netSliceInfo
	NetSliceId
	O
	0..1
	Represents the network slice identifier.
	SliceBasedAPIExposure

	NOTE:	Any basic data type defined in OpenAPI Specification [3] may be used.



Editor's note:	The cardinality of the "netSliceInfo" query parameter is FFS.
* * * End of changes * * * *
