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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc114212589][bookmark: _Toc136555341][bookmark: _Toc151993799][bookmark: _Toc152000579][bookmark: _Toc152159184][bookmark: _Toc168571352][bookmark: _Toc169773409]5.25.3.2.3	VoidOperation Definition
This operation shall support the request and response data structures and response codes specified in table 5.25.3.2.3-1 and table 5.25.3.2.3-2.
Table 5.25.3.2.3-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MsisdnReq
	M
	1
	Contains the parameters to request to retrieve the UE ID in the form of MSISDN of the UE.



Table 5.25.3.2.3-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MsisdnInfo
	M
	1
	200 OK
	Successful case. The requested UE ID in the form of MSISDN of the UE is returned successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.
NOTE 2:	Failure cases are described in clause 5.25.7.



Table 5.25.3.2.3-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



Table 5.25.3.2.3-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



*** 2nd Change ***
5.25.3.3	Operation: GetMsisdn
[bookmark: _Toc90658168][bookmark: _Toc114212590][bookmark: _Toc136555342][bookmark: _Toc151993800][bookmark: _Toc152000580][bookmark: _Toc152159185][bookmark: _Toc168571353][bookmark: _Toc169773410]5.25.3.3.1	Description
The custom operation allows a service consumer to retrieve the UE ID in the form of MSISDN via the NEF.
[bookmark: _Toc168571355][bookmark: _Toc169773412]5.25.3.3.2	Operation Definition
This operation shall support the request and response data structures and response codes specified in table 5.25.3.3.2-1 and table 5.25.3.3.2-2.
Table 5.25.3.3.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MsisdnReq
	M
	1
	Contains the parameters to request to retrieve the UE ID in the form of MSISDN of the UE.



Table 5.25.3.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MsisdnInfo
	M
	1
	200 OK
	Successful case. The requested UE ID in the form of MSISDN of the UE is returned successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] shall also apply.
NOTE 2:	Failure cases are described in clause 5.25.7.



Table 5.25.3.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



Table 5.25.3.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NEF.



*** End of Changes ***
