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1	Overall description
CT3 would like to inform SA5 and SA6 that CT3 has updated TS 29.222 clause 8.7.4.2.3 to clarify “invocationTime” attribute and “invocationLatency” attribute as per the agreed CR#0357 (TS 29.222, C3-245xxx) attached to this LS.
[bookmark: _Hlk179808250]With this, CT3 would like to inform SA5 and SA6 that that the invocation Time parameter “invocationTime” defined in clause 8.7.4.2.3 would be used to describe the data and time at which the API is invoked and "invocationLatency" defined in clause 8.7.4.2.3 would be used to describe Contains the time duration of the API invocation at the AEF, i.e., the time interval between the reception of the API invocation request and the sending of the API invocation response at the AEF, expressed in units of milliseconds. 
2	Actions
To 3GPP SA5
ACTION: 	3GPP CT3 kindly requests SA5 to consider the above clarification on the meaning of these two attributes.

3	Dates of next TSG CT WG 3 meetings
[bookmark: OLE_LINK55][bookmark: OLE_LINK56][bookmark: OLE_LINK53][bookmark: OLE_LINK54]CT3#138	2024-11-18 – 2024-11-22	Orlando, USA
CT3#139	2024-02-17 – 2024-02-21	Athens, Greece

