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* * * * First Change * * * *
[bookmark: _Toc28012517][bookmark: _Toc36038480][bookmark: _Toc45133751][bookmark: _Toc51762505][bookmark: _Toc59017077][bookmark: _Toc129339007][bookmark: _Toc175666819][bookmark: _Hlk178166416][bookmark: _Toc175739041][bookmark: _Toc175760129][bookmark: _Toc35971453][bookmark: _Toc67903570][bookmark: _Toc89295787][bookmark: _Toc94261500][bookmark: _Toc104199204][bookmark: _Toc104489640][bookmark: _Toc138762479][bookmark: _Toc145708673][bookmark: _Toc153827349][bookmark: _Toc170160439]4.2.2.46	Subscription to the report of network support for QoS Monitoring
The QoS monitoring for packet delay capabilities in the network may change, e.g. when the serving NG-RAN is changed (e.g., QoS monitoring is not supported in the target NG-RAN while it was supported in the source NG-RAN). When the feature "QoSMonCapRepo" is supported, the NF service consumer may subscribe to receive notifications from the PCF of whether the requested QoS monitoring policy is not supported or is supported again by including within the "evSubsc" attribute the "events" attribute with the "event" attribute set to "QOS_MON_CAP_REPO" as described in clause 4.2.2.2.
Editor's Note:	Whether the QoS Monitoring Capability report can be applied separately to different QoS monitoring types (e.g. packet delay, congestion, pdv, etc.) is FFS.
* * * * End of Changes * * * *
