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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk179192762]*** 1st Change ***
[bookmark: _Toc144341409][bookmark: _Toc151992875][bookmark: _Toc151999655][bookmark: _Toc152158227][bookmark: _Toc168570374][bookmark: _Toc169772415][bookmark: _Toc129202967][bookmark: _Toc136554465][bookmark: _Toc151992858][bookmark: _Toc151999638][bookmark: _Toc152158210][bookmark: _Toc168570357][bookmark: _Toc169772398]
4.4.39.1	General
The procedures described in the clauses below are used by an AF to request the NEF to provide UE Address(es).
The following procedures are supported:
-	AF request to retrieve UE Address(es) as defined in clause 6.2.8.2.4.3 of 3GPP TS 23.288 [29].
-	AF (un)subscribe to obtain NATed UE Public IP Address information from NEF and NEF notify NATed UE Public IP Address information to the subscribed AF as defined in clause 6.2.8.2.4.5 of 3GPP TS 23.288 [29].
*** 2nd Change ***
[bookmark: _Hlk179192780]4.4.39.3	Creation of a new subscription to obtain UE Address
In order to create a new subscription to obtain NATed UE Public IP Address information for a given AF, the AF shall initiate an HTTP POST request message to the NEF for the "UE Public Address Subscriptions" resource. The HTTP POST request message body shall include the UePubAddrSubsc data structure as defined in clause 5.35.2.2.3.3.
[bookmark: _Toc129202968]Upon receipt of the corresponding HTTP POST message, if the AF is authorized by the NEF to obtain the NATed UE Public IP Address information, the NEF shall discover the UPF implementing e.g., NAT functionality for the provided UE private IP address by invoking Nnrf_NFDiscovery service as defined in 3GPP TS 29.510 [57], then upon receiving the UPF address, the NEF shall further invoke the Nupf_EventExposure_Subscribe service operation to obtain the NATed UE public IP Address and port information from the UPF as defined in 3GPP TS 29.564 [61]. If the NEF receives an error response from the NRF or UPF, the NEF shall not create the resource and shall respond to the AF with a proper error status code. If the NEF received within an error response a "ProblemDetails" data structure with a "cause" attribute indicating an application error, the NEF shall relay this error response to the AF with a corresponding application error, when applicable.
On successful UE Public Address information subscription creation, the NEF shall return an HTTP POST response with an HTTP "201 Created" status code to the AF, including a "Location" header containing the URI of the created "Individual UE Public Address Subscription" resource and the response body containing a representation of the created resource within the UePubAddrSubsc data structure.
On failure, the NEF shall take proper error handling actions, as specified in clause 5.35.7, and respond to the AF with an appropriate error status code.
[bookmark: _Toc129202969][bookmark: _Toc136554466][bookmark: _Toc151992859][bookmark: _Toc151999639][bookmark: _Toc152158211][bookmark: _Toc168570358][bookmark: _Toc169772399]4.4.39.4	Deletion of an existing individual UE Public Address subscription
In order to delete an existing UE Public Address subscription, the AF shall send an HTTP DELETE request message and targeting the correponding "Individual UE Public Address Subscription" resource as defined in clause 5.35.2.3.3.3.
On successful deletion of the subscription, the NEF shall return an HTTP DELETE response with an HTTP "204 No Content" status code.
On failure, the NEF shall take proper error handling actions, as specified in clause 5.35.7, and respond to the AF with an appropriate error status code.
[bookmark: _Toc136554467][bookmark: _Toc151992860][bookmark: _Toc151999640][bookmark: _Toc152158212][bookmark: _Toc168570359][bookmark: _Toc169772400]4.4.39.5	Notification for UE Address information
This procedure is used by the NEF to send UE Address information information update notifications to a previously subscribed AF.
When the NEF receives the notification of the NATed UE Public IP Address information from the UPF, the NEF shall provide a notification by sending an HTTP POST request message to the AF with the request body including the UePubAddrNotification data structure and targeting the notification URI provided by the AF during the corresponding UE Public Address subscription as defined in clause 5.35.4.
Upon reception of this notification request, the AF shall acknowledge its successful reception by sending a HTTP POST response message with an HTTP "204 No Content" status code.
On failure, the AF shall take proper error handling actions, as specified in clause 5.35.7, and respond to the NEF with an appropriate error status code.
*** End of Changes ***

