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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc34123818][bookmark: _Toc36038562][bookmark: _Toc36038650][bookmark: _Toc36038841][bookmark: _Toc44680782][bookmark: _Toc45133694][bookmark: _Toc45133785][bookmark: _Toc49417483][bookmark: _Toc51762450][bookmark: _Toc58838166][bookmark: _Toc59017179][bookmark: _Toc68168325][bookmark: _Toc170119255]5.6.2.13	Type CommunicationCollection
Table 5.6.2.13-1: Definition of type CommunicationCollection
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	startTime
	DateTime
	M
	1
	Identifies the timestamp this communication starts.
	

	endTime
	DateTime
	M
	1
	Identifies the timestamp this communication stops.
	

	ulVol
	Volume
	OM
	0..1
	Identifies the uplink traffic volume. (NOTE)
	

	dlVol
	Volume
	OM
	0..1
	Identifies the downlink traffic volume. (NOTE)
	

	NOTE:	At least one of the "ulVol" or "dlVol" attributes shall be provided with value, dummy or zero value indicates no traffic volume in this direction.



*** Next Change ***
[bookmark: _Toc112660838]5.6.2.22	Type PerUeAttribute
Table 5.6.2.22-1: Definition of type PerUeAttribute
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueDest
	LocationArea5G
	M
	1
	Expected final location of UE based on the route planned.
	

	route
	string
	O
	0..1
	Planned path of movement by a UE application (e.g. a navigation app). The format is based on the SLA.
	

	avgSpeed
	BitRate
	O
	0..1
	Expected speed over the route planned by a UE application.
	

	timeOfArrival
	DateTime
	O
	0..1
	Expected Time of arrival to destination based on the route planned.
	



*** End of Changes ***
