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	Reason for change:
	There is an additional space in an enumeration value specified in Table 6.2.6.3.4-1. 
There is typo in Table 6.2.6.3.3-1.

	
	

	Summary of change:
	The enumeration value specified in Table 6.2.6.3.4-1 is corrected to match the rules and the enum in OpenAPI.
The typo in Table 6.2.6.3.3-1 is corrected.
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* * * First Change * * * *
[bookmark: _Toc85877128][bookmark: _Toc88681582][bookmark: _Toc89678269][bookmark: _Toc98501360][bookmark: _Toc106634649][bookmark: _Toc114825428][bookmark: _Toc122089458][bookmark: _Toc129098579][bookmark: _Toc145951410][bookmark: _Toc161913265]6.2.6.3.3	Enumeration: ContextUpdateAction
The enumeration ContextUpdateAction indicates the requested action for the MBS session context. It shall comply with the provisions defined in table 6.2.6.3.3-1.
Table 6.2.6.3.3-1: Enumeration ContextUpdateAction
	Enumeration value
	Description
	Applicability

	"START"
	Start MBS data reception
	

	"TERMINATE"
	Terminate MBS data reception
	




* * * Next Change * * * *
[bookmark: _Toc85877129][bookmark: _Toc88681583][bookmark: _Toc89678270][bookmark: _Toc98501361][bookmark: _Toc106634650][bookmark: _Toc114825429][bookmark: _Toc122089459][bookmark: _Toc129098580][bookmark: _Toc145951411][bookmark: _Toc161913266]6.2.6.3.4	Enumeration: ContextStatusEventType
Table 6.2.6.3.4-1: Enumeration ContextStatusEventType
	Enumeration value
	Description
	Applicability

	"QOS_INFO"
	Subscription to be notified about the current MBS Session's QoS information and/or change of this information (e.g. addition, modification or removal of QoS flows)
	

	"STATUS_INFO "
	Subscription to be notified about the current MBS Session's status (activated or deactivated) and/or change of this information.
	

	"SERVICE_AREA_INFO"
	Subscription to be notified about the current MBS Service Area and/or change of this information.
	

	"SESSION_RELEASE"
	Subscription to be notified when the MBS session is released.
	

	"MULT_TRANS_ADD_CHANGE"
	Subscription to be notified about change of the N19mb multicast transport address. 
	

	"SECURITY_INFO"
	Subscription to be notified about the current MBS Session's Security Context information and/or change of this information
	



* * * End of Changes * * * *


