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	Reason for change:
	When the EventNotify service operation notifies the NF Service Consumer (i.e. GMLC) about a UE location related event information related to emergency sessions or deferred location, the notification is delivered to the related URI in several scenarios as below.
The EventNotify service operation notifies the NF Service Consumer (i.e. GMLC) about a UE location related event information related to emergency sessions or deferred location, i.e. the initiation, handover or termination of an emergency session or the completion or activation of deferred location. The notification is delivered to:
-	the callback URI received from the GMLC during an earlier ProvidePositioningInfo service operation, if any;
Otherwise (if not available),
-	the callback URI registered in the NRF, if the GMLC registered to the NRF with notification endpoints for location notifications (see clauses 6.1.6.2.4 and 6.1.6.3.4 of 3GPP TS 29.510 [29]);
Otherwise (if not available),
-	GMLC URI locally provisioned in the AMF.
The callback URI registered in the NRF and GMLC URI locally provisioned in the AMF are the backup of the callback URI received from the GMLC during an earlier ProvidePositioningInfo service operation.

However, the callback URI received from the GMLC during an earlier ProvidePositioningInfo service operation is not applicable for emergency services, only callback URI registered in the NRF and GMLC URI locally provisioned in the AMF are used, as defined in clause 6.10.1 and 6.10.3 of 23.273.
5.	[Conditional] For emergency services, the AMF selects an GMLC based on NRF query or configuration in AMF. The information regarding the endpoint in the GMLC to deliver the event notification, is obtained from the NRF as specified in clause 7.1.2 of TS 23.501 [18] or from local configuration in the AMF. AMF invokes the Namf_Location_EventNotify service operation towards the selected GMLC to notify the GMLC of an emergency session initiation. The service operation includes the SUPI or the PEI, and the GPSI if available, the identity of the AMF, an indication of an emergency session and any location obtained in step 3.
It proposes to update the description of EventNotify service operation. 


	
	

	Summary of change:
	It proposes to update the description of EventNotify service operation.

	
	

	Consequences if not approved:
	Misalignment with Stage 2
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	5.5.2.3.1
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* * * First Change * * * *
[bookmark: _Toc161843232][bookmark: _Toc120051153][bookmark: _Toc97071751][bookmark: _Toc89180072][bookmark: _Toc89064771][bookmark: _Toc89034973][bookmark: _Toc56698768][bookmark: _Toc56691504][bookmark: _Toc56676981][bookmark: _Toc49857146][bookmark: _Toc43207666][bookmark: _Toc34124552][bookmark: _Toc25156252][bookmark: _Toc161839823][bookmark: _Toc153817499][bookmark: _Toc145947055][bookmark: _Toc138344547][bookmark: _Toc161827860][bookmark: _Toc153887532][bookmark: _Toc153887484][bookmark: _Toc145956049][bookmark: _Toc138411862][bookmark: _Toc130844156][bookmark: _Toc122096935][bookmark: _Toc114779018][bookmark: _Toc106639508][bookmark: _Toc98506223][bookmark: _Toc90650553][bookmark: _Toc88818631][bookmark: _Toc82716344][bookmark: _Toc74993756][bookmark: _Toc67685935][bookmark: _Toc58594425][bookmark: _Toc56517524][bookmark: _Toc51873396][bookmark: _Toc49849882][bookmark: _Toc45032393][bookmark: _Toc43215145][bookmark: _Toc36463305][bookmark: _Toc34147921][bookmark: _Toc27593050][bookmark: _Toc25168631][bookmark: _Toc20150384]5.5.2.3.1	General
The EventNotify service operation is used in the following procedure:
-	5GC-NI-LR Procedure (see 3GPP TS 23.273 [42], clause 6.10.1)
-	Location Continuity for Handover of an Emergency session from NG-RAN (see 3GPP TS 23.273 [42], clause 6.10.3)
-	Completion of a deferred location for the UE available event or activation of deferred location for periodic location, area event triggered location or motion event triggered location (see 3GPP TS 23.273 [42], clause 6.3.1)
The EventNotify service operation notifies the NF Service Consumer (i.e. GMLC) about a UE location related event information related to emergency sessions or deferred location, i.e. the initiation, handover or termination of an emergency session or the completion or activation of deferred location. The notification is delivered to:
-	the callback URI received from the GMLC during an earlier ProvidePositioningInfo service operation, if any;
Otherwise (if not available),
-	the callback URI registered in the NRF, if the GMLC registered to the NRF with notification endpoints for location notifications (see clauses 6.1.6.2.4 and 6.1.6.3.4 of 3GPP TS 29.510 [29]); or
Otherwise (if not available),
-	GMLC URI locally provisioned in the AMF.
The EventNotify service operation notifies the NF Service Consumer (i.e. GMLC) about a UE location related event information related to deferred location, i.e. the completion or activation of deferred location. The notification is delivered to:
-	the callback URI received from the GMLC during an earlier ProvidePositioningInfo service operation;
NOTE:	During a handover procedure, both the source AMF and the target AMF can invoke the EventNotify service operation, based on the local configuration.
The operation is invoked by issuing a POST request to the callback URI of the NF Service Consumer (See clause 6.4.5.2.2). See also figure 5.5.2.3.1-1.


Figure 5.5.2.3.1-1: UE Location Notification
1.	The AMF shall send a POST request to the callback URI provided by the NF service consumer determined as described above. The request body shall include the type of location related event and UE Identification (SUPI or PEI), and may include the GPSI, Geodetic Location, Local Location, Civic Location, MSC server identity, the Position methods used or a serving LMF identification for activation of periodic or triggered location.
2a.	On success, "204 No content" shall be returned by the NF Service Consumer.
2b.	On failure or redirection, the appropriate HTTP status code (e.g. "403 Forbidden") indicating the error shall be returned and appropriate additional error information should be returned.


* * * End of Changes * * * *
image1.emf
AMF

NF Service 

Consumer

1. POST {locationNotificationUri}(NotifiedPosInfoExt)

2b. 4xx/5xx (ProblemDetails) Or 3xx


Microsoft_Visio___.vsdx
AMF
NF Service Consumer
1. POST {locationNotificationUri}(NotifiedPosInfoExt)
2a. 204 No Content
2b. 4xx/5xx (ProblemDetails) Or 3xx



