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* * * First Change * * * *
[bookmark: _Toc21954273][bookmark: _Toc25048053][bookmark: _Toc34143428][bookmark: _Toc34750898][bookmark: _Toc34751659][bookmark: _Toc35941007][bookmark: _Toc43283907][bookmark: _Toc49762902][bookmark: _Toc51925756][bookmark: _Toc51925857][bookmark: _Toc122098748][bookmark: _Toc162425581]6.2.1	Introduction
The Nupf_GetUEPrivateIPaddrAndIdentifiers service shall use the Nupf_GetUEPrivateIPaddrAndIdentifiers API.
The API URI of the Nupf_GetUEPrivateIPaddrAndIdentifiers Service API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URI used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nupf_-gueip".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 5.3.

* * * Next Change * * * *
[bookmark: _Toc21954284][bookmark: _Toc25048065][bookmark: _Toc34143440][bookmark: _Toc34750910][bookmark: _Toc34751671][bookmark: _Toc35941019][bookmark: _Toc43283919][bookmark: _Toc49762914][bookmark: _Toc51925768][bookmark: _Toc51925869][bookmark: _Toc122098760][bookmark: _Toc162425592]6.2.3.2.2	Resource Definition
Resource URI: {apiRoot}/nupf_-gueip/<apiVersion>/ue-ip-info
This resource shall support the resource URI variables defined in table 6.2.3.2.2-1.
Table 6.2.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1



* * * Next Change * * * *
[bookmark: _Toc21954343][bookmark: _Toc25048129][bookmark: _Toc34143494][bookmark: _Toc34750964][bookmark: _Toc34751725][bookmark: _Toc35941073][bookmark: _Toc43283974][bookmark: _Toc49762969][bookmark: _Toc51925823][bookmark: _Toc51925924][bookmark: _Toc122098815][bookmark: _Toc162425610]6.2.9	Security
As indicated in 3GPP TS 33.501 [8] and 3GPP TS 29.500 [4], the access to the Nupf_GetUEPrivateIPaddrAndIdentifiers API may be authorized by means of the OAuth2 protocol (see IETF RFC 6749 [9]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [10]) plays the role of the authorization server.
If OAuth2 is used, an NF Service Consumer, prior to consuming services offered by the Nupf_GetUEPrivateIPaddrAndIdentifiers API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [10], clause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Service Consumer used for discovering the Nupf_GetUEPrivateIPaddrAndIdentifiers service.
The Nupf_GetUEPrivateIPaddrAndIdentifiers API defines a single scope "nupf_-gueip" for the entire service, and it does not define any additional scopes at resource or operation level.
* * * End of Changes * * * *


