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* * * First Change * * * *
[bookmark: _Toc160890522][bookmark: _Toc510696579][bookmark: _Toc35971371][bookmark: _Toc160890575][bookmark: _Toc160890580][bookmark: _Toc510696634][bookmark: _Toc35971429][bookmark: _Toc161909109][bookmark: _Toc151981323][bookmark: _Toc146103764]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[bookmark: _MCCTEMPBM_CRPT13930000___5][6]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[7]	3GPP TR 21.900: "Technical Specification Group working methods".
[8]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[9]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[10]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[11]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[12]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[13]	IETF RFC 7807: "Problem Details for HTTP APIs".
[14]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[15]	3GPP TS 29.562: "5G System; Home Subscriber Server (HSS) Services; Stage 3".
[16]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[17]	3GPP TS 29.176: "IP Multimedia Subsystems (IMS); Media Function (MF) Services; Stage 3".
[xx]	3GPP TS 24.610:" Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".


* * * Next Change * * * *
6.1.6.2.5	Type: MediaInfo
Table 6.1.6.2.5-1: Definition of type MediaInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	mediaId
	MediaId
	M
	1
	The media ID uniquely identifies this media item within the list. The identity is allocated by IMS AS.

	mediaType
	MediaType
	M
	1
	The media type of the media for which the notification is generated.

	dcMediaSpecification
	DcMediaSpecification
	C
	0..1
	The data channel media specification includes the relevant media attributes of interest to the consumer.
It shall be contained if the mediaType is set to "DC".

	mediaSuspended
	boolean
	C
	0..1
	This IE indicates whether the media is suspended or not. 

It shall be contained if the media is the suspended or resumed as specified in 3GPP TS 26.410 [xx].
· true: the media is suspended.
· false: the media is not suspended or resumed.

nullable: false



* * * Next Change * * * *
[bookmark: _Toc160890633]A.2	Nimsas_SessionEventControl API
openapi: 3.0.0

info:

{Not shown for clarity}

    MediaInfo:
      description: The media information related to the notification event.
      type: object
      required:
        - mediaId
        - mediaType
      properties:
        mediaId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MediaId'
        mediaType:
          $ref: '#/components/schemas/MediaType'
        dcMediaSpecification:
          $ref: '#/components/schemas/DcMediaSpecification'
        mediaSuspended:
          type: boolean

{Not shown for clarity}


* * * End of Changes * * * *

