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	Reason for change:
	The use of angle brackets `<>` instead of curly braces `{}` in the server URL template of an OpenAPI specification is not standard. The OpenAPI specification requires the use of curly braces `{}` to denote path variables or server variables. 

	
	

	Summary of change:
	To change - url: '{apiRoot}/npanf-prosekey/<apiVersion>' by - url: '{apiRoot}/npanf-prosekey/v1'

	
	

	Consequences if not approved:
	This is important for consistency and to ensure compatibility with tools that parse and interact with the OpenAPI document. Therefore, to adhere to the standard and avoid potential issues with tooling,
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	Other comments:
	The CR introduces backward compatible correction to Npanf_ProseKey API

	
	

	This CR's revision history:
	REF1: On the cover sheet other specs affected set to N have been forgotten and the v1 was in bold text.





* * * First Change * * * *
[bookmark: _Toc112771082][bookmark: _Toc122090107][bookmark: _Toc138349323][bookmark: _Toc145952425]A.2	Npanf_ProseKey API
openapi: 3.0.0

info:
  title: Npanf_ProseKey
  version: 1.0.1
  description: |
    PAnF ProseKey Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.553 V17.1.0; 5G System; 5G ProSe Anchor Services; Stage 3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.553/

servers:
  - url: '{apiRoot}/npanf-prosekey/<apiVersion>v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501


* * * End of Change * * * *



