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<Start of modified section>
[bookmark: _Hlk515458350]Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	7
	Layer 2
	
	
	

	7.1
	NR Layer 2
	
	
	

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	…
	
	
	
	

	7.1.1.10.2
	Recommended Bit Rate
	Rel-15
	C100
	UEs supporting 5G Core and MTSI speech and bit rate recommendation query message

	7.1.1.10.3
	NR CA / LBT failure on Scell / MAC CE indication
	Rel-16
	C300
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access and UL NR CA with 2 carriers and UL LBT Failure Detection and Recovery

	7.1.1.10.4
	NTN / UE specific TA report
	Rel-17
	C321
	UEs supporting 5G Core and NR NTN access and UE reporting of information related to TA pre-compensation

	7.1.1.11
	NR Dual Connectivity
	
	
	


<End of modified section>
<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	8.1.5.6.5.3
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.5.6.6
	Radio link failure / Shared spectrum / LBT Failure
	
	
	

	8.1.5.6.6.1
	Radio link failure / LBT Failure
	Rel-16
	C217A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and UL LBT Failure Detection and Recovery

	8.1.5.7
	Failure information
	
	
	

	8.1.5.7.1
	Failure information / RLC failure / MCG
	
	
	

	8.1.5.7.1.1
	Failure information / RLC failure / MCG / Intra-band Contiguous CA
	Rel-15
	C72
	UEs supporting 5G Core and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	…
	
	
	
	

	8.2.5.5.1
	Void
	
	
	

	8.2.5.6
	Reconfiguration failure / SCG Reconfiguration failure / SRB1
	
	
	

	8.2.5.6.1
	Void
	
	
	

	8.2.5.7
	Radio link failure / Shared spectrum / LBT Failure
	
	
	

	8.2.5.7.1
	Radio link failure / LBT Failure / EN-DC
	Rel-16
	C243
	UEs supporting 5G Core and EN-DC with NR shared spectrum channel access and UL LBT Failure Detection and Recovery

	8.2.5.7.2
	Radio link failure / LBT Failure / NR-DC
	Rel-16
	C244
	UEs supporting 5G Core and NR-DC with NR shared spectrum channel access and UL LBT Failure Detection and Recovery

	8.2.6
	MR-DC RRC others
	
	
	

	8.2.6.1
	Failure information / RLC failure / SCG
	
	
	

	8.2.6.1.1
	Failure information / RLC failure / SCG / EN-DC
	
	
	

	8.2.6.1.1.1
	Failure information / RLC failure / SCG / EN-DC / Intra-band Contiguous CA
	Rel-15
	C75
	UEs supporting EN-DC and SRB3 and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers


<End of modified section>
<Start of modified section>
[bookmark: _Toc146804992]4.2	Protocol conformance test cases applicability conditions
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	…
	
	

	C215
	IF A.4.1-5/1 AND A.4.3.14-1/2 AND A.4.3.14-1/3 THEN R ELSE N/A
	UE supporting 5G Core and dynamic scheduling for multicast for PCell and ACK/NACK based HARQ-ACK feedback and RRC-based enabling/disabling ACK/NACK-based feedback for dynamic scheduling for multicast

	C216
	IF A.4.1-5/1 AND A.4.3.14-1/2 AND A.4.3.14-1/3 AND A.4.3.14-1/4 THEN R ELSE N/A
	UE supporting 5G Core and dynamic scheduling for multicast for PCell and ACK/NACK based HARQ-ACK feedback and RRC-based enabling/disabling ACK/NACK-based feedback for dynamic scheduling for multicast and PTP retransmission for multicast on the same cell as multicast initial transmission

	C217
	IF A.4.1-5/1 AND A.4.3.2-2/3 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	C217A
	IF A.4.1-5/1 AND A.4.3.2-2/3 AND A.4.3.5-1/17 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and UL LBT Failure Detection and Recovery

	C218
	IF A.4.1-5/1 AND A.4.3.2-2/3 AND A.4.3.2-2/19 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	C219
	IF A.4.1-5/1 AND A.4.3.13-1/1 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM features

	C220
	IF A.4.1-5/1 AND A.4.3.13-1/4 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM Reject paging request

	…
	
	

	C241
	IF A.4.1-5/1 AND A.4.3.7-1/19 AND A.4.3.7-1/38 THEN R ELSE N/A
	UEs supporting 5G Core and RRC_INACTIVE and slice based cell reselection

	C242
	IF A.4.1-5/1 AND A.4.3.13-1/2 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM N1 NAS signalling connection release

	C243
	IF A.4.1-5/1 AND A.4.3.2-2/2 AND A.4.3.5-1/17 THEN R ELSE N/A
	UEs supporting 5G Core and EN-DC with NR shared spectrum channel access and UL LBT Failure Detection and Recovery

	C244
	IF A.4.1-5/1 AND A.4.3.2-2/5 AND A.4.3.5-1/17 THEN R ELSE N/A
	UEs supporting 5G Core and NR-DC with NR shared spectrum channel access and UL LBT Failure Detection and Recovery

	C245
	IF A.4.1-5/1 AND A.4.3.13-1/1 AND A.4.3.7-1/29 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM features and release preference assistance information

	…
	
	

	C299
	IF A.4.1-5/1 AND A.4.3.14-1/2 AND A.4.3.14-1/12 AND A.4.3.14-1/15 THEN R ELSE N/A
	UE supporting 5G Core and dynamic scheduling for multicast for PCell and SPS group-common PDSCH for multicast on PCell and unicast PDCCH scrambled with CS-RNTI to release SPS group-common PDSCH.

	C300
	IF A.4.1-5/1 AND A.4.3.2-2/1 AND A.4.3.2A.1-2/1 AND A.4.3.5-1/17 THEN R ELSE N/A
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access and UL NR CA with 2 carriers and UL LBT Failure Detection and Recovery

	C301
	IF A.4.1-5/1 AND A.4.4-1/27 THEN R ELSE N/A
	UEs supporting 5G Core and RLF-Report for conditional handover

	C302
	IF A.4.1-5/1 AND A.4.4-1/28 THEN R ELSE N/A
	UEs supporting 5G Core and RLF-Report for DAPS handover.


<End of modified section>


