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<Start of Change 1>
[bookmark: _Toc163814685]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The subtest selection criteria given in Table 4.0-4 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2, Table 4.0-3 and Table 4.0-4 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 AND NOT A.4.3.2-1/84 THEN R ELSE N/A

	C001b	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 THEN R ELSE N/A

	<Unchanged contents are omitted>

	C327	IF A.4.1-1/2 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-2/3 AND A.4.3.2-2/6 AND A.4.3.2-2/7 AND ((A.4.3.2-2/8 AND A.4.3.2-2/10) OR (A.4.3.2-2/9 AND A.4.3.2-2/11)) AND (A.4.3.2-1/42a OR A.4.3.2-1/43a OR A.4.3.2-1/44a) THEN R ELSE N/A

	Chh01	IF A.4.1-1/2 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.3.2A.1-2/2 AND A.4.3.2A.4.2-2/1 AND A.4.3.2-1/127a AND A.4.3.6-1/80 THEN R ELSE N/A

	Chh02	IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.3.2A.1-2/2 AND A.4.3.2A.4.3-2/1 AND A.4.3.2-1/127a AND A.4.3.6-1/80 THEN R ELSE N/A

	Chh03	IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.3.2A.1-2/2 AND A.4.3.2A.4.2-2/1 AND A.4.3.2-1/127a AND A.4.3.6-1/80 AND A.4.3.2-1/141 THEN R ELSE N/A

	NOTE 1:	Cxxxx applicability is defined for enhanced type 1 receiver for NR related tests (A.4.3.9-1/1).
NOTE 2:	Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests (A.4.3.2-1/20).
NOTE 3:	Cxxxz applicability is defined for modified MPR behaviour related test (A.4.3.2-1/25).
NOTE 4:	Cxxxw applicability is defined for mpr Power Boost related test (A.4.3.2-1/38).


<End of Change 1>

<Start of Change 2>
[bookmark: _Hlk68461561]Table 4.2-3: Applicability of RRM NR SA FR1 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch
	Subtest Selection Criteria

	
	
	
	Condition
	Comment
	
	
	

	6.1
	RRC_IDLE state mobility
	
	
	
	
	
	

	6.1.1
	NR cell re-selection
	
	
	
	
	
	

	6.1.1.1
	NR SA FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx
	

	6.1.1.2
	NR SA FR1-FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx
	

	<Unchanged contents are omitted>

	6.5.7
	DL interruptions at switching between two uplink carriers
	
	
	
	
	
	

	6.5.7.1
	NR SA FR1 DL Interruptions at switching between two uplink carriers in FDD-TDD CA
	Rel-16
	C051
	UEs supporting 5GS NR SA FR1 and Inter-band CA (2UL CA) and dynamic UL Tx switching 
	
	2Rx
4Rx
	

	6.5.7.2
	NR SA FR1 DL Interruptions at switching between two uplink carriers in TDD-TDD CA
	Rel-16
	C051a
	UEs supporting 5GS NR SA FR1 and Inter-band CA (2UL CA) and dynamic UL Tx switching 
	
	2Rx
4Rx
	

	6.5.7A
	NR SA FR1 DL interruptions at switching between two uplink carriers with two transmit antenna connectors
	
	
	
	
	
	

	6.5.7A.1
	NR SA FR1 DL interruptions at switching between two uplink carriers in FDD-TDD CA
	Rel-17
	C051b
	UEs supporting 5GS NR SA FR1 and Inter-band CA (2UL CA) and dynamic UL Tx switching
	
	2Rx
4Rx
	

	6.5.7A.2
	NR SA FR1 DL interruptions at switching between two uplink carriers in TDD-TDD CA
	Rel-17
	C051c
	UEs supporting 5GS NR SA FR1 and Inter-band CA (2UL CA) and dynamic UL Tx switching
	
	2Rx
4Rx
	

	6.5.7B
	DL interruptions at switching between one uplink band with one transmit antenna connector and one uplink band with two transmit antenna connectors
	
	
	
	
	
	

	6.5.7B.1
	NR SA FR1 DL interruptions at switching between two uplink bands in FDD-TDD CA
	Rel-17
	C051d
	UEs supporting 5GS NR SA FR1 and Inter-band/intra-band CA (3UL CA) and dynamic UL Tx switching
	
	2Rx
4Rx
	

	6.5.7B.2
	NR SA FR1 DL interruptions at switching between two uplink bands in TDD-TDD CA
	Rel-17
	C051e
	UEs supporting 5GS NR SA FR1 and Inter-band/intra-band CA (3UL CA) and dynamic UL Tx switching
	
	2Rx
4Rx
	

	6.5.7C
	DL interruptions at switching between two uplink bands with two transmit antenna connectors
	
	
	
	
	
	

	6.5.7C.1
	NR SA FR1 DL interruptions at switching between two uplink bands with two transmit antenna connectors in FDD-TDD CA
	Rel-17
	C051f
	UEs supporting 5GS NR SA FR1 and Inter-band/intra-band CA (3UL CA) and dynamic UL Tx switching
	
	2Rx
4Rx
	

	6.5.7C.2
	NR SA FR1 DL interruptions at switching between two uplink bands with two transmit antenna connectors in TDD-TDD CA
	Rel-17
	C051g
	UEs supporting 5GS NR SA FR1 and Inter-band/intra-band CA (3UL CA) and dynamic UL Tx switching
	
	2Rx
4Rx
	

	6.5.7D
	DL interruptions at UE switching across three or four uplink bands
	
	
	
	
	
	

	6.5.7D.1
	NR SA FR1 DL interruptions at switching across three uplink bands in TDD-TDD CA for single TAG
	Rel-18
	Chh01
	UEs supporting 5GS NR SA FR1, inter-band UL CA (three bands), dynamic UL Tx switching across up to 4 bands and simultaneous transmission and reception in TDD-TDD inter-band NR CA
	NOTE 1
	2Rx
4Rx
	

	6.5.7D.2
	NR SA FR1 DL interruptions at switching across four uplink bands in FDD-TDD CA for single TAG
	Rel-18
	Chh02
	UEs supporting 5GS NR SA FR1, inter-band UL CA (four bands), dynamic UL Tx switching across up to 4 bands and simultaneous transmission and reception in FDD-TDD inter-band NR CA
	NOTE 1
	2Rx
4Rx
	

	6.5.7D.3
	NR SA FR1 DL interruptions at switching across three uplink bands in FDD-TDD CA for two TAGs
	Rel-18
	Chh03
	UEs supporting 5GS NR SA FR1, inter-band UL CA (three bands), dynamic UL Tx switching across up to 4 bands, simultaneous transmission and reception in FDD-TDD inter-band NR CA and at least two TAGs
	NOTE 1
	2Rx
4Rx
	

	6.5.8
	UE specific CBW change
	
	
	
	
	
	

	6.5.8.1
	UE specific CBW change on PCell in FR1 in non-DRX
	Rel-16
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx
	

	<Unchanged contents are omitted>

	6.7.9.3.2
	NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR relative measurement accuracy
	Rel-16
	C134
	UEs supporting 5GS NR SA FR1 and L1-SINR-measurement based on CSI-RS as CMR and dedicated CSI-IM as IMR
	Test execution not necessary if test 4.7.7.3.2 has been executed.
	2Rx
4Rx
	

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
NOTE 2:	Test X refers to the corresponding Sub-Test as defined in TS 38.533 [5].
NOTE 3:	Test cases in TS 38.533 [5] clause 6 only apply to FR1 non-RedCap UEs. For FR1 RedCap UEs, Test cases in TS 38.533 [5] clause 16 apply.
	


<End of Change 2>


