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1. [bookmark: _Toc162287602][bookmark: _Toc162533967]Corrections required
1.1 [bookmark: _Toc162533968]Correction to function f_TC_8_1_1_1a_3_NR5GC
	Function name
	f_TC_8_1_1_1a_3_NR5GC

	Reason for change
	In function f_TC_8_1_1_1a_3_NR5GC, f_NR_CellInfo_SetSIB1_PEI_Config_r17 is not assuring to not include subgroupsNumForUEID-r17 contents as indicated in Table 8.1.1.1a.3.3.3-3 cs_SubgroupConfig_r17 information. 

	Summary of change
	Corrected function f_TC_8_1_1_1a_3_NR5GC to not include subgroupsNumForUEID-r17 in SIB1 as indicated in Table 8.1.1.1a.3.3.3-3.

	TTCN module
	RRC_PEI_NR5GC

	MCC160 Comment
	




Before Change:
	  function f_TC_8_1_1_1a_3_NR5GC() runs on NR5GC_PTC
  { //Paging Early Indication without Subgrouping / RRC_IDLE
  
    f_NR5GC_Init(NR_1);
    
    //SIB1 will not include subgroupsNumForUEID-r17 as indicated in Table 8.1.1.1a.3.3.3-3
    f_NR_CellInfo_SetSIB1_PEI_Config_r17(nr_Cell1);

    //Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    
    f_NR5GC_Preamble(nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    fl_TC_8_1_1_1a_3_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
  }



After Change:
	   function f_TC_8_1_1_1a_3_NR5GC() runs on NR5GC_PTC
  { //Paging Early Indication without Subgrouping / RRC_IDLE
  
    f_NR5GC_Init(NR_1);
    
    //SIB1 will not include subgroupsNumForUEID-r17 as indicated in Table 8.1.1.1a.3.3.3-3
    f_NR_CellInfo_SetSIB1_PEI_Config_r17(nr_Cell1, cs_SubgroupConfig_r17(-, omit)); 

    //Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    
    f_NR5GC_Preamble(nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    fl_TC_8_1_1_1a_3_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
  }



    
1.2 [bookmark: _Toc162519757][bookmark: _Toc162533969]Correction to function fl_TC_8_1_1_1a_3_TestBody
	Function name
	fl_TC_8_1_1_1a_3_TestBody

	Reason for change
	In function fl_TC_8_1_1_1a_3_TestBody, call for f_NR_CellInfo_SetSIB1_PEI_Config_r17 is introduced in the place where RRCSetup is supposed to go.

	Summary of change
	Called f_NR_RRCSetup_Def function at Step 3.

	TTCN module
	RRC_PEI_NR5GC

	MCC160 Comment
	



Before Change:
	  function fl_TC_8_1_1_1a_3_TestBody() runs on NR5GC_PTC
  { /* @sic  R5s240109 sic@ */
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    //@siclog "Step 1" siclog@
    //The SS transmits a Paging message
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);

    //@siclog "Step 2" siclog@
    //Check: Does the UE transmit an RRCSetupRequest message?
    f_NR_RRC_SetupRequest_Def(nr_Cell1, mt_Access);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3" siclog@
    //The SS transmits an RRCSetup message.
     f_NR_CellInfo_SetSIB1_PEI_Config_r17(nr_Cell1, cs_SubgroupConfig_r17(-, omit));
    
    //@siclog "Step 4" siclog@
    //The UE transmit an RRCSetupComplete message including SERVICE REQUEST to confirm the successful completion of the connection establishment.
    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell1,
                                               cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def),
                                               tsc_SHT_IntegrityProtected);
    //@siclog "Step 5-8" siclog@
    //Steps 5 to 8 of the NR RRC_CONNECTED procedure in TS 38.508-1 Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg);
    }



After Change:
	function fl_TC_8_1_1_1a_3_TestBody() runs on NR5GC_PTC
  { /* @sic  R5s240109 sic@ */
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    //@siclog "Step 1" siclog@
    //The SS transmits a Paging message
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);

    //@siclog "Step 2" siclog@
    //Check: Does the UE transmit an RRCSetupRequest message?
    f_NR_RRC_SetupRequest_Def(nr_Cell1, mt_Access);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3" siclog@
    //The SS transmits an RRCSetup message.
    f_NR_RRCSetup_Def (nr_Cell1); 
    
    //@siclog "Step 4" siclog@
    //The UE transmit an RRCSetupComplete message including SERVICE REQUEST to confirm the successful completion of the connection establishment.
    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell1,
                                               cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def),
                                               tsc_SHT_IntegrityProtected);
    //@siclog "Step 5-8" siclog@
    //Steps 5 to 8 of the NR RRC_CONNECTED procedure in TS 38.508-1 Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg;
    }



