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1. [bookmark: _Toc122434485][bookmark: _Toc155694954]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D24wk12 related to the title of this CR.
Contact:	Mohit Kanchan
	mohit.kanchan@keysight.com 
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc155694955]Corrections required.
1. [bookmark: _Toc155694956]Change 1
	Function name
	function f_NR5GC_508RRC_InterRAT_HO_ToNR()

	Reason for change
	The IRAT test cases may fail in Multi PDU config as TE is sending wrong SDAP config with both PDU session 1 and 2 being mapped to DRB1 as default DRB. As a result, UE is showing validation failure for MobilityFromEutraCommand message.

	Summary of change
	Added the PDU type as Internet if it is not of type IMS.

	TTCN module
	NR5GC_IRAT_CommonFunctions.ttcn

	MCC160 Comment
	



Before Change:
	function f_NR5GC_508RRC_InterRAT_HO_ToNR(NR_CellId_Type                       p_TargetCellId,
                                           EUTRA_NR_PduSessionInfoList_Type     p_PduSessionInfoList,
                                           EUTRA_NR_CoOrd_Security_Type         p_EUTRASecurityParams,
                                           RNTI_Value                           p_RNTI_Value :=  tsc_C_RNTI_Value3,
                                           template (omit) ReconfigurationWithSync.rach_ConfigDedicated p_RACH_ConfigDedicated := omit,
                                           template (present) UL_DCCH_Message   p_RRCConnReconfigComplete := cr_38508_RRCReconfigurationComplete,
                                           template (omit) boolean              p_RACHCnfFlag := omit
                                           ) runs on NR5GC_PTC
  { //@sic R5s221238: added p_RACHCnfFlag sic@
    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(p_TargetCellId);
    var template (value) NR_RachProcedureConfig_Type v_RachProcedureConfig := cs_NR_RachProcedureConfig_CRNTI_HO(v_NR_PhysicalParameters, p_RNTI_Value); //CBRA
    var template (value) RRCReconfiguration v_RRCReconfiguration;
    var template (value) PDUSessionInfoList_Type v_SessionInfoList;
    var integer v_NoOfPduSessions := lengthof(p_PduSessionInfoList);

    /***************Skipping the code *********************/

  v_NASContainer.mac := v_CalculatedMac;
    v_NASContainerString := encvalue(v_NASContainer);
    
    v_MasterKeyUpdate := cs_MasterKeyUpdate(true, v_NCC, bit2oct(v_NASContainerString));
    
    for (i := 0; i < v_NoOfPduSessions; i := i + 1) {
      if (p_PduSessionInfoList[i].IsIMS) {  // @sic R5-206296 sic@
        v_PDU_Type := IMS_DNN;
      }
      v_SessionInfoList[i] := cs_GSM_MobilityInfo(int2oct(p_PduSessionInfoList[i].PDU_SessionId, 1), -, v_PDU_Type);
      f_NR5GC_MobileInfo_AddPDUSession(valueof(v_SessionInfoList[i]));
    }/***************Skipping the code *********************/
 }






After Change:
	  function f_NR5GC_508RRC_InterRAT_HO_ToNR(NR_CellId_Type                       p_TargetCellId,
                                           EUTRA_NR_PduSessionInfoList_Type     p_PduSessionInfoList,
                                           EUTRA_NR_CoOrd_Security_Type         p_EUTRASecurityParams,
                                           RNTI_Value                           p_RNTI_Value :=  tsc_C_RNTI_Value3,
                                           template (omit) ReconfigurationWithSync.rach_ConfigDedicated p_RACH_ConfigDedicated := omit,
                                           template (present) UL_DCCH_Message   p_RRCConnReconfigComplete := cr_38508_RRCReconfigurationComplete,
                                           template (omit) boolean              p_RACHCnfFlag := omit
                                           ) runs on NR5GC_PTC
  { //@sic R5s221238: added p_RACHCnfFlag sic@
    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(p_TargetCellId);
    var template (value) NR_RachProcedureConfig_Type v_RachProcedureConfig := cs_NR_RachProcedureConfig_CRNTI_HO(v_NR_PhysicalParameters, p_RNTI_Value); //CBRA
    var template (value) RRCReconfiguration v_RRCReconfiguration;
    var template (value) PDUSessionInfoList_Type v_SessionInfoList;
    var integer v_NoOfPduSessions := lengthof(p_PduSessionInfoList);

    /***************Skipping the code *********************/

  v_NASContainer.mac := v_CalculatedMac;
    v_NASContainerString := encvalue(v_NASContainer);
    
    v_MasterKeyUpdate := cs_MasterKeyUpdate(true, v_NCC, bit2oct(v_NASContainerString));
    
    for (i := 0; i < v_NoOfPduSessions; i := i + 1) {
      if (p_PduSessionInfoList[i].IsIMS) {  // @sic R5-206296 sic@
        v_PDU_Type := IMS_DNN;
      }
	  else{
		v_PDU_Type := Internet_DNN;
	  }
      v_SessionInfoList[i] := cs_GSM_MobilityInfo(int2oct(p_PduSessionInfoList[i].PDU_SessionId, 1), -, v_PDU_Type);
      f_NR5GC_MobileInfo_AddPDUSession(valueof(v_SessionInfoList[i]));

    }/***************Skipping the code *********************/
  }



