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[Start of change]
[bookmark: _Toc27402605][bookmark: _Toc35976255][bookmark: _Toc35977201][bookmark: _Toc36028509][bookmark: _Toc43821833][bookmark: _Toc52166942][bookmark: _Toc75886105][bookmark: _Toc75979856]4.5.4	Loopback Activation (State 4)
IF pc_ue_CategoryDL_M1 THEN use the procedure for State 4-CE according to clause 4.5.4A ELSE use the procedure defined in the present clause.
NOTE:	The statement to use alternate procedure for CAT M1 UE (pc_ue_CategoryDL_M1 is set) is to enable LTE legacy protocol test cases to be used for CAT M1 UE testing. Any CAT M1 or CE specific test cases should not rely on this statement, but refer directly to the relevant CE specific state.
[bookmark: _Toc27402606][bookmark: _Toc35976256][bookmark: _Toc35977202][bookmark: _Toc36028510][bookmark: _Toc43821834][bookmark: _Toc52166943][bookmark: _Toc75886106][bookmark: _Toc75979857]4.5.4.1	Initial conditions
System Simulator:
-	Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.
User Equipment:
-	The UE shall be in Generic RB Establishedment state, UE Test Mode Activated (State 3A).
[bookmark: _Toc27402607][bookmark: _Toc35976257][bookmark: _Toc35977203][bookmark: _Toc36028511][bookmark: _Toc43821835][bookmark: _Toc52166944][bookmark: _Toc75886107][bookmark: _Toc75979858]4.5.4.2	Definition of system information messages
The default system information messages are used.
[bookmark: _Toc27402608][bookmark: _Toc35976258][bookmark: _Toc35977204][bookmark: _Toc36028512][bookmark: _Toc43821836][bookmark: _Toc52166945][bookmark: _Toc75886108][bookmark: _Toc75979859]4.5.4.3	Procedure
Table 4.5.: 4.3-1: Loopback activation procedure (state 3A to state 4)
	Step
	Procedure
	Direction
	Message Sequence

	
	
	UE - SS
	Message

	1
	The SS transmits a CLOSE UE TEST LOOP message to enter the UE test loop mode.
	<--
	RRC: DLInformationTransfer
TC: CLOSE UE TEST LOOP

	2
	The UE transmits a CLOSE UE TEST LOOP COMPLETE message to confirm that loopback entities for the radio bearer(s) have been created and loop back is activated (State 4).
	-->
	RRC: ULInformationTransfer
TC: CLOSE UE TEST LOOP COMPLETE



[bookmark: _Toc27402609][bookmark: _Toc35976259][bookmark: _Toc35977205][bookmark: _Toc36028513][bookmark: _Toc43821837][bookmark: _Toc52166946][bookmark: _Toc75886109][bookmark: _Toc75979860]4.5.4.4	Specific message contents
All specific message contents shall be referred to clause 4.6 and 4.7A.
[bookmark: _Toc27402610][bookmark: _Toc35976260][bookmark: _Toc35977206][bookmark: _Toc36028514][bookmark: _Toc43821838][bookmark: _Toc52166947][bookmark: _Toc75886110][bookmark: _Toc75979861]4.5.4A	Loopback Activation in cell supporting BL/CE UE (State 4-CE)
[bookmark: _Toc27402611][bookmark: _Toc35976261][bookmark: _Toc35977207][bookmark: _Toc36028515][bookmark: _Toc43821839][bookmark: _Toc52166948][bookmark: _Toc75886111][bookmark: _Toc75979862]4.5.4A.1	Initial conditions
System Simulator:
-	Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.
User Equipment:
-	The UE shall be in Generic RB Established, UE Test Mode Activated, Cell supporting BL/CE UE, UE Test Mode Activated (State 3A-CE).
[bookmark: _Toc27402612][bookmark: _Toc35976262][bookmark: _Toc35977208][bookmark: _Toc36028516][bookmark: _Toc43821840][bookmark: _Toc52166949][bookmark: _Toc75886112][bookmark: _Toc75979863]4.5.4A.2	Definition of system information messages
Same system information message content as in clause 4.5.2AA.2.
[bookmark: _Toc27402613][bookmark: _Toc35976263][bookmark: _Toc35977209][bookmark: _Toc36028517][bookmark: _Toc43821841][bookmark: _Toc52166950][bookmark: _Toc75886113][bookmark: _Toc75979864]4.5.4A.3	Procedure
Table 4.5.4A.3-1: Loopback activation procedure (state 23A-CE to state 4-CE)
	Step
	Procedure
	Direction
	Message Sequence

	
	
	UE - SS
	Message

	1
	The SS transmits a CLOSE UE TEST LOOP message to enter the UE test loop mode.
	<--
	RRC: DLInformationTransfer
TC: CLOSE UE TEST LOOP

	2
	The UE transmits a CLOSE UE TEST LOOP COMPLETE message to confirm that loopback entities for the radio bearer(s) have been created and loop back is activated (State 4-CE).
	-->
	RRC: ULInformationTransfer
TC: CLOSE UE TEST LOOP COMPLETE



[bookmark: _Toc27402614][bookmark: _Toc35976264][bookmark: _Toc35977210][bookmark: _Toc36028518][bookmark: _Toc43821842][bookmark: _Toc52166951][bookmark: _Toc75886114][bookmark: _Toc75979865]4.5.4A.4	Specific message contents
All specific message contents shall be referred to clause 4.6 and 4.7A.
[End of change]
