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<Start of Change1 >
6.6.3.3.3.29	Minimum requirement (network signalled value “NS_45”)
When "NS_45" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.29-1 & 6.6.3.3.29-2. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.3.29-1: Additional requirements for 1.4,3 and 5 MHz channel bandwidths
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	1.4 MHz, 3 MHz, 5 MHz
	

	0.009 < f ≤ 2477.5
	-25
	1 MHz

	2477.5 < f ≤ 2478.5
	-13
	1 MHz

	2478.5< f ≤ 2483.5
	-10
	1 MHz

	2495 ≤ f < 2496501
	-13
	1% of Channel Bandwidth1 MHz

	2496< f ≤ 2501
	-13
	1 MHz

	2501 ≤ f ≤ 5th harmonic of the upper frequency edge of the UL operating band 
	-25
	1 MHz



Table 6.6.3.3.3.29-2: Additional requirements for 10 MHz channel bandwidths
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	10 MHz
	

	0.009 < f ≤ 2473.5
	-25
	1 MHz

	2473.5 < f ≤ 2478.5
	-13
	1 MHz

	2478.5< f ≤ 2483.5
	-10
	1 MHz

	2495 ≤ f < 2496505
	-13
	1% of Channel Bandwidth1 MHz

	2496< f ≤ 2505
	-13
	1 MHz

	2505 ≤ f ≤ 5th harmonic of the upper frequency edge of the UL operating band 
	-25
	1 MHz



The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3.34.

<End of Change1 >
<Skip Unchanged >

<Start of Change2 >

6.6.3.3.5.25	Test requirement (network signalled value “NS_45”)
When "NS 45" is indicated in the cell:
-	the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.5.25-1 & Table 6.6.3.3.5.25-2. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.5.25-1: Additional requirements
Table 6.6.3.3.5.25-1: Additional requirements for 1.4,3 and 5 MHz channel bandwidths
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	1.4 MHz, 3 MHz, 5 MHz
	

	0.009 < f ≤ 2477.5
	-25
	1 MHz

	2477.5 < f ≤ 2478.5
	-13
	1 MHz

	2478.5< f ≤ 2483.5
	-10
	1 MHz

	2495 ≤ f < 2496501
	-13
	1% of Channel Bandwidth 1 MHz

	2496< f ≤ 2501
	-13
	1 MHz

	2501 ≤ f ≤ 5th harmonic of the upper frequency edge of the UL operating band 
	-25
	1 MHz



Table 6.6.3.3.5.25-2: Additional requirements for 10 MHz channel bandwidths
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	10 MHz
	

	0.009 < f ≤ 2473.5
	-25
	1 MHz

	2473.5 < f ≤ 2478.5
	-13
	1 MHz

	2478.5< f ≤ 2483.5
	-10
	1 MHz

	2495 ≤ f < 2496505
	-13
	1% of Channel Bandwidth 1 MHz

	2496< f ≤ 2505
	-13
	1 MHz

	2505 ≤ f ≤ 5th harmonic of the upper frequency edge of the UL operating band 
	-25
	1 MHz




<End of Change2 >

