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[bookmark: _Toc146188106][bookmark: _Toc161820131]7.3.1.1.3	Format 0_2
DCI format 0_2 is used for the scheduling of PUSCH in one cell. 
< Unchanged parts are omitted >
-	TPC command for scheduled PUSCH - 2 bits as defined in Clause 7.1.1 of [5, TS38.213]
-	Second TPC command for scheduled PUSCH - 2 bits as defined in Clause 7.1.1 of [5, TS38.213] if higher layer parameter SecondTPCFieldDCI-0-2 is configured; 0 bit otherwise.
-	SRS resource set indicator - 0 or 2 bits
-	2 bits according to Table 7.3.1.1.2-36 if 
-	txConfig = nonCodeBook, and there are two SRS resource sets configured by srs-ResourceSetToAddModListDCI-0-2 and associated with the usage of value 'nonCodeBook', and is not configured with coresetPoolIndex or the value of coresetPoolIndex is the same for all CORESETs if coresetPoolIndex is provided, or
-	txConfig=codebook, and there are two SRS resource sets configured by srs-ResourceSetToAddModListDCI-0-2 and associated with usage of value 'codebook', and is not configured with coresetPoolIndex or the value of coresetPoolIndex is the same for all CORESETs if coresetPoolIndex is provided;
-	0 bit otherwise.
-	SRS resource indicator - number of bits determined by the following:'
-	 bits according to Tables 7.3.1.1.2-28/28A/29/29B/30/30B/31/31B if the higher layer parameter txConfig = nonCodebook, where 
-	 is the number of configured SRS resources in the SRS resource set indicated by SRS resource set indicator field if present, 
-	 is the number of configured SRS resources in the SRS resource set associated with the coresetPoolIndex value for the CORESET used for the PDCCH carrying the DCI format 0_2, if the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with value 0 for the first CORESETs, and is provided coresetPoolIndex with value 1 for the second CORESETs, and is provided enableSTx2PofmDCI,
-	otherwise  is the number of configured SRS resources in the SRS resource set configured by higher layer parameter srs-ResourceSetToAddModListDCI-0-2 and associated with the higher layer parameter usage of value 'nonCodeBook', where the SRS resource set is composed of the first  SRS resources together with other configurations in the SRS resource set, or in the SRS resource set with lower srs-ResourceSetId of two SRS resources sets, configured by higher layer parameter srs-ResourceSetToAddModList, if any, and associated with the higher layer parameter usage of value 'nonCodeBook', except for the higher layer parameters 'srs-ResourceSetId' and 'srs-ResourceIdList', 
and
-	if UE supports operation with maxMIMO-LayersDCI-0-2 and the higher layer parameter maxMIMO-LayersDCI-0-2 of PUSCH-ServingCellConfig of the serving cell is configured, 
-	Lmax is given by max{maxMIMO-LayersDCI-0-2, maxMIMO-LayersforSdmDCI-0-2} if maxMIMO-LayersforSdmDCI-0-2 is configured  
-	Lmax is given by max{maxMIMO-LayersDCI-0-2, maxMIMO-LayersforSfnDCI-0-2} if maxMIMO-LayersforSfnDCI-0-2 is configured 
-	Lmax is given by maxMIMO-LayersDCI-0-2 otherwise
-	otherwise, Lmax is given by the maximum number of layers for PUSCH supported by the UE for the serving cell for non-codebook based operation.
-	 bits according to Tables 7.3.1.1.2-32/32A/32B if the higher layer parameter txConfig = codebook, where 
-	 is the number of configured SRS resources in the SRS resource set indicated by SRS resource set indicator field if present, 
-	 is the number of configured SRS resources in the SRS resource set associated with the coresetPoolIndex value for the CORESET used for the PDCCH carrying the DCI format 0_2, if the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with value 0 for the first CORESETs, and is provided coresetPoolIndex with value 1 for the second CORESETs, and is provided enableSTx2PofmDCI,
-	otherwise  is the number of configured SRS resources in the SRS resource set configured by higher layer parameter srs-ResourceSetToAddModListDCI-0-2 and associated with the higher layer parameter usage of value 'codeBook', where the SRS resource set is composed of the first  SRS resources together with other configurations in the SRS resource set configured by higher layer parameter srs-ResourceSetToAddModList, if any, and associated with the higher layer parameter usage of value 'codeBook', except for the higher layer parameters 'srs-ResourceSetId' and 'srs-ResourceIdList'.
When the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with value 0 for the first CORESETs, and is provided coresetPoolIndex with value 1 for the second CORESETs, and is provided enableSTx2PofmDCI, and there are two SRS resource sets configured by srs-ResourceSetToAddModListDCI-0-2 and associated with usage of value 'codebook' or 'nonCodeBook', the first SRS resource set is associated with coresetPoolIndex value 0 and the second SRS resource set is associated with coresetPoolIndex value 1, where the first and the second SRS resource sets are respectively the ones with lower and higher srs-ResourceSetId of the two SRS resources sets, and the first and second SRS resource sets are composed of the first  SRS resources together with other configurations in the first and second SRS resource sets configured by higher layer parameter srs-ResourceSetToAddModList, if any, and associated with the higher layer parameter usage of value 'codebook' or 'nonCodeBook', respectively, except for the higher layer parameters 'srs-ResourceSetId' and 'srs-ResourceIdList'.
-	Second SRS resource indicator - number of bits determined by the following:
-	 bits according to Tables 7.3.1.1.2-28/29A/30A/31A with the same number of layers indicated by SRS resource indicator field if the higher layer parameter txConfig = nonCodebook, the higher layer parameter maxMIMO-LayersforSdmDCI-0-2 is not configured, and SRS resource set indicator field is present, where  is the number of configured SRS resources in the second SRS resource set, and
-	if UE supports operation with maxMIMO-LayersDCI-0-2 and the higher layer parameter maxMIMO-LayersDCI-0-2 of PUSCH-ServingCellConfig of the serving cell is configured, 
-	Lmax is given by maxMIMO-LayersforSfnDCI-0-2 if maxMIMO-LayersforSfnDCI-0-2 is configured 
-	Lmax is given by maxMIMO-LayersDCI-0-2 otherwise
-	otherwise, Lmax is given by the maximum number of layers for PUSCH supported by the UE for the serving cell for non-codebook based operation.
-	 bits according to Tables 7.3.1.1.2-28/29 if the higher layer parameter txConfig = nonCodebook, the higher layer parameter maxMIMO-LayersforSdmDCI-0-2 is configured and SRS resource set indicator field is present, where  is the number of configured SRS resources in the second SRS resource set, where the second SRS resource set is composed of the first  SRS resources together with other configurations in the SRS resource set, or in the SRS resource set with higher srs-ResourceSetId of two SRS resources sets, configured by higher layer parameter srs-ResourceSetToAddModList, if any, and associated with the higher layer parameter usage of value 'nonCodeBook', except for the higher layer parameters 'srs-ResourceSetId' and 'srs-ResourceIdList', and Lmax is given by maxMIMO-LayersforSdmDCI-0-2.
-	 bits according to Tables 7.3.1.1.2-32/32A/32B if the higher layer parameter txConfig = codebook and SRS resource set indicator field is present, where   is the number of configured SRS resources in the second SRS resource set.
-	0 bit otherwise.
-	Precoding information and number of layers - number of bits determined by the following: 
-	0 bits if the higher layer parameter txConfig = nonCodeBook;
-	0 bits for 1 antenna port and if the higher layer parameter txConfig = codebook;
-	4, 5, or 6 bits according to Table 7.3.1.1.2-2 for 4 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to the values of higher layer parameters maxRankDCI-0-2 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2} if multipanelScheme = sdmScheme, and codebookSubsetDCI-0-2;
-	4 or 5 bits according to Table 7.3.1.1.2-2A for 4 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, the values of higher layer parameters maxRankDCI-0-2=2 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} = 2 if multipanelScheme = sfnScheme or max{maxRanDCI-0-2k, maxRankSdmDCI-0-2} = 2 if multipanelScheme = sdmScheme, transform precoder is disabled, and according to the value of higher layer parameter codebookSubsetDCI-0-2;
-	4 or 6 bits according to Table 7.3.1.1.2-2B for 4 antenna ports by replacing maxRank and codebookSubset with maxRankDCI-0-2 and codebookSubsetDCI-0-2 respectively, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, the values of higher layer parameters maxRankDCI-0-2=3 or 4, transform precoder is disabled, and according to the value of higher layer parameter codebookSubsetDCI-0-2;
-	2, 4, or 5 bits according to Table 7.3.1.1.2-3 for 4 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and maxRankDCI-0-2=1 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} = 1 if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2} = 1 if multipanelScheme = sdmScheme, and codebookSubsetDCI-0-2;
-	3 or 4 bits according to Table 7.3.1.1.2-3A for 4 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=1 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} = 1 if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2} = 1 if multipanelScheme = sdmScheme, and according to whether transform precoder is enabled or disabled, and the value of higher layer parameter codebookSubsetDCI-0-2;
-	2 or 4 bits according to Table7.3.1.1.2-4 for 2 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to the values of higher layer parameters maxRankDCI-0-2 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2} if multipanelScheme = sdmScheme, and codebookSubsetDCI-0-2;
-	2 bits according to Table 7.3.1.1.2-4A for 2 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, transform precoder is disabled, the maxRankDCI-0-2=2 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} = 2 if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2} = 2 if multipanelScheme = sdmScheme, and codebookSubsetDCI-0-2=nonCoherent;
-	1 or 3 bits according to Table7.3.1.1.2-5 for 2 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and maxRankDCI-0-2=1 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2}=1 if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2}=1 if multipanelScheme = sdmScheme, and codebookSubsetDCI-0-2;
-	2 bits according to Table 7.3.1.1.2-5A for 2 antenna ports by replacing maxRank, maxRankSfn, maxRankSdm and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2, maxRankSdmDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=1 if multipanelScheme is not configured or max{maxRankDCI-0-2, maxRankSfnDCI-0-2} = 1 if multipanelScheme = sfnScheme or max{maxRankDCI-0-2, maxRankSdmDCI-0-2} = 1 if multipanelScheme = sdmScheme, and according to whether transform precoder is enabled or disabled, and the value of higher layer parameter codebookSubsetDCI-0-2.
-	7 bits according to Table 7.3.1.1.2-5D for 8 antenna ports by replacing maxRank-n8 with maxRankDCI-0-2, if CodebookTypeUL=Codebook1, transform precoder is disabled, maxRankDCI-0-2 =4, and according to maxRankDCI-0-2;
-	4, 6 or 7 bits according to Table 7.3.1.1.2-5E for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook1, transform precoder is enabled or maxRankDCI-0-2 =1, 2 or 3 if transform precoder is disabled, and according to transform precoder and maxRankDCI-0-2;
-	6 or 7 or 8 bits according to Table 7.3.1.1.2-5G for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook4, transform precoder is disabled, maxRankDCI-0-2=2, 3 or 4, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to maxRankDCI-0-2;
-	3 bits according to Table 7.3.1.1.2-5H for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook4, transform precoder is enabled or maxRankDCI-0-2=1 if transform precoder is disabled, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower.
-	5, 9 or 10 bits according to Table 7.3.1.1.2-5J for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook2, transform precoder is enabled or maxRankDCI-0-2 =1, 2, 3 or 4 if transform precoder is disabled, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to transform precoder and maxRankDCI-0-2;
-	4, 7, 9 or 10 bits according to Table 7.3.1.1.2-5L for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook3, transform precoder is enabled or maxRankDCI-0-2 =1, 2, 3 or 4 if transform precoder is disabled, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to transform precoder and maxRankDCI-0-2;
-	6 or 7 or 8 bits according to Table 7.3.1.1.2-5M for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook4, transform precoder is disabled, maxRankDCI-0-2=2, 3 or 4, ul-FullPowerTransmission is configured to fullpowerMode1, and according to maxRankDCI-0-2;
-	4 bits according to Table 7.3.1.1.2-5N for 8 antenna ports, if CodebookTypeUL=Codebook4, transform precoder is enabled or maxRankDCI-0-2=1 if transform precoder is disabled, ul-FullPowerTransmission is configured to fullpowerMode1.
-	6, 9 or 10 bits according to Table 7.3.1.1.2-5O for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook2, transform precoder is enabled or maxRankDCI-0-2 =1, 2, 3 or 4 if transform precoder is disabled, ul-FullPowerTransmission is configured to fullpowerMode1, and according to transform precoder and maxRankDCI-0-2;
-	5, 7, 9 or 10 bits according to Table 7.3.1.1.2-5P for 8 antenna ports by replacing maxRank with maxRankDCI-0-2, if CodebookTypeUL=Codebook3, transform precoder is enabled or maxRankDCI-0-2 =1, 2, 3 or 4 if transform precoder is disabled, ul-FullPowerTransmission is configured to fullpowerMode1, and according to transform precoder and maxRankDCI-0-2;
[bookmark: OLE_LINK40]For the higher layer parameter txConfig=codebook, if ul-FullPowerTransmission is configured to fullpowerMode2, the values of higher layer parameters maxRankDCI-0-2 is configured to be larger than 2, and at least one SRS resource with 4 antenna ports is configured in the SRS resource set indicated by SRS resource set indicator field if present, otherwise in an SRS resource set with usage set to 'codebook', and an SRS resource with 2 antenna ports is indicated via SRI in the same SRS resource set, then Table 7.3.1.1.2-4 is used by replacing maxRank and codebookSubset with maxRankDCI-0-2 and codebookSubsetDCI-0-2 respectively.
For the higher layer parameter txConfig = codebook, if different SRS resources with different number of antenna ports are configured, the bitwidth is determined according to the maximum number of ports in an SRS resource among the configured SRS resources in all SRS resource set(s) with usage set to 'codebook'. If the number of ports for a configured SRS resource in the set is less than the maximum number of ports in an SRS resource among the configured SRS resources, a number of most significant bits with value set to '0' are inserted to the field. 
For the higher layer parameter txConfig = codebook, when the Transform precoder indicator field is present, if the bit width of the Precoding information and number of layers field for the case with transform precoder enabled is not equal to that for the case with transform precoder disabled, a number of most significant bits with value set to '0' are inserted to the Precoding information and number of layers field for the case with smaller bit width until the bit width of the Precoding information and number of layers field for the two cases are the same.
When the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with value 0 for the first CORESETs, and is provided coresetPoolIndex with value 1 for the second CORESETs, and is provided enableSTx2PofmDCI, and there are two SRS resource sets configured by srs-ResourceSetToAddModListDCI-0-2 and associated with usage of value 'codebook' or 'nonCodeBook', the Precoding information and number of layers field is associated with the SRS resource set that is associated with the coresetPoolIndex value for the CORESET used for the PDCCH carrying the DCI format 0_2.
-	Second Precoding information - number of bits determined by the following: 
-	0 bits if SRS resource set indicator field is not present;
-	0 bits if the higher layer parameter txConfig = nonCodeBook;
-	0 bits for 1 antenna port and if the higher layer parameter txConfig = codebook;
-	3, 4, or 5 bits according to Table 7.3.1.1.2-2C with the same number of layers indicated by Precoding information and number of layers field for 4 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to the values of higher layer parameters maxRankDCI-0-2 if multipanelScheme is not configured or maxRankSfnDCI-0-2 if multipanelScheme = sfnScheme, and codebookSubsetDCI-0-2;
-	3 or 4 bits according to Table 7.3.1.1.2-2D with the same number of layers indicated by Precoding information and number of layers field for 4 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, the values of higher layer parameters maxRankDCI-0-2=2 if multipanelScheme is not configured or maxRankSfnDCI-0-2=2 if multipanelScheme = sfnScheme, transform precoder is disabled, and according to the value of higher layer parameter codebookSubsetDCI-0-2;
-	3 or 4 bits according to Table 7.3.1.1.2-2E with the same number of layers indicated by Precoding information and number of layers field for 4 antenna ports by replacing maxRank and codebookSubset with maxRankDCI-0-2 and codebookSubsetDCI-0-2 respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=3 or 4, transform precoder is disabled, and according to the value of higher layer parameter codebookSubsetDCI-0-2;
-	2, 4, or 5 bits according to Table 7.3.1.1.2-3 with the same number of layers indicated by Precoding information and number of layers field for 4 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRankDCI-0-2 if multipanelScheme is not configured or maxRankSfnDCI-0-2 if multipanelScheme = sfnScheme and codebookSubsetDCI-0-2;
-	3 or 4 bits according to Table 7.3.1.1.2-3A with the same number of layers indicated by Precoding information and number of layers field for 4 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=1 if multipanelScheme is not configured or maxRankSfnDCI-0-2=1 if multipanelScheme = sfnScheme, and according to whether transform precoder is enabled or disabled, and the value of higher layer parameter codebookSubsetDCI-0-2;
-	1 or 3 bits according to Table7.3.1.1.2-4B with the same number of layers indicated by Precoding information and number of layers field for 2 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to the values of higher layer parameters maxRankDCI-0-2 if multipanelScheme is not configured or maxRankSfnDCI-0-2 if multipanelScheme = sfnScheme, and codebookSubsetDCI-0-2;
-	2 bits according to Table 7.3.1.1.2-4C with the same number of layers indicated by Precoding information and number of layers field for 2 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, transform precoder is disabled, the maxRankDCI-0-2=2 if multipanelScheme is not configured or maxRankSfnDCI-0-2=2 if multipanelScheme = sfnScheme, and codebookSubsetDCI-0-2=nonCoherent;
-	1 or 3 bits according to Table7.3.1.1.2-5 with the same number of layers indicated by Precoding information and number of layers field for 2 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRankDCI-0-2 if multipanelScheme is not configured or maxRankSfnDCI-0-2 if multipanelScheme = sfnScheme, and codebookSubsetDCI-0-2;
-	2 bits according to Table 7.3.1.1.2-5A with the same number of layers indicated by Precoding information and number of layers field for 2 antenna ports by replacing maxRank, maxRankSfn and codebookSubset with maxRankDCI-0-2, maxRankSfnDCI-0-2 and codebookSubsetDCI-0-2, respectively, if SRS resource set indicator field is present, txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=1 if multipanelScheme is not configured or maxRankSfnDCI-0-2=1 if multipanelScheme = sfnScheme, and according to whether transform precoder is enabled or disabled, and the value of higher layer parameter codebookSubsetDCI-0-2.
For the higher layer parameter txConfig=codebook, if ul-FullPowerTransmission is configured to fullpowerMode2, the values of higher layer parameters maxRankDCI-0-2 is configured to be larger than 2, and at least one SRS resource with 4 antenna ports is configured in the SRS resource set indicated by SRS resource set indicator field, and an SRS resource with 2 antenna ports is indicated via Second SRS resource indicator field in the same SRS resource set, then Table 7.3.1.1.2-4B is used by replacing maxRank and codebookSubset with maxRankDCI-0-2 and codebookSubsetDCI-0-2 respectively.
For the higher layer parameter txConfig = codebook, if different SRS resources with different number of antenna ports are configured, the bitwidth is determined according to the maximum number of ports in an SRS resource among the configured SRS resources in the second SRS resource set with usage set to 'codebook' as defined in Table 7.3.1.1.2-36. If the number of ports for a configured SRS resource in the set is less than the maximum number of ports in an SRS resource among the configured SRS resources, a number of most significant bits with value set to '0' are inserted to the field.
For the higher layer parameter txConfig = codebook, when the Transform precoder indicator field is present, if the bit width of the Second Precoding information field for the case with transform precoder enabled is not equal to that for the case with transform precoder disabled, a number of most significant bits with value set to '0' are inserted to the Second Precoding information field for the case with smaller bit width until the bit width of the Second Precoding information field for the two cases are the same.
-	Antenna ports - number of bits determined by the following:
-	0 bit if higher layer parameter antennaPortsFieldPresenceDCI-0-2 is not configured;
-	2, 3, 4, 5 or 6 bits otherwise,
-	2 bits as defined by Tables 7.3.1.1.2-6, if transform precoder is enabled, dmrs-Type=1, and maxLength=1, except that dmrs-UplinkTransformPrecoding and tp-pi2BPSK are both configured and π/2 BPSK modulation is used;
-	2 bits as defined by 7.3.1.1.2-6A, if transform precoder is enabled, and dmrs-UplinkTransformPrecoding and tp-pi2BPSK are both configured, π/2 BPSK modulation is used, dmrs-Type=1, and maxLength=1, where nSCID is the scrambling identity for antenna ports defined in Clause 6.4.1.1.1.2, in [4, TS38.211];
-	4 bits as defined by Tables 7.3.1.1.2-7, if transform precoder is enabled, dmrs-Type=1, and maxLength=2, except that dmrs-UplinkTransformPrecoding and tp-pi2BPSK are both configured and π/2 BPSK modulation is used;
-	4 bits as defined by Tables 7.3.1.1.2-7A, if transform precoder is enabled, and dmrs-UplinkTransformPrecoding and tp-pi2BPSK are both configured, π/2 BPSK modulation is used, dmrs-Type=1, and maxLength=2, where nSCID is the scrambling identity for antenna ports defined in Clause 6.4.1.1.1.2, in [4, TS38.211];
-	3 bits as defined by Tables 7.3.1.1.2-8/9/10/10A/11 according to the value of rank, if transform precoder is disabled, dmrs-Type=1, dmrs-TypeEnh is not configured, and maxLength=1;
-	4 bits as defined by Tables 7.3.1.1.2-12/13/14/14A/15 according to the value of rank, if transform precoder is disabled, dmrs-Type=1, dmrs-TypeEnh is not configured, and maxLength=2;
-	4 bits as defined by Tables 7.3.1.1.2-16/17/18/18A/19 according to the value of rank, if transform precoder is disabled, dmrs-Type=2, dmrs-TypeEnh is not configured, and maxLength=1;
-	5 bits as defined by Tables 7.3.1.1.2-20/21/22/22A/23 according to the value of rank, if transform precoder is disabled, dmrs-Type=2, dmrs-TypeEnh is not configured, and maxLength=2.
-	4 bits as defined by Tables 7.3.1.1.2-38/39/40/40A/41, if transform precoder is disabled, dmrs-Type=1, dmrs-TypeEnh is configured, and maxLength=1;
-	5 bits as defined by Tables 7.3.1.1.2-46/47/48/48A/49, if transform precoder is disabled, dmrs-Type=1, dmrs-TypeEnh is configured, and maxLength=2;
-	5 bits as defined by Tables 7.3.1.1.2-54/55/56/56A/57, if transform precoder is disabled, dmrs-Type=2, dmrs-TypeEnh is configured, and maxLength=1;
-	6 bits as defined by Tables 7.3.1.1.2-62/63/64/64A/65, if transform precoder is disabled, dmrs-Type=2, dmrs-TypeEnh is configured, and maxLength=2.
where the number of CDM groups without data of values 1, 2, and 3 in Tables 7.3.1.1.2-6 to 7.3.1.1.2-23 refers to CDM groups {0}, {0,1}, and {0, 1,2} respectively, and the value of rank is
-	the sum of the value determined according to the SRS resource indicator field and the value determined according to the second SRS resource indicator field, if txConfig = nonCodebook and multipanelScheme = sdmScheme and SRS resource set indicator field equals "10"
-	the sum of the value determined according to the Precoding information and number of layers field and the value determined according to the Second Precoding information, if txConfig = codebook and multipanelScheme = sdmScheme and SRS resource set indicator field equals "10"
-	determined according to the SRS resource indicator field if the higher layer parameter txConfig = nonCodebook and multipanelScheme = sdmScheme is not configured, , or if the higher layer parameter txConfig = nonCodebook, multipanelScheme = sdmScheme and SRS resource set indicator field equals "00" or “01”
-	determined according to the Precoding information and number of layers field if the higher layer parameter txConfig = codebook and multipanelScheme = sdmScheme is not configured, or if the higher layer parameter txConfig = codebook, multipanelScheme = sdmScheme and SRS resource set indicator field equals "00" or "01". 
If a UE is configured with both dmrs-UplinkForPUSCH-MappingTypeA-DCI-0-2  and dmrs-UplinkForPUSCH-MappingTypeB-DCI-0-2 and is configured with antennaPortsFieldPresenceDCI-0-2, the bitwidth of this field equals , where   is the "Antenna ports" bitwidth derived according to dmrs-UplinkForPUSCH-MappingTypeA-DCI-0-2 and  is the "Antenna ports" bitwidth derived according to dmrs-UplinkForPUSCH-MappingTypeB-DCI-0-2. A number of zeros are padded in the MSB of this field, if the mapping type of the PUSCH corresponds to the smaller value of   and . 
If a UE is not configured with higher layer parameter antennaPortsFieldPresenceDCI-0-2, antenna port(s) are defined assuming bit field index value 0 in Tables 7.3.1.1.2-6 to 7.3.1.1.2-23.
When the Transform precoder indicator field is present, if the bit width of the Antenna ports field for the case with transform precoder enabled is not equal to that for the case with transform precoder disabled, a number of most significant bits with value set to '0' are inserted to the Antenna ports field for the case with smaller bit width until the bit width of the Antenna ports field for the two cases are the same.
< Unchanged parts are omitted >
