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This IE contains the user plane integrity protection indication and confidentiality protection indication which indicates the requirements on UP integrity protection and ciphering for corresponding PDU sessions, respectively. Additionally, this IE contains the maximum integrity protected data rate per UE for integrity protection for DRBs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Integrity Protection Indication
	M
	
	[bookmark: OLE_LINK140][bookmark: OLE_LINK141]ENUMERATED (required, preferred, not needed, …)

	Indicates whether UP integrity protection shall apply, should apply or shall not apply for the concerned PDU session.
	-
	

	Confidentiality Protection Indication
	M
	
	ENUMERATED (required, preferred, not needed, …)
	Indicates whether UP ciphering shall apply, should apply or shall not apply for the concerned PDU session.
	-
	

	[bookmark: _Hlk522733308]Maximum Integrity Protected Data Rate Uplink
	C-ifIntegrityProtectionRequiredorPreferred
	
	Maximum Integrity Protected Data Rate 
9.3.1.103
	Indicates the maximum aggregate rate for integrity protected DRBs supported by the UE in UL. If the Maximum Integrity Protected Data Rate Downlink IE is absent, this IE applies to both UL and DL.
	-
	

	Maximum Integrity Protected Data Rate Downlink
	O
	
	Maximum Integrity Protected Data Rate 
9.3.1.103
	Indicates the maximum aggregate rate for integrity protected DRBs supported by the UE in the DL.
	YES
	ignore



	Condition
	Explanation

	ifIntegrityProtectionRequiredorPreferred
	This IE shall be present if the Integrity Protection Indication IE within the Security Indication IE is set to the value “required” or “preferred”.
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9.3.1.65	Location Reporting Request Type
This IE indicates the type of location request to be handled by the NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Event Type
	M
	
	[bookmark: _Hlk118395746]ENUMERATED (direct, change of serving cell, UE presence in the area of interest, stop change of serving cell, stop UE presence in the area of interest, cancel location reporting for the UE, … change of serving cell and UE presence in the area of interest)
	
	-
	

	Report Area
	M
	
	ENUMERATED (cell, …)
	
	-
	

	Area of Interest List
	
	0..1
	
	
	-
	

	>Area of Interest Item
	
	1..<maxnoofAoI>
	
	
	-
	

	>>Area of Interest
	M
	
	9.3.1.66
	
	-
	

	>>Location Reporting Reference ID
	M
	
	9.3.1.76
	
	-
	

	Location Reporting Reference ID to be Cancelled
	C- ifEventTypeisStopUEPresinAoI
	
	Location Reporting Reference ID
9.3.1.76
	
	-
	

	Additional Location Information
	O
	
	ENUMERATED (Include PSCell, ...)
	
	YES
	ignore

	Additional Cancelled Location Reporting Reference ID List
	
	0..1
	
	
	YES
	reject

	>Additional Cancelled Location Reporting Reference ID Item
	
	1..<maxnoofAoIMinusOne>
	
	
	-
	

	>>Location Reporting Reference ID to be Cancelled
	M
	
	Location Reporting Reference ID
9.3.1.76
	
	-
	



	Range bound
	Explanation

	maxnoofAoI
	Maximum no. of areas of interest. Value is 64.

	maxnoofAoIMinusOne
	Maximum no. of areas of interest minus one. Value is 63.



	Condition
	Explanation

	ifEventTypeisStopUEPresinAoI
	This IE shall be present if the Event Type IE is set to the value "stop UE presence in the area of interest".
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This IE defines the parameters for M1 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M1 Reporting Trigger
	M
	
	ENUMERATED (periodic, A2event-triggered, A2event-triggered periodic, …)
	
	-
	

	M1 Threshold Event A2
	C-ifM1A2trigger
	
	
	
	-
	

	>CHOICE Threshold Type
	M
	
	
	
	-
	

	>>RSRP
	
	
	
	
	
	

	>>>Threshold RSRP
	M
	
	INTEGER (0..127)
	Corresponds to the RSRP-Range IE as defined in TS 38.331 [18].
	-
	

	>>RSRQ
	
	
	
	
	
	

	>>>Threshold RSRQ
	M
	
	INTEGER (0..127)
	Corresponds to the RSRQ-Range IE as defined in TS 38.331 [18].
	-
	

	>>SINR
	
	
	
	
	
	

	>>>Threshold SINR
	M
	
	INTEGER (0..127)
	Corresponds to the SINR-Range IE as defined in TS 38.331 [18].
	-
	

	M1 Periodic Reporting
	C-ifperiodicMDT
	
	
	
	-
	

	>Report Interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60)
	Corresponds to the ReportInterval IE as defined in TS 38.331 [18]. The value min60 is not used in the specification.

	-
	

	>Report Amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports.
	-
	

	>Extended Report Interval
	O
	
	ENUMERATED (ms20480, ms40960, ...)
	This IE is the extension of the Report Interval IE. If this IE is present, the Report Interval IE is ignored.
	YES
	ignore

	Include Beam Measurements Indication
	O
	
	ENUMERATED (true, …)
	To configure whether the UE should include beam level measurements.
	YES
	ignore

	Beam Measurements Report Configuration
	C-ifM1BeamMeasInd
	
	
	
	YES
	ignore

	>Beam Measurements Report Quantity
	
	0..1
	
	This IE indicates the beam measurement quantity and corresponds to the MeasReportQuantity IE as defined in TS 38.331 [18].
	-
	

	>>RSRP
	M
	
	ENUMERATED (true, …)
	
	-
	

	>>RSRQ
	M
	
	ENUMERATED (true, …)
	
	-
	

	>>SINR
	M
	
	ENUMERATED (true, …)
	
	-
	

	>MaxNrofRS-IndexesTo Report
	O
	
	INTEGER (1..64, …)
	Indicates the max number of beam measurements to be reported and corresponds to the maxNrofRS-IndexesToReport in the ReportConfigNR IE as defined in TS 38.331 [18].
	-
	



	Condition
	Explanation

	C-ifM1A2trigger
	This IE shall be present if the M1 Reporting Trigger IE is set to the value “A2event-triggered” or to “A2event-triggered periodic”.

	C-ifperiodicMDT
	This IE shall be present if the M1 Reporting Trigger IE is set to the value “periodic”, or to “A2event-triggered periodic”.

	C-ifM1BeamMeasInd
	This IE shall be present if the Include Beam Measurements Indication IE is set to the value “true”.
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9.3.1.220	Time Synchronisation Assistance Information
This IE indicates 5G access stratum time distribution parameters as defined in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Time Distribution Indication
	M
	
	ENUMERATED (enabled, disabled, …)
	
	-
	

	Uu Time Synchronisation Error Budget 
	C-ifEnabled
	
	INTEGER (1..1000000, …)
	Expressed in units of 1ns.
	-
	

	Clock Quality Reporting Control Information
	O
	
	9.3.1.250
	
	YES
	ignore



	Condition
	Explanation

	ifEnabled
	This IE shall be present if the Time Distribution Indication IE is set to the value “enabled”.
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9.3.3.6	SON Configuration Transfer
This IE contains the configuration information, used by e.g., SON functionality, and additionally includes the NG-RAN node identifier of the destination of this configuration information and the NG-RAN node identifier of the source of this information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Target RAN Node ID SON
	
	1
	
	
	-
	

	>Global RAN Node ID
	M
	
	9.3.1.5
	
	-
	

	>Selected TAI
	M
	
	TAI
9.3.3.11
	
	-
	

	>NR CGI
	O
	
	9.3.1.7
	This IE is ignored if the SON Information IE contains the SON Information Reply IE.
	YES
	ignore

	Source RAN Node ID
	
	1
	
	
	-
	

	>Global RAN Node ID
	M
	
	9.3.1.5
	
	-
	

	>Selected TAI
	M
	
	TAI
9.3.3.11
	
	-
	

	SON Information
	M
	
	9.3.3.7
	
	-
	

	Xn TNL Configuration Info
	C-ifSONInformationRequest
	
	9.3.3.9
	Source NG-RAN node Xn TNL Configuration Info.
	-
	



	Condition
	Explanation

	ifSONInformationRequest
	This IE shall be present if the SON Information IE contains the SON Information Request IE set to the value "Xn TNL Configuration Info"
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

** unmodified text skipped **
InitialContextSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-OldAMF									CRITICALITY reject	TYPE AMFName											PRESENCE optional		}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY reject	TYPE UEAggregateMaximumBitRate						PRESENCE conditional	}|
-- The above IE shall be present if the PDU Session Resource Setup List IE is present
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-GUAMI									CRITICALITY reject	TYPE GUAMI												PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceSetupListCxtReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListCxtReq			PRESENCE optional		}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI										PRESENCE mandatory	}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities							PRESENCE mandatory	}|
	{ ID id-SecurityKey								CRITICALITY reject	TYPE SecurityKey										PRESENCE mandatory	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional		}|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore	TYPE MobilityRestrictionList							PRESENCE optional		}|
	{ ID id-UERadioCapability						CRITICALITY ignore	TYPE UERadioCapability									PRESENCE optional		}|
	{ ID id-IndexToRFSP								CRITICALITY ignore	TYPE IndexToRFSP										PRESENCE optional		}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional		}|
	{ ID id-NAS-PDU									CRITICALITY ignore	TYPE NAS-PDU											PRESENCE optional		}|
	{ ID id-EmergencyFallbackIndicator				CRITICALITY reject	TYPE EmergencyFallbackIndicator						PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest			PRESENCE optional		}|
	{ ID id-UERadioCapabilityForPaging				CRITICALITY ignore	TYPE UERadioCapabilityForPaging						PRESENCE optional		}|
	{ ID id-RedirectionVoiceFallback				CRITICALITY ignore	TYPE RedirectionVoiceFallback						PRESENCE optional		}|
	{ ID id-LocationReportingRequestType			CRITICALITY ignore	TYPE LocationReportingRequestType					PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning								PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible							PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY ignore	TYPE IAB-Authorized										PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction			CRITICALITY ignore	TYPE Enhanced-CoverageRestriction					PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime							PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo					CRITICALITY ignore	TYPE UE-DifferentiationInfo							PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters									PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted						CRITICALITY ignore	TYPE CEmodeBrestricted									PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support						CRITICALITY ignore	TYPE UE-UP-CIoT-Support									PRESENCE optional		}|
	{ ID id-RGLevelWirelineAccessCharacteristics	CRITICALITY ignore	TYPE RGLevelWirelineAccessCharacteristics		PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList										PRESENCE optional		}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID								PRESENCE optional		}|
	{ ID id-TimeSyncAssistanceInfo					CRITICALITY ignore	TYPE TimeSyncAssistanceInfo							PRESENCE optional		}|
	{ ID id-QMCConfigInfo							CRITICALITY ignore	TYPE QMCConfigInfo										PRESENCE optional		}|
	{ ID id-TargetNSSAIInformation					CRITICALITY ignore	TYPE TargetNSSAIInformation							PRESENCE optional		}|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	TYPE UESliceMaximumBitRateList						PRESENCE optional		}|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional		}|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitRate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional		}|
	{ ID id-FiveG-ProSePC5QoSParameters				CRITICALITY ignore	TYPE FiveG-ProSePC5QoSParameters					PRESENCE optional		}|
	{ ID id-NetworkControlledRepeaterAuthorized 	CRITICALITY ignore	TYPE NetworkControlledRepeaterAuthorized 		PRESENCE optional		}|
	{ ID id-AerialUEsubscriptionInformation			CRITICALITY ignore	TYPE AerialUEsubscriptionInformation				PRESENCE optional		}|
	{ ID id-NR-A2X-ServicesAuthorized				CRITICALITY ignore	TYPE NR-A2X-ServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTE-A2X-ServicesAuthorized				CRITICALITY ignore	TYPE LTE-A2X-ServicesAuthorized						PRESENCE optional		}|
	{ ID id-NR-A2X-UE-PC5-AggregateMaximumBitRate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional		}|
	{ ID id-LTE-A2X-UE-PC5-AggregateMaximumBitRate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
[bookmark: _Hlk152093236]	{ ID id-A2X-PC5-QoS-Parameters					CRITICALITY ignore	TYPE A2X-PC5-QoS-Parameters							PRESENCE optional		}|
[bookmark: _Hlk152101667]	{ ID id-MobileIAB-Authorized					CRITICALITY ignore	TYPE MobileIAB-Authorized								PRESENCE optional		}|
	{ ID id-Partially-Allowed-NSSAI					CRITICALITY ignore	TYPE Partially-Allowed-NSSAI							PRESENCE optional		}|
	{ ID id-SLPositioningRangingServiceInfo			CRITICALITY ignore	TYPE SLPositioningRangingServiceInfo				PRESENCE optional		},
	...
}

** unmodified text skipped **
HandoverCommandIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-HandoverType								CRITICALITY reject	TYPE HandoverType											PRESENCE mandatory	}|
	{ ID id-NASSecurityParametersFromNGRAN				CRITICALITY reject	TYPE NASSecurityParametersFromNGRAN					PRESENCE conditional	}|
	-- The aboveThis IE shall be present if the HandoverType IE is set to the value “"5GStoEPPS”" or “5GStoUTRAN” --
	{ ID id-PDUSessionResourceHandoverList				CRITICALITY ignore	TYPE PDUSessionResourceHandoverList					PRESENCE optional		}|
	{ ID id-PDUSessionResourceToReleaseListHOCmd		CRITICALITY ignore	TYPE PDUSessionResourceToReleaseListHOCmd			PRESENCE optional		}|
	{ ID id-TargetToSource-TransparentContainer			CRITICALITY reject	TYPE TargetToSource-TransparentContainer			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

Next change
[bookmark: _Toc162973953]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

** unmodified text skipped **
Dynamic5QIDescriptor ::= SEQUENCE {
	priorityLevelQos			PriorityLevelQos,
	packetDelayBudget			PacketDelayBudget,
	packetErrorRate				PacketErrorRate,
	fiveQI						FiveQI													OPTIONAL,
	delayCritical				DelayCritical											OPTIONAL,
-- The above IE shall be present in case of GBR QoS flow
	averagingWindow				AveragingWindow											OPTIONAL,
-- The above IE shall be present in case of GBR QoS flow
	maximumDataBurstVolume		MaximumDataBurstVolume									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Dynamic5QIDescriptor-ExtIEs} }	OPTIONAL,
	...
}

** unmodified text skipped **
HOReport::= SEQUENCE {
	handoverReportType			ENUMERATED {ho-too-early, ho-to-wrong-cell, intersystem-ping-pong, ...},
	handoverCause				Cause,
	sourcecellCGI				NGRAN-CGI,
	targetcellCGI				NGRAN-CGI,
	reestablishmentcellCGI		NGRAN-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value “"HO to wrong cell”" --
	sourcecellC-RNTI			BIT STRING (SIZE(16))						OPTIONAL,
	targetcellinE-UTRAN			EUTRA-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value “"Inter System ping-pong”" --
	mobilityInformation			MobilityInformation							OPTIONAL,
	uERLFReportContainer		UERLFReportContainer						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { HOReport-ExtIEs} }	OPTIONAL,
	...
}

** unmodified text skipped **
ImmediateMDTNr ::= SEQUENCE { 
	measurementsToActivate					MeasurementsToActivate,
	m1Configuration							M1Configuration						OPTIONAL, 
-- The above IE shall be present if the Measurements to Activate IE has the first bit set to “1”
	m4Configuration							M4Configuration						OPTIONAL, 
-- The above IE shall be present if the Measurements to Activate IE has the third bit set to “1”
	m5Configuration							M5Configuration						OPTIONAL,
-- The above IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”
	m6Configuration							M6Configuration						OPTIONAL,
-- The above IE shall be present if the Measurements to Activate IE has the fifth bit set to “1”
[bookmark: OLE_LINK67]	m7Configuration							M7Configuration						OPTIONAL,
-- The above IE shall be present if the Measurements to Activate IE has the sixth bit set to “1”
	bluetoothMeasurementConfiguration		BluetoothMeasurementConfiguration	OPTIONAL,
	wLANMeasurementConfiguration			WLANMeasurementConfiguration 		OPTIONAL,
[bookmark: OLE_LINK182]	mDT-Location-Info 						MDT-Location-Info 					OPTIONAL,
	sensorMeasurementConfiguration			SensorMeasurementConfiguration		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ImmediateMDTNr-ExtIEs} } OPTIONAL,
	...
}

** unmodified text skipped **
LocationReportingRequestType ::= SEQUENCE {
	eventType										EventType,
	reportArea										ReportArea,
	areaOfInterestList								AreaOfInterestList								OPTIONAL,
	locationReportingReferenceIDToBeCancelled		LocationReportingReferenceID					OPTIONAL,
-- The above IE shall be present if the Event Type IEevent type is set to the value “stop reporting UE presence in the area of interest”
	iE-Extensions		ProtocolExtensionContainer { {LocationReportingRequestType-ExtIEs} }		OPTIONAL,
	...
}

** unmodified text skipped **
M1Configuration ::= SEQUENCE {
	m1reportingTrigger			M1ReportingTrigger,
[bookmark: OLE_LINK105]	m1thresholdEventA2			M1ThresholdEventA2									OPTIONAL,
--	The above IE shall be present if the M1 Reporting Trigger IE is set to the value “A2event-triggered” or “A2event-triggered periodic”
[bookmark: OLE_LINK107]	m1periodicReporting			M1PeriodicReporting									OPTIONAL,
--	The above IE shall be present if the M1 Reporting Trigger IE is set to the value “periodic” or “A2event-triggered periodic”
	iE-Extensions		ProtocolExtensionContainer { { M1Configuration-ExtIEs} } 	OPTIONAL,
	...
}

M1Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-IncludeBeamMeasurementsIndication		CRITICALITY ignore	EXTENSION IncludeBeamMeasurementsIndication		PRESENCE optional			}|
[bookmark: _Hlk110358897]	{ ID id-BeamMeasurementsReportConfiguration		CRITICALITY ignore	EXTENSION BeamMeasurementsReportConfiguration	PRESENCE conditional		},
-- The above IE shall be present if the Include Beam Measurements Indication IE is set to the value “true”
	...
}

** unmodified text skipped **
[bookmark: _Hlk148705320]PDUsetQoSParameters ::= SEQUENCE {
	ulPDUSetQoSInformation	PDUsetQoSInformation	OPTIONAL,
	dlPDUSetQoSInformation	PDUsetQoSInformation	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PDUsetQoSParameters-ExtIEs } }	OPTIONAL,
	...
}

PDUsetQoSParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUsetQoSInformation	::= SEQUENCE {
	pduSetDelayBudget						ExtendedPacketDelayBudget		OPTIONAL,
	pduSetErrorRate							PacketErrorRate					OPTIONAL,
	pduSetIntegratedHandlingInformation		ENUMERATED {true, false, ...}	OPTIONAL,
[bookmark: _Hlk161300533]	iE-Extensions							ProtocolExtensionContainer { { PDUsetQoSInformation-ExtIEs } }	OPTIONAL,
	...
}

PDUsetQoSInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

** unmodified text skipped **
SecurityIndication ::= SEQUENCE {
	integrityProtectionIndication				IntegrityProtectionIndication,
	confidentialityProtectionIndication			ConfidentialityProtectionIndication,
	maximumIntegrityProtectedDataRate-UL		MaximumIntegrityProtectedDataRate		OPTIONAL,
-- The above IE shall be present if the Integrity Protection Indication IEintegrity protection is set to the value “required” or “preferred”
	iE-Extensions		ProtocolExtensionContainer { {SecurityIndication-ExtIEs} }		OPTIONAL,
	...
}

SecurityIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

** unmodified text skipped **
[bookmark: _Hlk161300633]SLPositioningRangingServiceInfo ::= SEQUENCE{
	sLPositioningRangingAuthorized		SLPositioningRangingAuthorized,
	sLPositioningRangingQoSParameters	SLPositioningRangingQoSParameters	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SLPositioningRangingServiceInfo-ExtIEs} }	OPTIONAL,
	...
}

SLPositioningRangingServiceInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

** unmodified text skipped **
SONConfigurationTransfer ::= SEQUENCE {
	targetRANNodeID-SON			TargetRANNodeID-SON,
	sourceRANNodeID				SourceRANNodeID,
	sONInformation				SONInformation,
	xnTNLConfigurationInfo		XnTNLConfigurationInfo										OPTIONAL,
-- The above IE shall be present if the SON Information IE contains the SON Information Request IE set to the value “Xn TNL Configuration Info”
	iE-Extensions		ProtocolExtensionContainer { {SONConfigurationTransfer-ExtIEs} }	OPTIONAL,
	...
}

** unmodified text skipped **
TimeSyncAssistanceInfo ::= SEQUENCE {
	timeDistributionIndication		ENUMERATED {enabled, disabled, ...},
	uUTimeSyncErrorBudget			INTEGER (1..1000000, ...)							OPTIONAL,
	-- The above IE shall be present if the Time Distribution Indication IE is set to the value “enabled”
	iE-Extensions		ProtocolExtensionContainer { {TimeSyncAssistanceInfo-ExtIEs} }	OPTIONAL,
	...
}


end of changes
