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Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed
	DL interruption allowed
(Note 14)

	DC_1A_n3A
DC_1C_n3A
	DC_1A_n3A
DC_1C_n3A
	DC_1_n3
	

	DC_1A_n5A
	DC_1A_n5A
	No
	

	DC_1A_n7A
DC_1A_n7B
	DC_1A_n7A
DC_1A_n7B
	No
	

	DC_1A-1A_n7A
DC_1A-1A_n7B
	DC_1A_n7A
	No
	

	DC_1A_n8A
	DC_1A_n8A
	No
	

	DC_1A_n20A
	DC_1A_n20A
	No
	

	DC_1A_n28A
	DC_1A_n28A
	No
	

	DC_1A-1A_n28A
	DC_1A_n28A
	No
	

	DC_1A_n38A
DC_1C_n38A
	DC_1A_n38A
	No
	

	DC_1A_n40A
DC_1A_n40B
	DC_1A_n40A
	No
	

	DC_1A_n41A7
	DC_1A_n41A
	No
	

	DC_1A_n50A
	DC_1A_n50A
	No
	

	DC_1A_n51A
	DC_1A_n51A
	No
	

	DC_1A_n71A
DC_1A_n71B
	DC_1A_n71A
	No
	

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n77(2A)7
DC_1A_n77(3A)7
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n78A7
DC_1A_n78C7, 21
	DC_1A_n78A21
	No
	No

	DC_1A_n78(2A)7
	DC_1A_n78A
	No
	No

	DC_1A-1A_n78A
	DC_1A_n78A
	No
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No
	No

	DC_2A_n5A
	DC_2A_n5A
	No
	

	DC_2A-2A_n5A
	DC_2A_n5A
	No
	

	DC_2A_n7A
	DC_2A_n7A
	No
	

	DC_2A_n7(2A)
	DC_2A_n7A
	No
	

	DC_2A_n12A
	DC_2A_n12A
	No
	

	DC_2A_n25A11, 13, 20
	N/A
	N/A
	

	DC_2A_n28A
	DC_2A_n28A
	No
	

	DC_2A_n30A
	DC_2A_n30A
	No
	

	DC_2A-2A_n30A
	DC_2A_n30A
	No
	

	DC_2A_n38A
	DC_2A_n38A
	No
	

	DC_2A-2A_n38A
	DC_2A_n38A
	No
	

	DC_2A_n41A
DC_2A_n41C
DC_2C_n41A
	DC_2A_n41A
DC_2C_n41A
	No
	

	DC_2A_n41(2A)
	DC_2A_n41A
	No
	

	DC_2A-2A_n41A
	DC_2A_n41A
	No
	

	DC_2A_n46A
	DC_2A_n46A
	No
	

	DC_2A_n48A
DC_2A_n48B
	DC_2A_n48A
	No
	

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A_n66(2A)
	DC_2A_n66A
	DC_2_n66
	

	DC_2A-2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A_n71A
DC_2A_n71B
DC_2C_n71A
	DC_2A_n71A

	No
	

	DC_2A-2A_n71A
	DC_2A_n71A
	No
	

	DC_2A_n77A
DC_2A_n77C21
	DC_2A_n77A21
	DC_2_n77
	

	DC_2A_n77(2A)
	DC_2A_n77A
	DC_2_n77
	

	DC_2A-2A_n77A21
DC_2A-2A_n77C21
	DC_2A_n77A21
	DC_2_n77
	

	DC_2A-2A_n77(2A)
	DC_2A_n77A
	DC_2_n77
	

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_2A-2A_n78(2A)
	DC_2A_n78A
	DC_2_n78
	

	DC_2A_n78(2A)
	DC_2A_n78A
	DC_2_n78
	

	DC_2A-2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_3A_n1A
DC_3C_n1A
	DC_3A_n1A
DC_3C_n1A
	DC_3_n1
	

	DC_3A-3A_n1A
	DC_3A_n1A
	DC_3_n1
	

	DC_3A_n5A
DC_3C_n5A
	DC_3A_n5A
	DC_3_n5
	

	DC_3A_n7A
DC_3A_n7B
DC_3C_n7A
DC_3C_n7B
	DC_3A_n7A
DC_3A_n7B
DC_3C_n7A
	No
	

	DC_3A-3A_n7A
DC_3A-3A_n7B
	DC_3A_n7A
	No
	

	DC_3A_n8A
	DC_3A_n8A
	No
	

	DC_3A-3A_n8A
	DC_3A_n8A
	No
	

	DC_3A_n20A
DC_3C_n20A
	DC_3A_n20A
	No
	

	DC_3A_n28A
DC_3C_n28A
	DC_3A_n28A
	No
	

	DC_3A_n34A
	DC_3A_n34A
	No
	

	DC_3A_n38A
DC_3C_n38A
	DC_3A_n38A
	No
	

	DC_3A_n40A
DC_3A_n40B
	DC_3A_n40A
	No
	

	DC_3A_n41A7
DC_3C_n41A7
	DC_3A_n41A
DC_3C_n41A
	DC_3_n41
	No

	DC_3A_n50A
	DC_3A_n50A
	No
	

	DC_3A_n51A
	DC_3A_n51A
	No
	

	DC_3A_n71A
DC_3A_n71B
	DC_3A_n71A
	No
	

	DC_3A_n77A7
DC_3A_n77C7
DC_3C_n77A7
	DC_3A_n77A
DC_3C_n77A
	DC_3_n77
	No

	DC_3A_n77(2A)7
DC_3A_n77(3A)7
DC_3C_n77(2A)7
	DC_3A_n77A
DC_3C_n77A
	DC_3_n77
	No

	DC_3A-3A_n77A7
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
DC_3C_n78A
	DC_3_n78
	No

	DC_3A_n78(2A)7
DC_3C_n78(2A)7
	DC_3A_n78A
DC_3C_n78A
	DC_3_n78
	No

	DC_3A-3A_n78A7, 21
	DC_3A_n78A21
	DC_3_n78
	No

	DC_3A_n79A7
DC_3A_n79C7
DC_3C_n79A7
	DC_3A_n79A
DC_3C_n79A
	No
	No

	DC_4A_n2A
	DC_4A_n2A
	No
	

	DC_4A_n5A
	DC_4A_n5A
	DC_4_n5
	

	DC_4A_n7A
	DC_4A_n7A
	No
	

	DC_4A_n28A
	DC_4A_n28A
	No
	

	DC_4A_n38A
	DC_4A_n38A
	No
	

	DC_4A_n41A
	DC_4A_n41A
	No
	

	DC_4A_n78A
	DC_4A_n78A
	No
	

	DC_4A_n78(2A)
	DC_4A_n78A
	No
	

	DC_5A_n1A
	DC_5A_n1A
	No
	

	DC_5A_n2A
DC_5B_n2A
	DC_5A_n2A
	No
	

	DC_5A-5A_n2A
	DC_5A_n2A
	No
	

	DC_5A_n3A
	DC_5A_n3A
	DC_5_n3
	

	DC_5A_n7A
	DC_5A_n7A
	DC_5_n7
	

	DC_5A_n7(2A)
	DC_5A_n7A
	DC_5_n7
	

	DC_5A_n12A
	DC_5A_n12A
	No
	

	DC_5A_n30A
	DC_5A_n30A
	No
	

	DC_5A_n38A
	DC_5A_n38A
	DC_5_n38
	

	DC_5A_n40A
	DC_5A_n40A
	No
	

	DC_5A_n48A
DC_5A_n48B
	DC_5A_n48A
	No
	

	DC_5A_n66A
DC_5B_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A-5A_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A_n77A
DC_5A_n77C21
	DC_5A_n77A21
	No
	

	DC_5A_n77(2A)
	DC_5A_n77A
	No
	

	DC_5A_n71A
	DC_5A_n71A
	No
	

	DC_5A_n78A7
DC_5A_n78C7
	DC_5A_n78A
	No
	No

	DC_5A_n78(2A)7
	DC_5A_n78A
	No
	No

	DC_5A_n79A
	DC_5A_n79A
	No
	No

	DC_7A_n1A
DC_7C_n1A
	DC_7A_n1A
DC_7C_n1A
	No
	

	DC_7A-7A_n1A
	DC_7A_n1A
	No
	

	DC_7A_n2A
DC_7C_n2A
	DC_7A_n2A
	No
	

	DC_7A_n3A
DC_7C_n3A
	DC_7A_n3A
DC_7C_n3A
	No
	

	DC_7A_n5A
DC_7C_n5A
	DC_7A_n5A
DC_7C_n5A
	DC_7_n5
	

	DC_7A-7A_n5A
	DC_7A_n5A
	DC_7_n5
	

	DC_7A_n8A
	DC_7A_n8A
	No
	

	DC_7A-7A_n8A
	DC_7A_n8A
	No
	

	DC_7A-7A_n78(2A)7
	DC_7A_n78A
	No
	

	DC_7A_n20A
	DC_7A_n20A
	No
	

	DC_7A_n25A
DC_7C_n25A
	DC_7A_n25A
	No
	

	DC_7A-7A_n25A
	DC_7A_n25A
	No
	

	DC_7A_n28A
DC_7C_n28A
	DC_7A_n28A
DC_7C_n28A
	No
	

	DC_7A_n40A
	DC_7A_n40A
	Yes
	

	DC_7A_n51A
	DC_7A_n51A
	No
	

	DC_7A_n66A
DC_7C_n66A
	DC_7A_n66A
	No
	

	DC_7A-7A_n66A
	DC_7A_n66A
	No
	

	DC_7A_n71A
	DC_7A_n71A
	No
	

	DC_7A_n77A7
DC_7C_n77A
	DC_7A_n77A
	No
	

	DC_7A_n77(2A)
DC_7C_n77(2A)
	DC_7A_n77A
	No
	

	DC_7A-7A_n77A7
	DC_7A_n77A
	No
	

	DC_7A-7A_n77(2A)
	DC_7A_n77A
	No
	

	DC_7A_n78A7
DC_7C_n78A7
DC_7A_n78C7
	DC_7A_n78A
DC_7C_n78A
	No
	

	DC_7A_n78(2A)7
DC_7C_n78(2A)7
	DC_7A_n78A
DC_7C_n78A
	No
	

	DC_7A-7A_n78A7, 21
DC_7A-7A_n78C7
	DC_7A_n78A21
	No
	

	DC_7A_n79A
DC_7A_n79C
	DC_7A_n79A
	No
	

	DC_8A_n1A
	DC_8A_n1A
	No
	

	DC_8A_n2A
	DC_8A_n2A
	DC_8_n2
	

	DC_8A_n3A
	DC_8A_n3A
	No
	

	DC_8A_n7A
	DC_8A_n7A
	No
	

	DC_8A_n20A
	DC_8A_n20A
	Yes
	

	DC_8A_n28A
	DC_8A_n28A
	No
	

	DC_8A_n34A
	DC_8A_n34A
	No
	

	DC_8A_n39A
	DC_8A_n39A
	No
	

	DC_8A_n40A7
	DC_8A_n40A
	No
	

	DC_8A_n41A7
DC_8A_n41C
	DC_8A_n41A
	No
	No

	DC_8A_n41(2A)
	DC_8A_n41A
	No
	No

	DC_8A_n77A7
	DC_8A_n77A
	No
	No

	DC_8A_n77(2A)7
DC_8A_n77(3A)7
	DC_8A_n77A
	No
	No

	DC_8A_n78A7
	DC_8A_n78A
	No
	No

	DC_8A_n78(2A)7
	DC_8A_n78A
	No
	No

	DC_8A_n79A7
DC_8A_n79C
	DC_8A_n79A
DC_8A_n79C
	No
	No

	DC_8A_n93A
	DC_8A_n93A_ULSUP-TDM
	N/A
	

	DC_8A_n94A
	DC_8A_n94A_ULSUP-TDM
	N/A
	

	DC_11A_n1A
	DC_11A_n1A
	No
	

	DC_11A_n3A
	DC_11A_n3A
	No
	

	DC_11A_n28A
	DC_11A_n28A
	No
	

	DC_11A_n41A7
	DC_11A_n41A
	No
	

	DC_11A_n77A7
	DC_11A_n77A
	No
	No

	DC_11A_n77(2A)7
DC_11A_n77(3A)7
	DC_11A_n77A
	No
	No

	DC_11A_n78A7
	DC_11A_n78A
	No
	No

	DC_11A_n78(2A)
	DC_11A_n78A
	No
	No

	DC_11A_n79A7
	DC_11A_n79A
	No
	

	DC_12A_n2A
	DC_12A_n2A
	No
	

	DC_12A_n5A
	DC_12A_n5A
	No
	

	DC_12A_n7A
	DC_12A_n7A
	No
	

	DC_12A_n7(2A)
	DC_12A_n7A
	No
	

	DC_12A_n25A
	DC_12A_n25A
	No
	

	DC_12A_n30A
	DC_12A_n30A
	No
	

	DC_12A_n38A
	DC_12A_n38A
	No
	

	DC_12A_n41A
	DC_12A_n41A
	No
	

	DC_12A_n66A
	DC_12A_n66A
	No
	

	DC_12A_n66(2A)
	DC_12A_n66A
	No
	

	DC_12A_n71A
	DC_12A_n71A18,19
	DC_12_n71
	

	DC_12A_n77A
	DC_12A_n77A
	DC_12_n77
	

	DC_12A_n77(2A)
	DC_12A_n77A
	DC_12_n77
	

	DC_12A_n78A
	DC_12A_n78A
	DC_12_n78
	

	DC_12A_n78(2A)
	DC_12A_n78A
	DC_12_n78
	

	DC_13A_n2A
	DC_13A_n2A
	No
	

	DC_13A_n5A
	DC_13A_n5A
	DC_13_n5
	

	DC_13A_n7A
	DC_13A_n7A
	No
	

	DC_13A_n7(2A)
	DC_13A_n7A
	No
	

	DC_13A_n25A
	DC_13A_n25A
	No
	

	DC_13A_n48A
DC_13A_n48B
	DC_13A_n48A
	No
	

	DC_13A_n66A
	DC_13A_n66A
	No
	

	DC_13A_n71A
	DC_13A_n71A
	No
	

	DC_13A_n77A
DC_13A_n77C21
	DC_13A_n77A21
	No
	

	DC_13A_n78A
	DC_13A_n78A
	No
	

	DC_13A_n78(2A)
	DC_13A_n78A
	No
	

	DC_14A_n2A
	DC_14A_n2A
	No
	

	DC_14A_n5A
	DC_14A_n5A
	DC_14_n5
	

	DC_14A_n30A
	DC_14A_n30A
	No
	

	DC_14A_n66A
	DC_14A_n66A
	No
	

	DC_14A_n77A
	DC_14A_n77A
	No
	

	DC_14A_n77(2A)
	DC_14A_n77A
	No
	

	DC_18A_n3A
	DC_18A_n3A
	No
	

	DC_18A_n28A
	DC_18A_n28A
	No
	

	DC_18A_n41A16
	DC_18A_n41A
	No
	

	DC_18A_n77A7
DC_18A_n77(2A)7
	DC_18A_n77A
	No
	No

	DC_18A_n78A7
	DC_18A_n78A
	No
	No

	DC_18A_n78(2A)7
	DC_18A_n78A
	No
	No

	DC_20A_n91A
	DC_20A_n91A_ULSUP-TDM
	N/A
	

	DC_20A_n92A
	DC_20A_n92A_ULSUP-TDM
	N/A
	

	DC_18A_n79A7
	DC_18A_n79A
	No
	

	DC_19A_n1A
	DC_19A_n1A
	No
	

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No
	

	DC_19A_n77(2A)7
	DC_19A_n77A
	No
	

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No
	No

	DC_19A_n78(2A)7
	DC_19A_n78A
	No
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No
	No

	DC_20A_n1A
	DC_20A_n1A
	No
	

	DC_20A_n3A
	DC_20A_n3A
	No
	

	DC_20A_n7A
	DC_20A_n7A
	DC_20_n7
	

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8
	

	DC_20A_n28A8, 11,13
	DC_20A_n28A
	No
	

	DC_20A_n38A
	DC_20A_n38A
	No
	

	DC_20A_n41A
	DC_20A_n41A
	DC_20_n41
	

	DC_20A_n50A
	DC_20A_n50A
	No
	

	DC_20A_n51A
	DC_20A_n51A
	No
	

	DC_20A_n77A7
	DC_20A_n77A
	No
	

	DC_20A_n78A7
DC_20A_n78C7
	DC_20A_n78A
	No
	

	DC_20A_n78(2A)7
	DC_20A_n78A
	No
	

	DC_21A_n1A
	DC_21A_n1A
	No
	

	DC_21A_n28A17
	DC_21A_n28A
	DC_21_n28
	

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No
	

	DC_21A_n77(2A)7
	DC_21A_n77A
	No
	

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No
	No

	DC_21A_n78(2A)7
	DC_21A_n78A
	No
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No
	No

	DC_25A_n41A
	DC_25A_n41A
	No
	

	DC_25A-25A_n41A
	DC_25A_n41A
	No
	

	DC_25A_n77A
	DC_25A_n77A
	DC_25_n77
	

	DC_25A-25A_n77A
	DC_25A_n77A
	DC_25_n77
	

	DC_25A_n78A
	DC_25A_n78A
	DC_25_n78
	

	DC_25A-25A_n78A
	DC_25A_n78A
	DC_25_n78
	

	DC_26A_n25A
	DC_26A_n25A
	No
	

	DC_26A_n41A
	DC_26A_n41A
	No
	

	DC_26A_n77A7
	DC_26A_n77A
	No
	

	DC_26A_n78A7
	DC_26A_n78A
	No
	

	DC_26A_n79A7
	DC_26A_n79A
	No
	

	DC_28A_n1A
	DC_28A_n1A
	No
	

	DC_28A_n2A
	DC_28A_n2A
	No
	

	DC_28A_n3A
	DC_28A_n3A
	No
	

	DC_28A_n5A
	DC_28A_n5A
	No
	

	DC_28A_n7A
DC_28A_n7B
	DC_28A_n7A
DC_28A_n7B
	No
	

	DC_28A_n51A
	DC_28A_n51A
	No
	

	DC_28A_n8A
	DC_28A_n8A
	No
	

	DC_28A_n40A
	DC_28A_n40A
	No
	

	DC_28A_n41A7
	DC_28A_n41A
	No
	

	DC_28A_n50A
	DC_28A_n50A
	No
	

	DC_28A_n66A
	DC_28A_n66A
	No
	

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No
	No

	DC_28A_n77(2A)7
	DC_28A_n77A
	No
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No
	No

	DC_28A_n78(2A)7
	DC_28A_n78A
	No
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No
	

	DC_30A_n2A
	DC_30A_n2A
	No
	

	DC_30A_n5A
	DC_30A_n5A
	No
	

	DC_30A_n66A
	DC_30A_n66A
	No
	

	DC_30A_n77A
	DC_30A_n77A
	No
	

	DC_30A_n77(2A)
	DC_30A_n77A
	No
	

	DC_38A_n1A
	DC_38A_n1A
	No
	

	DC_38A_n3A
	DC_38A_n3A
	No
	

	DC_38A_n8A
	DC_38A_n8A
	No
	

	DC_38A_n28A
	DC_38A_n28A
	No
	

	DC_38A_n78A7
	DC_38A_n78A
	No
	

	DC_38A_n79A
DC_38A_n79C
	DC_38A_n79A
	No
	

	DC_39A_n40A3
	DC_39A_n40A
	No
	

	DC_39A_n41A3
DC_39C_n41A3
DC_39A_n41C3
	DC_39A_n41A
DC_39C_n41A
	No
	No

	DC_39A_n78A5,7
	DC_39A_n78A
	No
	

	DC_39A_n79A7
DC_39A_n79C7
	DC_39A_n79A
	No
	No

	DC_40A_n1A
DC_40C_n1A
	DC_40A_n1A
	No
	

	DC_40A_n41A3
DC_40A_n41C3
DC_40C_n41A3
	DC_40A_n41A
	No
	

	DC_40A_n41(2A)3
	DC_40A_n41A
	No
	

	DC_40A_n77A
DC_40A_n77C
	DC_40A_n77A
	No
	

	DC_40A_n78A
DC_40C_n78A
	DC_40A_n78A
DC_40C_n78A
	No
	

	DC_40A_n78(2A)
DC_40C_n78(2A)
	DC_40A_n78A
DC_40C_n78A
	No
	

	DC_40A_n79A7,12
DC_40A_n79C7,12
DC_40C_n79A7,12
	DC_40A_n79A
	No
	No

	DC_41A_n1A
DC_41C_n1A
	DC_41A_n1A
DC_41C_n1A
	No
	DC_41A_n1A
DC_41C_n1A

	DC_41A_n3A7
DC_41C_n3A7
	DC_41A_n3A
DC_41C_n3A
	No
	

	DC_41A_n28A7
DC_41C_n28A7
	DC_41A_n28A
DC_41C_n28A
	No
	

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A
DC_41C_n77A
	No
	

	DC_41A_n77(2A)
DC_41C_n77(2A)
	DC_41A_n77A
DC_41C_n77A
	No
	

	DC_41A_n78A
DC_41C_n78A
DC_41D_n78A
	DC_41A_n78A
DC_41C_n78A
	No
	

	DC_41A_n78(2A)
DC_41C_n78(2A)
	DC_41A_n78A
DC_41C_n78A
	No
	

	DC_41A_n79A6,7
DC_41A_n79C6,7
DC_41C_n79A6,7
	DC_41A_n79A
DC_41C_n79A
	No
	No

	DC_42A_n1A7
DC_42C_n1A7
	DC_42A_n1A
DC_42C_n1A
	No
	

	DC_42A_n3A7
DC_42C_n3A7
	DC_42A_n3A
DC_42C_n3A
	DC_42_n3
	

	DC_42A_n28A7
DC_42C_n28A7
	DC_42A_n28A
DC_42C_n28A
	No
	

	DC_42A_n51A
	DC_42A_n51A
	No
	

	DC_42A_n77A3,4,9,11,13
DC_42A_n77C3,4,9,11
DC_42C_n77A3,4,9,11
DC_42C_n77C3,4,9,11
DC_42D_n77A3,4,9,11
DC_42D_n77C
DC_42E_n77A3,4,9,11
DC_42E_n77C
	N/A
	N/A
	

	DC_42A_n77(2A)3,4,911
DC_42C_n77(2A)3,4,911
	N/A
	N/A
	

	DC_42A_n78A3,4,9,11,13
DC_42A_n78C3,4,9,11
DC_42C_n78A3,4,9,11
DC_42C_n78C3,4,9,11
DC_42D_n78A3,4,9,11
DC_42D_n78C3,4,9,11
DC_42E_n78A3,4,9,11
DC_42E_n78C3,4,9,11
	N/A
	N/A
	

	DC_42A_n79A9,15
DC_42A_n79C9,15
DC_42C_n79A9,15
DC_42C_n79C9,15
DC_42D_n79A9,15
DC_42D_n79C9,15
DC_42E_n79A9,15
DC_42E_n79C9,15
	N/A
	N/A
	

	DC_46A_n77A2
	N/A
	N/A
	

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A
	

	DC_48A_n2A
DC_48C_n2A
DC_48D_n2A
DC_48E_n2A
	DC_48A_n2A
	No
	

	DC_48A_n5A
DC_48C_n5A
DC_48D_n5A
DC_48E_n5A
	DC_48A_n5A
	No
	

	DC_48A_n12A
	DC_48A_n12A
	No
	

	DC_48A_n25A
DC_48C_n25A
DC_48D_n25A
	DC_48A_n25A
	No
	

	DC_48A_n46A
DC_48B_n46A
DC_48C_n46A
DC_48D_n46A
DC_48E_n46A
DC_48A_n46B
DC_48B_n46B
DC_48C_n46B
DC_48D_n46B
DC_48E_n46B
DC_48A_n46C
DC_48B_n46C
DC_48C_n46C
DC_48D_n46C
DC_48E_n46C
DC_48A_n46D
DC_48B_n46D
DC_48C_n46D
DC_48D_n46D
DC_48E_n46D

	DC_48A_n46A
DC_48B_n46A
	No
	

	DC_48A_n66A
DC_48C_n66A
DC_48D_n66A
DC_48E_n66A
	DC_48A_n66A
	No
	

	DC_48A_n71A
DC_48B_n71A
DC_48C_n71A
DC_48D_n71A
	DC_48A_n71A
	No
	

	DC_48A-48A_n71A
DC_48A-48A-48A_n71A
	DC_48A_n71A
	No
	

	DC_48A_n77A3. 4. 9, 11
DC_48C_n77A3. 4. 9, 11
DC_48A_n77C3. 4. 9, 11
DC_48C_n77C3. 4. 9, 11
DC_48D_n77A3. 4. 9, 11
DC_48D_n77C3. 4. 9, 11
DC_48E_n77A3. 4. 9, 11
	N/A
	N/A
	

	DC_48A-48A_n77A
	N/A
	N/A
	

	DC_48A-48A-48A_n77A
	N/A
	N/A
	

	DC_66A_n2A
DC_66B_n2A
DC_66C_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A-66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A-66A-66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A_n5A
DC_66B_n5A
DC_66C_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A-66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A-66A-66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A_n7A
	DC_66A_n7A
	No
	

	DC_66A_n7(2A)
	DC_66A_n7A
	No
	

	DC_66A-66A_n7A
	DC_66A_n7A
	No
	

	DC_66A-66A_n7(2A)
	DC_66A_n7A
	No
	

	DC_66A_n12A
	DC_66A_n12A
	No
	

	DC_66A_n25A
	DC_66A_n25A
	DC_66_n25
	

	DC_66A_n28A
	DC_66A_n28A
	No
	

	DC_66A_n30A
	DC_66A_n30A
	No
	

	DC_66A-66A_n30A
	DC_66A_n30A
	No
	

	DC_66A_n38A
	DC_66A_n38A
	No
	

	DC_66A-66A_n38A
	DC_66A_n38A
	No
	

	DC_66A_n41A
DC_66A_n41C
	DC_66A_n41A
	No
	

	DC_66A_n41(2A)
	DC_66A_n41A
	No
	

	DC_66A_n46A
	DC_66A_n46A
	No
	

	DC_66A_n48A
DC_66A_n48B
	DC_66A_n48A
	No
	

	DC_66A-66A_n48A
DC_66A-66A_n48B
	DC_66A_n48A
	No
	

	DC_66A_n71A
DC_66C_n71A
DC_66A_n71B
	DC_66A_n71A
	No
	

	DC_66A-66A_n71A
	DC_66A_n71A
	No
	

	DC_66A_n77A
DC_66A_n77C21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A_n77(2A)
	DC_66A_n77A
	DC_66_n77
	

	DC_66A-66A_n77A21
DC_66A-66A_n77C21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A-66A_n77(2A)
	DC_66A_n77A
	DC_66_n77
	

	DC_66A-66A-66A_n77A21
DC_66A-66A-66A_n77C21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A_n78A
	DC_66A_n78A
	No
	

	DC_66A_n78(2A)
	DC_66A_n78A
	No
	

	DC_66A-66A_n78A
	DC_66A_n78A
	No
	

	DC_66A-66A_n78(2A)
	DC_66A_n78A
	No
	

	DC_71A_n2A
	DC_71A_n2A
	No
	

	DC_71A_n5A
	DC_71A_n5A
	No
	

	DC_71A_n38A
	DC_71A_n38A
	No
	

	DC_71A_n41A
	DC_71A_n41A
	No
	

	DC_71A_n48A
	DC_71A_n48A
	No
	

	DC_71A_n66A
	DC_71A_n66A
	No
	

	DC_71A_n77A
DC_71A_n77C
	DC_71A_n77A
	No
	

	DC_71A_n78A
	DC_71A_n78A
	No
	

	DC_71A_n78(2A)
	DC_71A_n78A
	No
	

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3: 	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4: 	For a UE not capable of interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band non-contiguous EN-DC apply for the Band 42/48 and Band n77/n78 combination. For a UE not capable of interBandMRDC-WithOverlapDL-Bands-r16, when UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 / 28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL. This restriction also applies  for any band combinations when DC_20_n28/ DC_28_n20/ CA_20-28/ CA_n20-n28 is a subset of a higher order band combination.
NOTE 9:	The combination is not used alone as fall-back mode of other band combinations in which UL in Band 42 or Band 48 is not used.
NOTE 10:	Void.
NOTE 11:	For a UE not capable of interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. For a UE capable ofinterBandMRDC-WithOverlapDL-Bands-r16, the power imbalance requirement defined in clause 7.10B.3 apply. For these UEs, the power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 12:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 13:	For a UE not capable of interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec. The requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 14:	Applicable when dynamic switching between two uplink carriers is conducted. The DL interruption requirements for NR DL carrier(s) and E-UTRA DL carrier(s) are specified in clause 8.2.1.2.14 of 38.133 [15] and clause 7.32.2.12 of 36.133 [16] respectively.
NOTE 15:	Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. Same restrictions are applied to related higher order configurations.
NOTE 16: 	The frequency range in band n41 is restricted for this band combination to 2595 – 2645 MHz.
NOTE 17:	The frequency range in band n28 is restricted for this band combination to 728 - 738 MHz for the UL and 783 - 793 MHz for the DL. This restriction applies also for these band combinations when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 18:	Only single switched UL is supported.
NOTE 19:	The implementation with 4 antennas is targeted for FWA form factor for this band combination.
NOTE 20:	The combination is not used alone as fallback mode of other band combinations in which UL in Band 2 is not used.
NOTE 21:	Minimum requirements for PC2 are applicable for this uplink EN-DC configuration in this downlink/uplink EN-DC configuration.
NOTE 22: The PC2 Uplink EN-DC configuration supported in Table 6.2B.1.3-1 is applicable to the same EN-DC configuration without additional indication of NOTE 21.



<Next change>
7.10B	power imbalance for DC
7.10B.3	Inter-band EN-DC within FR1
Power imbalance requirement is a measure of the receiver’s ability to receive a wanted signal (LTE or NR) in the presence of another carrier signal (NR or LTE) with 6~25dB power imbalance at a specific frequency offset from the wanted signal.
Power imbalance requirement in this subclause is only applicable for a UE capable of interBandMRDC-WithOverlapDL-Bands-r16.
For these test parameters in table 7.10B.3-1, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 in 38.101-1).

Table 7.10B.3-1: Test parameters for FDD-FDD or TDD-TDD inter-band EN-DC operation with overlapping or partially overlapping DL bands
	Test configurations
	Carriers
	Rx Power in transmission bandwidth configuration (dBm)
	channel bandwidth
	Frequency relationship
(Center of BWanother Relative to edge of BWwanted)

	1
	Wanted carrier
	REFSENS NOTE 4+ 1
	BWwanted ≤ BWanother
	< max (5/2* BWanother, 50MHz)

	
	Another wanted carrier with overlapping DL bands
	Power of wanted carrier + 25
	
	

	2
	Wanted carrier
	REFSENS NOTE 4 + 1
	BWwanted > BWanother
	

	
	Another wanted carrier with overlapping DL bands
	Power of wanted carrier + 25 – 10*log10(BWwanted /BWanother)
	
	

	3
	Wanted carrier
	REFSENS NOTE 4 + 1
	NA
	≥ max (5/2* BWanother, 50MHz)

	
	Another wanted carrier with overlapping DL bands
	Power of wanted carrier + 25
	
	

	NOTE 1:	For NR carrier, the transmitter shall be set to 24dB below PCMAX_L,f,c,NR at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L,f,c,NR as defined in clause 6.2B.4.
NOTE 2:	For E-UTRA carrier, the transmitter shall be set to 24 dB below PCMAX_L_E-UTRA,c at the minimum uplink configuration specified in Table 7.3.1-2 [4] with PCMAX_L_E-UTRA,c as defined in clause 6.2B.4 for single carrier.
NOTE 3:	BWwanted is the channel bandwidth of wanted carrier. BWanother is the channel bandwidth of another wanted carrier with overlapping DL bands.
NOTE 4:	REFSENS is the reference sensitivity level for two antenna port in Table 7.3.2-1a or in Table 7.3.2-1b of TS 38.101-1, or in Table 7.3.1-1 of TS 36.101.
NOTE 5:   For Inter-band EN-DC configurations with multiple contiguous E-UTRA CCs in one band, REFSENS in this table equals to 5MHz REFSENS+10*log(aggregated BW(MHz)/5) of all the contiguous E-UTRA CCs of the wanted band. BWwanted and BWanother represent the aggregated BWs of all the CCs of the wanted and another band, respectively. The maximum power spectral density imbalance between the contiguous E-UTRA CCs in one band, is within 6 dB.”



The applicability of these test configurations is shown below:
When the capability interBandContiguousMRDC is indicated, test configuration 1 or 2 can be used to verify the RX power imbalance requirement for a UE capable of interBandMRDC-WithOverlapDL-Bands-r16.
When the capability interBandContiguousMRDC is absent, test configuration 1, 2 or 3 can be used to verify the RX power imbalance requirement for a UE capable of interBandMRDC-WithOverlapDL-Bands-r16.
It’s allowed to use one of the test configurations to verify the RX power imbalance requirement for a UE capable of interBandMRDC-WithOverlapDL-Bands-r16.
For a UE capable of interBandMRDC-WithOverlapDL-Bands-r16, the Rx requirements for two Rx ports are applicable for each component carrier band in EN-DC operating mode.
Table 7.10B.3-2: TDD-TDD EN‑DC combinations
	EN-DC combination

	DC_42_n771

	DC_42_n781

	NOTE 1:	Note 9 in table 5.5B.4.1-1 is applicable.


<End of changes>
