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1. [bookmark: _Ref521334010]Introduction
In the RAN1 #116bis meeting, Rel-19 CSI enhancements was discussed. Some agreements were made as below [1].
Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding frequency offset reporting,  and  represents an ‘invalid’ state.

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, the dynamic range and resolution parameters for frequency offset reporting FOn, i.e. (AFO, MFO), are NW-configured via higher-layer (RRC) signalling from the following candidate values:
· AFO = {0.01ppm, 0.1ppm, 0.2ppm, f, f/2, f/4,f/8, 1/(4t), 1/(8t), 1/(16t), 1/(32t), 1/(512t)} where f and t denote the SCS and duration of one OFDM symbol, respectively
· FFS: Further down-selection of the above candidate values for AFO, including the use of a same unit for all supported values
· MFO = {16,32}
FFS: Whether additional restriction(s) based on CSI-RS configuration is supported, including implicit configuration of quantization range.

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, the resolution parameters for n, i.e. M, are NW-configured via higher-layer (RRC) signalling from the candidate values {16, 32}, where .

Agreement
For the Rel-19 aperiodic standalone CJT calibration reporting, regarding QCL assumptions, each of the NTRP DL-RSs can be configured with a TCI state via RRC signaling
· ‘The DL-RS’ refers to the CSI-RS configured for CJT calibration measurement
· FFS: Whether additional constraints are needed for the TCI state of the ‘DL-RS’
Agreement
For a UE indicated with two TCI states, regarding QCL assumptions for PDSCH, at least the following are supported: 
· Scheme C: The PDSCH DMRS port(s) are QCLed with the DL-RS associated with the first TCI state with respect to QCL-TypeA and QCLed with the DL-RS in the second TCI state with respect to QCL-TypeA except for {Doppler shift} 
· Scheme D: The PDSCH DMRS port(s) are QCLed with the DL-RS associated with the first TCI state with respect to QCL-TypeA and QCLed with the DL-RS in the second TCI state with respect to QCL-TypeA except for {average delay}
Per Rel-18, the support of two TCI states is a UE capability

Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports, the UCI parameters are captured in the tables below for Scheme-A and Scheme-B:
· Note: The second column includes the location of the parameters when reported with two-part UCI
· FFS (RAN1#117): Select between Alt1 and Alt2 for Scheme-B

Scheme-A
	Parameter
	UCI
	Details/description
	Status

	RI
	Part 1
	Same as Rel-15 Type-I SP: RI=v
	Complete

	Wideband CQI for the first TB
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Subband differential CQI for the first TB (*)
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Wideband CQI of the second TB
	Part 2

Wideband
	Same as Rel-15 Type-I SP
Only present when v >4 
	Complete

	Subband CQI of the second TB (*)
	Part 2

Subband
	Same as Rel-15 Type-I SP
Only present when v >4
	Complete

	First SD basic vector selection indicator
	Part 2 

Wideband
	v=1-4: Same as Rel-15 Type-I SP with the scheme following < 16-port design of Rel-15 Type-I SP codebookMode=1
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending

	Second SD basis vector selection indicator
	Part 2 

Wideband
	v=1-4: Same as Rel-15 Type-I SP with the scheme following < 16-port design of R15 Type-I codebookMode=1 
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending

	Inter-pol co-phase selection indicator
	Part 2

Wideband or Subband (**)
	v=1-4: Same as Rel-15 Type-I SP with the scheme following < 16-port design of R16 Type-I codebookMode=1
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending



Scheme-B
	Parameter
	UCI
	Details/description
	Status

	RI
	Part 1
	Same as Rel-15 Type-I SP: RI=v
	Complete

	Wideband CQI for the first TB
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Subband differential CQI for the first TB (*)
	Part 1
	Same as Rel-15 Type-I SP
	Complete

	Wideband CQI of the second TB
	Part 2

Wideband
	Same as Rel-15 Type-I SP
Only present when v>4
	Complete

	Subband CQI of the second TB (*)
	Part 2

Subband
	Same as Rel-15 Type-I SP
Only present when v >4
	Complete

	SD basis oversampling (rotation) factor q1, q2
	Part 2

Wideband
	v=1-4: Values of q1, q2 follow Rel-16 eType-II,  bit indicator
v=5-8: FFS
	v=1-4: Complete
v=5-8: Pending

	SD basis vector selection indicator for each layer
	Alt1: Part 1
Alt2: Part 2 

Wideband
	v=1-4: 
· Alt1:  bit indicator per layer l=1, …, RIMAX
· Alt2:  bit indicator per layer l=1, …, v
v=5-8: FFS
	Pending

	Inter-pol co-phase selection indicator for each layer
	Part 2

Wideband or Subband (**)
	v=1-4: 
· Alt1: QPSK with orthogonality constraints across v layers
· Alt2: QPSK: 2-bit indicator per layer l=1,…,v
v=5-8: FFS
	Pending


(*): Not included when CQI reporting granularity is set to ‘wideband’
(**): Wideband when PMI reporting is set to ‘wideband’, Subband when PMI reporting granularity is set to ‘subband’

Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=5-8, decide, by RAN1#117, from the following schemes:
· Scheme1: adding new (N1, N2) values for the Rel-15 Type-I RI=5-8
· Scheme2: 
· W1 structure: Independent selection of different ceil(v/2) SD basis vectors for RI = v, where each SD basis vector is applied to two respective layers except that, if v is odd, the last SD basis vector is applied to the orphan layer. Each of the SD basis vectors is freely selected from a group of N1N2 orthogonal SD DFT basis vectors via combinatorial indication 
· FFS: mapping between v layers and ceil(v/2) SD basis vectors
· FFS: support of 4 selected SD basis vectors for RI=5-6
· W2 structure:
· For inter-polarization co-phasing, M (e.g., M = 4) codepoints for the orphan layer and M/2 codepoints for two layers sharing a same SD basis vector;
· A fixed  rotation of inter-polarization co-phasing between two layers sharing a same SD basis vector to achieve layer orthogonality.
· Scheme3: the 1st beam is freely selected and subsequent 2 beams (RI=5-6) or 3 beams (RI=7-8) are freely selected such that they are orthogonal in at least one dimension (horizontal or vertical). Layers are mapped to the selected SD basis vectors following legacy Rel-15 for RI=5-8. One co-phasing across all layers ∈{1,j} following legacy Rel-15 Type-I RI=5-8.
· Scheme4: concatenate two independently calculated RI=1-4 PMIs for RI=5-8 to reduce UE complexity where each PMI is calculated from the agreed RI=1-4 codebook (Scheme-A or Scheme-B) and the CQI for each of the two CWs is derived assuming it is received by one antenna group of 4 antenna ports (FFS: Whether additional mapping between the two PMIs and the two UE antenna groups is needed).
· Other schemes are not precluded.

Agreement
For the Rel-19 Type-II codebook refinement for 48, 64, and 128 CSI-RS ports, except for Parameter Combination 8 from Rel-17 FeType-II PS, all legacy Parameter Combinations from Rel-16 eType-II (regular), Rel-18 Type-II Doppler (regular), and Rel-17 FeType-II PS are supported.

Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports, regarding CBSR design:
· 1-bit hard restriction is supported (analogous to Rel-15 Type-I)
· FFS: 3-bit scaling factor for soft restriction with the scaling factor taken into account in CQI/PMI calculation
· Moving (N1, N2) configuration out from CBSR IE and the CBSR can be optional configured
· Send LS to RAN2, and subject to RAN2 consent
· -bit CBSR where each bit in the CBSR is associated with a set of X1X2 SD basis vectors, where the set includes X1 adjacent SD basis vectors along the N1 direction and/or X2 adjacent SD bases along the N2 direction
· FFS: Value(s) of X1 and X2 and detailed design/spec impact 
FFS: Whether/how to enable shared CBSR in RRC configuration for Type-I/II codebooks with a same (N1,N2).

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, on the configured KS>1 NZP CSI-RS resources, Pcoffset and PcoffsetSS are CSI-RS-resource-specific (i.e. configured independently across resources).

Agreement
For the Rel-19 CRI-based CSI refinement for up to 128 CSI-RS ports, for M>1, SD basis selection is independently signalled per CRI (per CSI-RS resource).

This contribution continue to discuss about Rel-19 CSI enhancements. 
2. Discussion
2.1 Type I/II
In terms of discussion in RAN#116bis meeting[1], there are 4 options on Rel-19 Type-I SP codebook as follows:
	Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=5-8, decide, by RAN1#117, from the following schemes:
· Scheme1: adding new (N1, N2) values for the Rel-15 Type-I RI=5-8
· Scheme2: 
· W1 structure: Independent selection of different ceil(v/2) SD basis vectors for RI = v, where each SD basis vector is applied to two respective layers except that, if v is odd, the last SD basis vector is applied to the orphan layer. Each of the SD basis vectors is freely selected from a group of N1N2 orthogonal SD DFT basis vectors via combinatorial indication 
· FFS: mapping between v layers and ceil(v/2) SD basis vectors
· FFS: support of 4 selected SD basis vectors for RI=5-6
· W2 structure:
· For inter-polarization co-phasing, M (e.g., M = 4) codepoints for the orphan layer and M/2 codepoints for two layers sharing a same SD basis vector;
· A fixed p rotation of inter-polarization co-phasing between two layers sharing a same SD basis vector to achieve layer orthogonality.
· Scheme3: the 1st beam is freely selected and subsequent 2 beams (RI=5-6) or 3 beams (RI=7-8) are freely selected such that they are orthogonal in at least one dimension (horizontal or vertical). Layers are mapped to the selected SD basis vectors following legacy Rel-15 for RI=5-8. One co-phasing across all layers ∈{1,j} following legacy Rel-15 Type-I RI=5-8
· Scheme4: concatenate two independently calculated RI=1-4 PMIs for RI=5-8 to reduce UE complexity where each PMI is calculated from the agreed RI=1-4 codebook (Scheme-A or Scheme-B) and the CQI for each of the two CWs is derived assuming it is received by one antenna group of 4 antenna ports (FFS: Whether additional mapping between the two PMIs and the two UE antenna groups is needed)
· Other schemes are not precluded



Compared to scheme1, scheme2 and scheme 3, scheme4 can avoid convoluted and ad-hoc codebook design for high rank case with low-complexity UE implementation. 
Proposal 1: For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=5-8, Scheme4 is supported
· Scheme4: concatenate two independently calculated RI=1-4 PMIs for RI=5-8 to reduce UE complexity where each PMI is calculated from the agreed RI=1-4 codebook (Scheme-A or Scheme-B) and the CQI for each of the two CWs is derived assuming it is received by one antenna group of 4 antenna ports (FFS: Whether additional mapping between the two PMIs and the two UE antenna groups is needed)
In terms of discussion in RAN#116bis meeting[1], we have the following agreement on the UCI parameters as follows:
	Agreement
For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports, the UCI parameters are captured in the tables below for Scheme-A and Scheme-B:
· Note: The second column includes the location of the parameters when reported with two-part UCI
· FFS (RAN1#117): Select between Alt1 and Alt2 for Scheme-B



SD basis vector selection indication: AltA.2 is be the simplest way same as the legacy. 
Regarding inter-pol co-phasing UCI, as FL assessed, AltB.1 contradicts the previous agreement ‘layer-specific inter-pol co-phasing with the alphabet {+1,+j,-1,-j}’.

Proposal 2:  For SD basis vector selection indication, AltA.2 is supported.
· AltA.2: 
	SD basis vector selection indicator for each layer
	Part 2 
Wideband
	v=1-4:  bit indicator per layer l=1, …, v 



Proposal 3:  For Inter-pol co-phase selection indication, AltB.2 is supported
· AltB.2: 
	Inter-pol co-phase selection indicator for each layer
	Part 2
Wideband or Subband (**)
	v=1-4: QPSK: 2-bit indicator per layer l=1,…,v 



In terms of discussion in RAN#116bis meeting[1], we have the following agreement on Rel-19 Type-I MP codebook as follows:

	Agreement
For the Rel-19 Type-I multi-panel (MP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, decide, by RAN1#117, whether to support Type-I multi-panel (MP) codebook refinement in Rel-19. 
If supported, decide from the following alternatives:
· Scheme1. Based on Rel-15 Type-I MP design directly extended with Ng=K (2, 3, and 4), and new (N1, N2) values
· Scheme2. Based on Scheme4/6 as described in the RAN1#116 agreement
· W1 structure: Reuse legacy Rel-15 Type-I SP SD basis selection with L=1 independently for each of the K NZP CSI-RS resources
· W2 structure:
· Legacy Rel-15 Type-I inter-polarization co-phasing rules independently in each resource,
· Layer-common inter-resource M-PSK co-phasing, where M is further down-selected from {2,4}
· FFS: Whether inter-resource co-phasing is wideband or per subband. 
If so, decide, by RAN1#117, whether port mapping scheme similar to, e.g. Rel-18 Type-II CJT, needs to be specified. 
Note: This topic is lower priority compared to the Rel-19 Type-I SP codebook refinement


Compared with Scheme 1, Scheme 2 has free SD vector selection per resource.
Proposal 4: F or the Rel-19 Type-I multi-panel (MP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, Scheme 2 is supported 
·  Scheme2. Based on Scheme4/6 as described in the RAN1#116 agreement
· W1 structure: Reuse legacy Rel-15 Type-I SP SD basis selection with L=1 independently for each of the K NZP CSI-RS resources
· W2 structure:
· Legacy Rel-15 Type-I inter-polarization co-phasing rules independently in each resource,
· Layer-common inter-resource M-PSK co-phasing, where M is further down-selected from {2,4}
· FFS: Whether inter-resource co-phasing is wideband or per subband. 

2. Conclusion
In this contribution, we discussed about Rel-19 CSI enhancements. The proposals are as follows:
Proposal 1: For the Rel-19 Type-I SP codebook refinement for 48, 64, and 128 CSI-RS ports with RI=5-8, Scheme4 is supported
· Scheme4: concatenate two independently calculated RI=1-4 PMIs for RI=5-8 to reduce UE complexity where each PMI is calculated from the agreed RI=1-4 codebook (Scheme-A or Scheme-B) and the CQI for each of the two CWs is derived assuming it is received by one antenna group of 4 antenna ports (FFS: Whether additional mapping between the two PMIs and the two UE antenna groups is needed)
Proposal 2:  For SD basis vector selection indication, AltA.2 is supported.
· AltA.2: 
	SD basis vector selection indicator for each layer
	Part 2 
Wideband
	v=1-4:  bit indicator per layer l=1, …, v 



Proposal 3:  For Inter-pol co-phase selection indication, AltB.2 is supported
· AltB.2: 
	Inter-pol co-phase selection indicator for each layer
	Part 2
Wideband or Subband (**)
	v=1-4: QPSK: 2-bit indicator per layer l=1,…,v 



Proposal 4: F or the Rel-19 Type-I multi-panel (MP) codebook refinement for 48, 64, and 128 CSI-RS ports, for RI=1-4, Scheme 2 is supported 
·  Scheme2. Based on Scheme4/6 as described in the RAN1#116 agreement
· W1 structure: Reuse legacy Rel-15 Type-I SP SD basis selection with L=1 independently for each of the K NZP CSI-RS resources
· W2 structure:
· Legacy Rel-15 Type-I inter-polarization co-phasing rules independently in each resource,
· Layer-common inter-resource M-PSK co-phasing, where M is further down-selected from {2,4}
· FFS: Whether inter-resource co-phasing is wideband or per subband. 
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[1] Chairman’s Notes, RAN1#116bis, final, April 15th – 20th, 2024
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