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	Reason for change:
	How a UE would implicitly determine a BFD RS set  for cell-specific BFR was only specified under the legacy Rel-15/16 TCI framework – the BFD RS set  can be implicitly determined from TCI-State indicated for respective CORESETs. 
Furthermore, under the Rel-18 unified TCI framework, supporting the TRP-specific BFR is an optional UE feature; hence, for a UE that does not report/support this feature, the UE needs to implicitly determine a BFD RS set  according to the two indicated TCI states, which is undefined in the current specification(s).
[bookmark: _GoBack]In a nutshell, how a UE would implicitly determine a BFD RS set  from indicated TCI state(s) under the Rel-17/18 unified TCI framework is unspecified. 

	
	

	Summary of change:
	Specify that, a UE would implicitly determine a BFD RS set  according to the RS(s) provided in the indicated TCI state(s) under the Rel-17/18 unified TCI framework.

	
	

	Consequences if not approved:
	Under the Rel-17/18 unified TCI framework, UE’s behaviors of implicitly determining a BFD RS set  are undefined, making the cell-specific BFR procedure incomplete.
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[bookmark: _Hlk160201404]< Unchanged parts are omitted >
If the UE is not provided  by failureDetectionResourcesToAddModList for a BWP of the serving cell, the UE determines the set  to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-State for respective CORESETs that the UE uses for monitoring PDCCH, or by one or two TCI state(s) if the UE is provided dl-OrJointTCI-StateList or ul-TCI-StateList. If the UE is not provided  and  for a BWP of the serving cell, the UE determines the set  and  to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-State for first and second CORESETs that the UE uses for monitoring PDCCH, respectively, where the UE is provided two coresetPoolIndex values 0 and 1 for the first and second CORESETs, or is not provided coresetPoolIndex value for the first CORESETs and is provided coresetPoolIndex value of 1 for the second CORESETs, respectively. If there are two RS indexes in a TCI state, the set  or , or  includes RS indexes configured with qcl-Type set to 'typeD' for the corresponding TCI states. If a CORESET that the UE uses for monitoring PDCCH includes two TCI states and the UE is provided sfnSchemePdcch set to 'sfnSchemeA' or 'sfnSchemeB', the set  includes RS indexes in the RS sets associated with the two TCI states. 
< Unchanged parts are omitted >
