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	Reason for change:
	[bookmark: OLE_LINK2]It's ambiguous in current TS to determine the applicable RB set(s) for COT sharing for following two reasons.

1. when sl-MaxNumPerReserv is configured with >1 value, the “Frequency resource assignment” field in the 1st stage SCI with COT sharing may indicates multiple reserved resources. In this case, only the RB set(s) associated with the first reserved resource is an appliable sharing RB set(s) and the RB set(s) associated with remaining reserved resources is not appliable because CO is not obtained yet.
2. "a UE initiates a channel occupancy to transmit SL transmission(s) within a RB set(s)" has ambiguous. For instance, when UE initiates CO and transmits SL transmission in RB set 0, the appliable RB sets may be incorrectly understood as RB set 0 plus RB set 1 because SL transmission within RB set 0 can also be regarded as transmission within RB set 0 plus RB set 1. 

Based on above reasons, it's necessary to clarify that the appliable RB set(s) for sharing is the RB set(s) associated with the first resource indicated by the “Frequency resource assignment” field in the SL control information.
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	Based on discussion in last meeting, we provide two alternatives to clarify this issue in either TS 37.213(TP Alt.1) or in TS 38.214(TP Alt.2).
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TP Alt.1 in TS 37.213
	< Start of text proposal for TS 37.213 >
4.5.3	SL channel access procedures in a shared channel occupancy
When a UE initiates a channel occupancy using the channel access procedures described in clause 4.5.1 or clause 4.5.6.3 on a channel(s) to transmit SL transmission(s) including PSCCH/PSSCH(s), the UE can provide a channel occupancy sharing information in SL control information that includes at least the Layer 1 source and destination IDs, the corresponding channel access priority class, the remaining channel occupancy duration, and the frequency domain information for the applicable RB set(s) of the channel occupancy, i.e., the RB set(s) associated with the first resource indicated by the “Frequency resource assignment” field in the SL control information. The channel occupancy sharing information can also include additional IDs and associated cast type. The additional IDs includes one pair of Layer 1 source and destination IDs for all cast types, where the source ID is set to the source ID of the UE initiating channel occupancy for unicast and to the reserved bits for groupcast and broadcast. The channel occupancy sharing information transmitted in slot  indicates the remaining channel occupancy duration in a number of physical slot(s) . If  , the initiated channel occupancy by the UE shall not be shared for SL transmission(s) by other UE(s). Otherwise, the initiated channel occupancy by the UE can be shared for SL transmission(s) by other UE(s) within a duration starting  from the end of slot  and ending at slot .
< End of text proposal for TS 37.213 >



TP Alt.2 in TS 38.214
	< Start of text proposal for TS 38.214 >
[bookmark: _Toc29673238][bookmark: _Toc29673379][bookmark: _Toc29674372][bookmark: _Toc36645602][bookmark: _Toc45810651][bookmark: _Toc162185003]8.1.2.2	Resource allocation in frequency domain
The resource allocation unit in the frequency domain is the sub-channel.
The sub-channel assignment for sidelink transmission is determined using the "Frequency resource assignment" field in the associated SCI.
The lowest sub-channel for sidelink transmission is the sub-channel on which the lowest PRB of the associated PSCCH is transmitted.
If a PSSCH scheduled by a PSCCH would overlap with resources containing the PSCCH, the resources corresponding to a union of the PSCCH that scheduled the PSSCH and associated PSCCH DM-RS are not available for the PSSCH.
When PSSCH is transmitted on multiple RB sets, the corresponding PSCCH is located on the sub-channel with the lowest index of the RB set with the lowest index within the multiple RB sets.
For operation with shared spectrum channel access for frequency range 1, if the higher layer parameter transmissionStructureForPSCCHandPSSCH is set to ‘"interlaceRB":, 	Comment by 作者: Typos of punctuation are corrected 

-	the lowest index of the RB set allocation to the initial PSSCH transmission is indicated via the field "Lowest index of the RB set allocation to the initial transmission" of the DCI format 3_0. 
-	the starting RB set index of the initial PSSCH transmission of the sidelink configured grant Type 1 is indicated via the higher layer parameter sl-StartRBsetCG-Type1.
For operation with shared spectrum channel access for frequency range 1, appliable RB set(s) for COT sharing is the RB set(s) associated with the first resource indicated by the “Frequency resource assignment” field in the SCI containing the channel occupancy sharing information.
< End of text proposal for TS 38.214 >



