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< Start of change request >
4.5.4	Contention window adjustment procedures for SL transmissions
If a UE transmits a SL transmission(s) including at least one PSSCH associated with explicit HARQ-ACK feedback(s) by the corresponding UE(s) using Type 1 channel access procedures associated with the channel access priority class  on a channel, the UE maintains the contention window value  and adjusts  before step 1 of the procedure described in clause 4.5.1 for the SL transmission(s) applying the following procedures:
1)	For every priority class set .
2)	If a HARQ-ACK feedback corresponding to the PSSCH(s) for unicast SL transmission(s) in the reference duration for the latest channel occupancy initiated by the UE, is available:
-	If the HARQ-ACK feedback includes only 'ACK', go to step 1; otherwise go to step 5.
3)	If a HARQ-ACK feedback corresponding to the PSSCH(s) for groupcast SL transmission(s) in the reference duration for the latest channel occupancy initiated by the UE, is available:
-	If HARQ-ACKFeedbackRatioforContentionWindowAdjustment-GC-Option2 is provided by higher layers:
-	The UE calculates the ratio between the number of received 'ACK' in the HARQ-ACK feedback and the number of UE(s) from which the corresponding 'ACK'/'NACK' in the HARQ-ACK feedback is expected. If the calculated ratio is equal to or larger than HARQ-ACKFeedbackRatioforContentionWindowAdjustment-GC-Option2, go to step 1; otherwise go to step 5.
-	Otherwise:
-	If the HARQ-ACK feedback includes at least an 'ACK',go to step 1; otherwise go to step 5.
4)	If a HARQ-ACK feedback corresponding to the PSSCH(s) in the reference duration for the latest channel occupancy initiated by the UE is not available, go to step 6.
5)	Increase  for every priority class  to the next higher allowed value.
6)	For every priority class , maintain  as it is; go to step 2.

< End of change request >
