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1. Introduction
This contribution captures our views on the impact on the RAN1 UE features list from the LS [1] sent from RAN4 to RAN1 and RAN2 as shown below:

	1. Overall Description:
RAN4 thanks RAN2 for the Reply LS on BWP operation without bandwidth restriction. RAN4 discussed the question in the reply LS in the RAN4#110 and RAN4#110bis meetings. Following conclusion was made.
[bookmark: _Hlk156986800]Regarding dual connectivity for UE supporting ncd-SSB-BWP-Wor-r18, the following scenario is supported from RAN4 requirement perspective
· For UE supporting option C and configured with EN-DC or NR-DC, NCD-SSB based L1 and L3 intra-frequency measurement requirements are also applicable for the PSCell.

2. Actions:
To: RAN WG2 and WG1
ACTION: 	RAN4 kindly asks RAN2 and RAN1 to take the above RAN4 agreements on option C into account in the future work. 



2. Discussion
2.1 Update of FG 53-3 for Option C
As RAN4 agreed to extend the applicability of the L1 and L3-intra frequency measurement requirements for the PSCell in EN-DC or NR-DC scenarios, the only update that is required from RAN1 point of view is to remove the note “Note: This FG applies only to PCell” on FG 53-3 from the latest update [2]:

Proposal 1: RAN1 to update note on FG 53-3 of the UE features list for NR_BWP_wor on the FG applicability to PCell and PSCell.

	53. NR_BWP_wor
	53-3
	Support RLM/BM/BFD measurements based on NCD-SSB within active BWP
	1. UE performs RLM/BM/BFD and gapless L3 intra-frequency measurements based on NCD-SSB, where the NCD-SSB is within the active DL BWP.
2. Bandwidth of UE-specific RRC configured BWP may not include bandwidth of the CORESET#0 (if CORESET#0 is present) and CD-SSB for PCell/PSCell (if configured) and bandwidth of the UE-specific RRC configured BWP may not include CD-SSB for Scell

3. NCD-SSB within the active DL BWP can be used as the QCL source for other reference signal.

4. UE performs L3 intra-frequency measurements without gaps based on NCD-SSB, where the NCD-SSB is within the active DL BWP.
	
	Yes
	n/a
	UE cannot support RLM/BM/BFD and gapless L3 intra-frequency measurements based on NCD-SSB within active BWP
	Per band
	No

	No
	n/a
	Note: This FG applies only to PCell and PSCell.

This FG is not applicable to RedCap or eRedCap UEs.
	Optional with capability signalling



3. Conclusions

In this contribution, the following proposal is made:

Proposal 1: RAN1 to update note on FG 53-3 of the UE features list for NR_BWP_wor on the FG applicability to PCell and PSCell.
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