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	Reason for change:
	In TS 37.213, there are two methods for CW adjustment. In one method (denoted by method 1), UE adjusts the contention window size based on the HARQ feedback(s) corresponding to the PSSCH within a SL reference duration. And in method 2, UE will use the latest CW of any SL transmission in the past. However, the condition of method 1 and method 2 is not mutually exclusive in current specification. For example, PSSCH transmission with HARQ-ACK disabled can satisfy the condition of both method 1 and method 2. It will lead to an ambiguity about which method should be selected in such case. This is mainly because the condition of method 1 doesn’t restrict the HARQ feedback manner for PSSCH transmission and the condition of method 2 uses the description of SL transmission not associated with explicit HARQ-ACK feedback which also includes PSSCH transmission with HARQ-ACK disabled.

	
	

	Summary of change:
	Change “at least one PSSCH” to “at least one PSSCH associated with explicit HARQ-ACK feedback(s) by the corresponding UE(s)” in the condition of method 1.

	
	

	Consequences if not approved:
	The spec remains ambiguous about which method of CW adjustment should be performed for PSSCH transmission with HARQ-ACK disabled, if this CR is not approved.
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< Start of change request >
4.5.4	Contention window adjustment procedures for SL transmissions
If a UE transmits a SL transmission(s) including at least one PSSCH enabled with explicit HARQ-ACK feedback including ‘ACK/NACK’ using Type 1 channel access procedures associated with the channel access priority class  on a channel, the UE maintains the contention window value  and adjusts  before step 1 of the procedure described in clause 4.5.1 for the SL transmission(s) applying the following procedures:
< End of change request >

