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Agreement

Adopt the following TP for 38.213 clause 17.1A in principle.

	17.1A
Second procedures for RedCap UE

In this clause, the term 'UE' refers to a RedCap UE that indicates supportOfERedCap.

A UE that has not indicated eRedCapNotReducedBB-BW does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot.

A UE that has not indicated eRedCapNotReducedBB-BW does not expect to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a C-RNTI, CS-RNTI, MCS-C-RNTI, G-RNTI for multicast, or G-CS-RNTI, or is associated with a SPS PDSCH configuration activated by a DCI format with CRC scrambled by CS-RNTI or G-CS-RNTI, over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.

A UE that has not indicated eRedCapNotReducedBB-BW is not required to process a PDSCH reception in slot [image: image2.png]


 that is scheduled by a DCI format with CRC scrambled by a G-RNTI for broadcast or a MCCH-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, when the PDSCH reception is with repetitions or when the UE receives another PDSCH in slot [image: image4.png]n+1



.

A UE that has not indicated eRedCapNotReducedBB-BW is not required to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by Multicast MCCH-RNTI or G-RNTI for multicast in RRC_INACTIVE state over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.

A UE is not required to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a TC-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.

A UE does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot, where the PUSCH is scheduled by RAR UL grant or by a DCI scrambled by a TC-RNTI, or is configured for a Type-2 random access procedure.


To Younsun: for online check.
Agreement
Draft CR R1-2405607 is endorsed in principle.

Agreement
Final CR R1-2405617 is endorsed.

Agreement

Adopt the following TP for 38.214 clause 5.1 in principle as alignment CR
A UE that indicates supportOfERedCap-r18 capability but does not indicate eRedCapNotReducedBB-BWFG 48-2, during a process of P-RNTI triggered SI acquisition, when the total number of PRBs for the PDSCH scheduled with SI-RNTI and the PDSCH scheduled with C-RNTI, MCS-C-RNTI, or CS-RNTI scheduled in the slot is larger than 25 PRBs if configured with SCS µ = 0 or larger than 12 PRBs if configured with SCS µ = 1, the UE may skip decoding of the scheduled PDSCH with C-RNTI, MCS-C-RNTI, or CS-RNTI.
To editors: Endorsed 38.214 CR (R1-2403810) from RAN1#116bis has included the revision of parameter supportOfRedCap-r18 to supportOfERedCap-r18, then above change of parameter supportOfERedCap-r18 is just an editorial change.
For the editor,
Above agreement is recommended to be incorporated into NR R18 alignment CRs for TS 38.214, please consider them in the next specification revision.
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FL summary #1 for Rel-18 NR eRedCap maintenance
Moderator (Ericsson)
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Draft CR on MBS PDSCH CBW definition for Rel-18 RedCap
Xiaomi
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Draft CR for eRedCap UE supporting enhanced positioning
ZTE, Sanechips

R1-2405194
Draft CR for eRedCap UE supporting MBS in inactive state
ZTE, Sanechips
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Draft CR for Rel-18 RedCap UE supporting MBS in inactive state
ZTE, Sanechips
