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1. [bookmark: OLE_LINK7][bookmark: OLE_LINK8]Discussion
As presented in the UE feature list [1], DL bandwidth aggregation is only supported for the positioning methods such as multi-RTT and DL-TDOA, as indicated as follows:

	41. NR_pos_enh2
	41-4-3
	PRS bandwidth aggregation in RRC_CONNECTED — DL-TDOA
	Support of PRS bandwidth aggregation in RRC_CONNECTED for DL-TDOA
	[bookmark: _Toc146920226][bookmark: _Toc146920227]13-3, 41-4-1
	No
	n/a
	PRS bandwidth aggregation in RRC_CONNECTED for DL-TDOA is not supported
	Per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	41. NR_pos_enh2
	41-4-3a
	PRS bandwidth aggregation in RRC_CONNECTED —Multi-RTT
	Support of PRS bandwidth aggregation in RRC_CONNECTED FOR Multi-RTT
	13-4, 41-4-1
	No
	n/a
	PRS bandwidth aggregation in RRC_CONNECTED FOR Multi-RTT is not supported
	Per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	41. NR_pos_enh2
	41-4-4
	PRS bandwidth aggregation in RRC_ INACTIVE — DL-TDOA
	Support of PRS bandwidth aggregation in RRC_ INACTIVE for DL-TDOA
	27-18a, 41-4-1b
	No
	n/a
	PRS bandwidth aggregation in RRC_ INACTIVE for DL-TDOA is not supported
	Per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	41. NR_pos_enh2
	41-4-4a
	PRS bandwidth aggregation in RRC_ INACTIVE —Multi-RTT
	Support of PRS bandwidth aggregation in RRC_ INACTIVE for Multi-RTT
	27-18a, 41-4-1b
	No
	n/a
	PRS bandwidth aggregation in RRC_ INACTIVE for Multi-RTT is not supported
	Per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	41. NR_pos_enh2
	41-4-5
	PRS bandwidth aggregation in RRC_IDLE — DL-TDOA
	Support of PRS bandwidth aggregation in RRC_IDLE for DL-TDOA
	41-3-3, 41-4-1b
	No
	n/a
	PRS bandwidth aggregation in RRC_IDLE for DL-TDOA is not supported
	Per band
	n/a
	n/a
	n/a
	Need for location server to know if the feature is supported.
	Optional with capability signaling





However, in the current TS 37.355 V18.1.0 version, nr-DL-AoD-OnDemandPRS-ForBWA-Support-r18 IE is included in the NR-DL-AoD-ProvideCapabilities IEs, which is opposite to the intention of [1]. Hence, we propose to delete nr-DL-AoD-OnDemandPRS-ForBWA-Support-r18 IE.

Observation 1: RAN1 does not allow the support of the bandwidth aggregation by the DL-AOD positioning method.
Proposal 1: RAN2 to agree to delete nr-DL-AoD-OnDemandPRS-ForBWA-Support-r18 IE from NR-DL-AoD-ProvideCapabilities.


3 Conclusions
In this contribution, following observation and proposal are provided:
Observation 1: RAN1 does not allow the support of the bandwidth aggregation by the DL-AOD positioning method.
Proposal 1: RAN2 to agree to delete nr-DL-AoD-OnDemandPRS-ForBWA-Support-r18 IE from NR-DL-AoD-ProvideCapabilities.
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