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	Reason for change:
	The 80ms offset for posSI scheduling is used in NR. This feature is mandatory when UE acquires positioning SI. The mandatory capability information is missing in TS 38.306.

	
	

	Summary of change:
	Addition of 80ms scheduling offset for positioning SI acquisition feature as Conditionally mandatory features without UE radio access capability parameters

Impact Analysis

Impacted functionality:

Positioning SI Acquisition

Inter-operability:
· No inter-operability issue is seen.




	
	

	Consequences if not approved:
	Missing mandatory capability information which may lead UE to not implement it and thus unable to receive the desired positioning SIBs and Incomplete specification
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	Features
	Condition

	Acquisition of positioning SI messages with 80 milliseconds offset position compared to SI messages in schedulingInfoList
	It is mandatory to support acquisition of positioning SI messages with 80 milliseconds offset position compared to SI messages in schedulingInfoList for UEs which support the acquisition of the posSIB types in posSchedulingInfoList as specified in TS 38.331 [9].

	Skipping UL configured grant if no data to transmit, as specified in release-15 version of TS38.321 [8].
	Either configuredUL-GrantType1 or configuredUL-GrantType1-v1650 or configuredUL-GrantType2 or configuredUL-GrantType2-v1650 is supported.

	Downlink SDAP header
	Either NAS reflective QoS or as-ReflectiveQoS is supported.

	IMS emergency call
	It is mandatory to support IMS emergency call for UEs which are IMS voice capable in NR.

	MAC subheaders with one-octet eLCID field
	It is mandatory to support MAC subheaders with one-octet eLCID field for UEs/IAB-MTs supporting MAC CEs using extended LCID values as specified in TS 38.321 [8].
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