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[bookmark: _Toc162973902]9.3.3.65	CAG List for MDT
This IE is used to identify the list of Public Network Integrated NPNs for MDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG List for MDT
	
	1..<maxnoofCAGforMDT>
	
	

	>PLMN Identity
	M
	
	9.3.3.5
	

	>CAG ID
	M
	
	9.3.3.43
	



	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 25662.





	

[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc105152645][bookmark: _Toc105174451][bookmark: _Toc106109449][bookmark: _Toc107409907][bookmark: _Toc112757096][bookmark: _Toc162973955]9.4.7	Constant Definitions
<<< skip unchanged ASN.1 >>>
	maxnoofCandidateRelayUEs					INTEGER ::= 32
[bookmark: _Hlk152091122]	maxnoofSuccessfulPSCellChangeReports       	INTEGER ::= 64
	maxnoofCellsTSS								INTEGER ::= 16384
	maxnoofPeriodicities						INTEGER ::= 8 	
[bookmark: _Hlk152099542]	maxnoofCAGforMDT							INTEGER ::= 25662
	maxnoofMDTSNPNs								INTEGER ::= 16
	maxnoofPartiallyAllowedS-NSSAIs				INTEGER ::= 8
	maxnoofRSPPQoSFlows							INTEGER ::= 2048

