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[bookmark: OLE_LINK26][bookmark: OLE_LINK27]/********************************Start of changes***************************************/
[bookmark: OLE_LINK51][bookmark: OLE_LINK52]9.3.1.167	MDT Configuration 
This IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: OLE_LINK24][bookmark: OLE_LINK25][bookmark: OLE_LINK39][bookmark: OLE_LINK30][bookmark: OLE_LINK31]MDT Configuration-NR
	O
	
	9.3.1.169
	

	MDT Configuration-EUTRA
	O
	
	9.3.1.170
	

	[bookmark: OLE_LINK32][bookmark: OLE_LINK33][bookmark: OLE_LINK38][bookmark: OLE_LINK50]MDT Configuration-NRDC
	C-ifNR
	
	ENUMERATED (MN Only, …)
	Indicates that the MDT Configuration-NR IE only applies to MN in case of NR-DC.



	Condition
	Explanation

	C-ifNR
	This IE shall be present if the MDT Configuration-NR IE is present and the MDT Configuration-EUTRA IE is not present.



[bookmark: OLE_LINK44][bookmark: OLE_LINK45][bookmark: OLE_LINK28][bookmark: OLE_LINK29]/********************************Next change***************************************/
[bookmark: _Toc162973953][bookmark: _Toc112757094][bookmark: _Toc107409905][bookmark: _Toc106109447][bookmark: _Toc105174449][bookmark: _Toc105152643][bookmark: _Toc99662564][bookmark: _Toc99123758][bookmark: _Toc97891553][bookmark: _Toc88652509][bookmark: _Toc73982419][bookmark: _Toc64446549][bookmark: _Toc51746284][bookmark: _Toc45898077][bookmark: _Toc45798688][bookmark: _Toc45720808][bookmark: _Toc45658988][bookmark: _Toc45652556][bookmark: _Toc36555157][bookmark: _Toc36553430][bookmark: _Toc29504977][bookmark: _Toc29504393][bookmark: _Toc29503809][bookmark: _Toc20955356]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
[bookmark: OLE_LINK42][bookmark: OLE_LINK43]<skipp unchanged part>
id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-ECNMarkingorCongestionInformationReportingStatus,
	id-MDT-Configuration-NRDC,
	id-XrDeviceWith2Rx,
	maxnoofAllowedAreas,

<skipp unchanged part>
MDT-Configuration ::= SEQUENCE {
[bookmark: OLE_LINK40][bookmark: OLE_LINK41]	mdt-Config-NR		MDT-Configuration-NR		OPTIONAL,
	mdt-Config-EUTRA	MDT-Configuration-EUTRA		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,
	...
}

MDT-Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
[bookmark: OLE_LINK34][bookmark: OLE_LINK35]	{ ID id-MDT-Configuration-NRDC		CRITICALITY ignore	EXTENSION MDT-Configuration-NRDC		PRESENCE optional		},
-- The above IE shall be present if the MDT Configuration-NR IE is present and the MDT Configuration-EUTRA IE is not present.
	...
}

MDT-Configuration-NRDC ::= ENUMERATED { MN-only,...}

/********************************Next change***************************************/

	id-N6JitterInformation									ProtocolIE-ID ::= 424
	id-ECNMarkingorCongestionInformationReportingRequest	ProtocolIE-ID ::= 425
	id-ECNMarkingorCongestionInformationReportingStatus		ProtocolIE-ID ::= 426
	id-ERedCapIndication									ProtocolIE-ID ::= 427
	id-XrDeviceWith2Rx										ProtocolIE-ID ::= 428
	id-UserPlaneErrorIndicator								ProtocolIE-ID ::= 429
[bookmark: OLE_LINK48][bookmark: OLE_LINK49]	id-SLPositioningRangingServiceInfo						ProtocolIE-ID ::= 430
	id-MDT-Configuration-NRDC								ProtocolIE-ID ::= xxx




END
-- ASN1STOP

/********************************End of changes***************************************/

