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Background
During RAN4#110b meeting, WF [1] on NR_MIMO_evo_DL_UL_demod was approved. In this contribution, we provide our updated simulation results on BS demodulation requirements for MIMO evolution.
Simulation
The simulation results are shown as Table 2-1.
Table 2-1 Ideal simulation results on Rel-18 DMRS
	Antenna configuration
	Rank
	SCS
	Bandwidth
	PUSCH mapping type
	SNR@70%MaxTP

	
	
	
	
	
	eType 1
	type 1
	Diff

	1x2
	1
	15kHz
	5MHz
	A
	7.94
	7.89
	0.05

	1x2
	1
	15kHz
	5MHz
	B
	7.94
	7.89
	0.05

	1x2
	1
	30kHz
	10MHz
	A
	7.77
	7.64
	0.13

	1x2
	1
	30kHz
	10MHz
	B
	7.79
	7.66
	0.13

	2x2
	2
	15kHz
	5MHz
	A
	15.86
	15.73
	0.13

	2x2
	2
	15kHz
	5MHz
	B
	15.86
	15.70
	0.16

	2x2
	2
	30kHz
	10MHz
	A
	16.90
	16.00
	0.90

	2x2
	2
	30kHz
	10MHz
	B
	17.02
	16.12
	0.90



Conclusions
In this contribution, we provide our updated simulation results on BS demodulation requirements for MIMO evolution.
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