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[bookmark: _Toc526331617]<Start of Change 1>
[bookmark: _Hlk164790655]A.6.5.X.1	Intra-frequency subsequent CPC from FR1-FR1 NR-DC to FR1-FR1 NR-DC 
A.6.5.X.1.1	Test purpose and environment
The purpose of this test is to verify that the subsequent conditional NR PSCell change under NR-DC is within the requirements stated in clause 8.11E.2.
For UE supporting subsequent conditional PSCell addition/change, UE only needs to pass either intra-frequency CPC from FR1-FR1 NR-DC to FR1-FR1 NR-DC defined in clause or intra-frequency CPC from FR1-FR2 NR-DC to FR1-FR2 NR-DC defined in clause A.7.5.X.1A.6.5.X.3. 
For UE which can pass this test, test of conditional PSCell addition and release delay defined in [A.6.5.10] can be skipped.

<End of Change 1>

<Start of Change 2>

[bookmark: _Hlk164790669]A.6.5.X.2	Inter-frequency subsequent CPA from FR1-FR1 NR-DC to FR1-FR1 NR-DC
A.6.5.X.2.1	Test purpose and environment
The purpose of this test is to verify that the Ssubsequent NR conditional NR PSCell addition under NR-DC is within the requirements stated in clause 8.9C.2.
For UE supporting subsequent conditional PSCell addition/change, UE only needs to pass either inter-frequency CPA from FR1-FR1 NR-DC to FR1-FR1 NR-DC defined in clause or inter-frequency CPA from FR1-FR2 NR-DC to FR1-FR2 NR-DC defined in clause A.7.5.X.2. 
For UE which can pass this test, test of conditional PSCell addition and release delay defined in [A.6.5.10] can be skipped.

<End of Change 2>

<Start of Change 3>

[bookmark: _Hlk164791365]A.7.5.X.1	Intra-frequency subsequent CPC from FR1-FR2 NR-DC to FR1-FR2 NR-DC
A.7.5.X.1.1	Test purpose and environment
The purpose of this test is to verify that the subsequent conditional NR PSCell change delays under NR-DC areis within the requirements stated in clause 8.11E.2.
For UE supporting subsequent conditional PSCell addition/change, UE only needs to pass either intra-frequency CPC from FR1-FR1 NR-DC to FR1-FR1 NR-DC defined in clause or intra-frequency CPC from FR1-FR2 NR-DC to FR1-FR2 NR-DC defined in clause A.6.5.X.1.
For UE which can pass this test, test of conditional PSCell addition and release delay defined in [A.7.5.12] can be skipped.
 
<End of Change 3>

<Start of Change 4>

[bookmark: _Hlk164791316]A.7.5.X.2	Inter-frequency subsequent CPA from FR1-FR2 NR-DC to FR1-FR2 NR-DC
A.7.5.X.2.1	Test Purpose and Environment
The purpose of this test is to verify that the sunsequent conditional NR PSCell addition under NR-DC areis within the requirements stated in clause 8.9C.2.
For UE supporting subsequent conditional PSCell addition/change, UE only needs to pass either inter-frequency CPA from FR1-FR1 NR-DC to FR1-FR1 NR-DC defined in clause or inter-frequency CPA from FR1-FR2 NR-DC to FR1-FR2 NR-DC defined in clause A.6.5.X.2. 
For UE which can pass this test, test of conditional PSCell addition and release delay defined in [A.7.5.12] can be skipped.

<End of Change 4>

