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	Summary of change:
	Introduce the accuracy requirements and reporting mapping for PRS-RSRP based on PRS bandwidth aggregation. And based on the following agreements.
Agreements
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------------ START OF CHANGE 1--------------
10.1.Y	PRS-RSRP Measurements Based on PRS Aggregation
10.1.Y.1	Introduction
The requirements in Clause 10.1.Y shall apply, provided that the UE has received nr-DL-TDOA-RequestLocationInformation or nr-Multi-RTT-RequestLocationInformation message from LMF via LPP [34] requesting the UE to report one or more DL PRS-RSRP measurements defined in TS 38.215 [4], and requesting the UE to perform PRS measurement by aggregating PRS resources from multiple PFLs via nr-DL-PRS-JointMeasurementRequested [34].
The requirements in clause 10.1.Y apply for UE in RRC_CONNECTED, i.e. PRS-RSRP measurement with MG, as well as for UE in RRC_INACTIVE and RRC_IDLE. For PRS-RSRP measurement in FR2, the requirements apply with and without reduced Rx beam sweeping factor.
10.1.Y.2	Measurement Accuracy Requirements
10.1.Y.2.1	Absolute PRS-RSRP accuracy
The accuracy requirements in clause 10.1.24.2.1 corresponding to the total aggregated PRS bandwidth shall apply.
10.1.Y.2.2	Relative PRS-RSRP accuracy
The accuracy requirements in clause 10.1.24.2.2 corresponding to the total aggregated PRS bandwidth shall apply.
10.1.Y.3	Report mapping
10.1.Y.3.1	Absolute PRS-RSRP Report Mapping
The absolute report mapping for PRS-RSRP measurement in clause 10.1.24.3.1 shall apply.
10.1.Y.3.2	Differential Report Mapping for PRS-RSRP Measurement
The differential report mapping for PRS-RSRP measurement in clause 10.1.24.3.2 shall apply.
------------ END OF CHANGE 1--------------

