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The performance requirements in Table 6.1.1.3-1 shall apply for UEs which support optional UE features with capability signalling only.
Table 6.1.1.3-1: Requirements applicability for optional features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Alternative 64QAM MCS table for PDSCH New 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Validating P/SP-CSI-RS reception (periodicAndSemi-PersistentCSI-RS-r16)
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.3
Clause 6.2.3.2.1.3
Clause 6.2A.3.1.2
Clause 6.2A.4.1.1
	The requirements apply only in case tested UE supporting operations in shared spectrum access and validation of P/SP-CSI-RS reception based on DCI

	Supported UL channels for dynamic channel access mode (ul-DynamicChAccess-r16 ) or UL channel access for semi-static channel access mode (ul-Semi-StaticChAccess-r16) or both
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.3
Clause 6.2.3.2.1.3

	The requirements apply only in case tested UE supports one of UL channels for dynamic channel access mode and  UL channel access for semi-static channel access mode

	1024QAM modulation for PDSCH for FR1 (pdsch-1024QAM-FR1-r17)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.3 (Test 1)
Clause 6.2.3.1.1.3 (Test 1)
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.4 (Test 1)
Clause 6.2.3.2.1.4 (Test 1)
	



The performance requirements in Table 6.1.1.3-2 shall apply for UEs which support optional UE features only.
Table 6.1.1.3-2: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	Support of Type II codebook
(CodebookParameters contains type2, supportedCSI-RS-ResourceList, parameterLx, amplitudeScalingType, amplitudeSubsetRestriction)
	FR1 FDD
	PMI
	Clause 6.3.2.1.5
Clause 6.3.3.1.5
	

	
	FR1 TDD
	PMI
	Clause 6.3.2.2.5
Clause 6.3.3.2.5
	

	Support of Enhanced Type II codebook with at least 16 ports per CSI-RS resource(codebookParametersAddition-r16 contains etype2R1-r16, supportedCSI-RS-ResourceListAdd-r16, maxNumberTxPortsPerResource)
	FR1 FDD
	PMI
	Clause 6.3.2.1.6
Clause 6.3.3.1.6
	

	
	FR1 TDD
	PMI
	Cluase 6.3.2.2.6
Cluase 6.3.3.2.6
	

	Support of Enhanced Type II Codebook (eType-II) based on doppler CSI (codebookParametersetype2DopplerCSI-r18 contains eType2Doppler-r18, supportedCSI-RS-ResourceList-r18, maxNumberTxPortsPerResource)
	FR1 FDD
	PMI
	Clause 6.3.2.1.X1
Clause 6.3.3.1.X1
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports.

	
	FR1 TDD
	PMI
	Clause 6.3.2.2.X2
Clause 6.3.3.2.X1
	

	Support of Enhanced Type II Codebook (eType-II) with refinement for multi-TRP CJT (codebookParametersetype2CJT-r18 contains eType2CJT-r18, supportedCSI-RS-ResourceList-r18, maxNumberTxPortsPerResource)
	FR1 FDD
	PMI
	Clause 6.3.2.1.X3
Clause 6.3.3.1.X3
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports.
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The performance requirements in Table 6.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 6.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	Supported maximum number of PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	CQI
	Clause 6.2.3.1.1.1
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	
	PMI
	Clause 6.3.3.1.2
	

	
	
	RI
	Clause 6.4.2.1
Clause 6.4.3.1
	

	
	FR1 TDD
	CQI
	Clause 6.2.3.2.1.1
	

	
	
	PMI
	Clause 6.3.3.2.2
	

	
	
	RI
	Clause 6.4.2.2
Clause 6.4.3.2
	

	Supported maximum number of ports across all configured NZP-CSI-RS resources per CC (maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD
	PMI
	Clause 6.3.2.1.1
Clause 6.3.2.1.2
Clause 6.3.2.1.3
Clause 6.3.2.1.4
Clause 6.3.2.1.X1
Clause 6.3.2.1.X3
Clause 6.3.3.1.1
Clause 6.3.3.1.2
Clause 6.3.3.1.3
Clause 6.3.3.1.4
Clause 6.3.3.1.X1
Clause 6.3.3.1.X3
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports

	
	
	RI
	Clause 6.4.3.1 (Test 4)
	

	
	FR1 TDD
	PMI
	Clause 6.3.2.2.1
Clause 6.3.2.2.2
Clause 6.3.2.2.3
Clause 6.3.2.2.4
Clause 6.3.2.2.X2
Clause 6.3.3.2.1
Clause 6.3.3.2.2
Clause 6.3.3.2.3
Clause 6.3.3.2.4
Clause 6.3.3.2.X1
	

	
	
	RI
	Clause 6.4.3.2 (Test 4)
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