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[bookmark: _Toc535476530]Start of change 1
[bookmark: _Toc21338135][bookmark: _Toc29808243][bookmark: _Toc37068162][bookmark: _Toc37083705][bookmark: _Toc37084047][bookmark: _Toc40209409][bookmark: _Toc40209751][bookmark: _Toc45892710][bookmark: _Toc53176567][bookmark: _Toc61120843][bookmark: _Toc67917987][bookmark: _Toc76298030][bookmark: _Toc76572042][bookmark: _Toc76651909][bookmark: _Toc76652747][bookmark: _Toc83742019][bookmark: _Toc91440509][bookmark: _Toc98849294][bookmark: _Toc106543143][bookmark: _Toc106737238][bookmark: _Toc107233005][bookmark: _Toc107234592][bookmark: _Toc107419561][bookmark: _Toc107476854][bookmark: _Toc114565667][bookmark: _Toc123935960][bookmark: _Toc124376975]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
DL BWP: DL bandwidth part as defined in TS 38.213 [11].
EN-DC: E-UTRA-NR Dual Connectivity as defined in clause 4.1.2 of TS 37.340 [13]. 
Enhanced Receiver Type 1: SU-MIMO interference mitigation advanced receiver [14]
-	R-ML (reduced complexity ML) receiver with enhanced inter-stream interference suppression for SU-MIMO transmissions with rank 2 with 2 RX antennas
-	R-ML (reduced complexity ML) receiver with enhanced inter-stream interference suppression for SU-MIMO transmissions with rank 2, 3, and 4 with 4 RX antennas
FR1: Frequency range 1 as defined in clause 5.1 of TS 38.101-3 [8].
FR2: Frequency range 2 as defined in clause 5.1 of TS 38.101-3 [8].
RedCap: A UE with reduced capabilities as defined in clause 4.2 in TS 38.306 [14]. 
eRedCap: A UE with reduced peak data rate, with or without reduced baseband bandwidth in FR1 as defined in clause 4.2.22 in TS 38.306 [14]. 

SSB: SS/PBCH block as defined in clause 7.8.3 of TS 38.211 [9].

End of change 1 
Start of change 2 
[bookmark: _Toc114565711][bookmark: _Toc123936004][bookmark: _Toc124377019]5.1.1.x	Applicability of requirements for eRedCap
The performance requirements in Table 5.1.1.x-1 shall apply for UEs which support optional feature supportOfERedCap-r18.
Other performance requirements mandatory for UE supporting NR operation defined in Section 5 but not included in table 5.1.1.x-1 should not be considered applicable to eRedCap UEs.
Table 5.1.1.x-1: Requirements applicability for eRedCap UEs

	UE capability
	Test type
	Test list
	Applicability notes

	eRedCap with 1RX
	FR1 FDD and HD-FDD (Note 1)
	PDSCH
	Clause 5.2.1.1.x
	

	
	
	PDCCH
	All tests in Clause 5.3.1.1.1
	

	
	
	PBCH
	All tests in Clause 5.4.1.1
	

	
	
	SDR
	Clause 5.5.1
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.1.2.x
	

	
	
	PDCCH
	All tests in Clause 5.3.1.2.1
	

	
	
	PBCH
	All tests in Clause 5.4.1.2
	

	
	
	SDR
	Clause 5.5.1
	

	eRedCap with 2RX
	FR1 FDD and HD-FDD (Note 1)
	PDSCH
	Clause 5.2.2.1.x
	

	
	
	PDCCH
	All tests in Clause 5.3.2.1.4
	

	
	
	PBCH
	Clause 5.4.2.1 (Table 5.4.2.1-2 Test 1)
Clause 5.4.2.1 (Table 5.4.2.1-3 Test 1)
	

	
	
	SDR
	Clause 5.5.1
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.x
	

	
	
	PDCCH
	All tests in Clause 5.3.2.2.4
	

	
	
	PBCH
	Clause 5.4.2.2 (Table 5.4.2.2-4 Test 1)
Clause 5.4.2.2 (Table 5.4.2.2-5 Test 1)
	

	
	
	SDR
	Clause 5.5.1
	

	Note 1:	If UE support only HD-FDD in a FDD band, this UE is tested with HD-FDD mode otherwise UE is tested with full-duplex FDD mode



End of change 2
Start of change 3 
6.1.1.x	Applicability of requirements for eRedCap
The performance requirements in Table 6.1.1.x-1 shall apply for UEs which support optional feature supportOfERedCap-r18.
Other performance requirements mandatory for UE supporting NR operation defined in Section 5 but not included in table 5.1.1.x-1 should not be considered applicable to eRedCap UEs.
Table 6.1.1.x-1: Requirements applicability for eRedCap UEs
	UE capability
	Test type
	Test list
	Applicability notes

	eRedCap with 1RX
	FR1 FDD and HD-FDD (Note 1)
	CQI
	All tests in Clause 6.2.1.1.1.1
All tests in Clause 6.2.1.1.2.1
	

	
	
	PMI
	All tests in Clause 6.3.1.1.1
	

	
	FR1 TDD
	CQI
	All tests in Clause 6.2.1.2.1.1
All tests in Clause 6.2.1.2.2.1
	

	
	
	PMI
	All tests in Clause 6.3.1.2.1
	

	eRedCap with 2RX
	FR1 FDD and HD-FDD (Note 1)
	CQI
	All tests in Clause 6.2.2.1.1.4
All tests in Clause 6.2.2.1.2.4
	

	
	
	PMI
	Clause 6.3.2.1.1 (Test 1)
	

	
	FR1 TDD
	CQI
	All tests in Clause 6.2.2.2.1.5
All tests in Clause 6.2.2.2.2.4
	

	
	
	PMI
	Clause 6.3.2.2.7 (Test 1)
	

	Note 1:	If UE support only HD-FDD in a FDD band, this UE is tested with HD-FDD mode otherwise UE is tested with full-duplex FDD mode



End of change 3

