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[bookmark: _Toc21338191][bookmark: _Toc29808299][bookmark: _Toc37068218][bookmark: _Toc37083763][bookmark: _Toc37084105][bookmark: _Toc40209467][bookmark: _Toc40209809][bookmark: _Toc45892768][bookmark: _Toc53176625][bookmark: _Toc61120938][bookmark: _Toc67918101][bookmark: _Toc76298144][bookmark: _Toc76572156][bookmark: _Toc76652023][bookmark: _Toc76652861][bookmark: _Toc83742133][bookmark: _Toc91440623][bookmark: _Toc98849413][bookmark: _Toc106543266][bookmark: _Toc106737363][bookmark: _Toc107233130][bookmark: _Toc107234720][bookmark: _Toc107419689][bookmark: _Toc107476983][bookmark: _Toc114565816][bookmark: _Toc123936120][bookmark: _Toc124377135]5.3.2.1.6	Minimum requirements for PDCCH overlapping with LTE CRS
The parameters specified in Table 5.3.2.1.6-1 are additional parameters for requirements with PDCCH overlapping with LTE CRS.

Table 5.3.2.1.6-1: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	NR UL transmission with a 7.5 kHz shift to the LTE raster 
	
	true

	PDCCH configuration
	Symbols with PDCCH
	
	[bookmark: OLE_LINK14]Symbol#1 and #2

	[bookmark: OLE_LINK29]CRS for rate matching (Note 1)
	LTE carrier centre subcarrier location
	
	Same as NR carrier centre subcarrier location

	
	LTE carrier BW
	MHz
	10

	
	Number of antenna ports
	
	4

	
	v-shift
	
	0

	[bookmark: OLE_LINK60]Note 1:	No MBSFN is configured on LTE carrier.
[bookmark: OLE_LINK5]Note 2:	NR PDCCH data REs and DMRS REs overlapped with LTE CRS are punctured at the transmitter side.



For the parameters specified in Table 5.3.2.1.6-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.6-2. The downlink physical setup is in accordance with Annex C.3.1.

Table 5.3.2.1.6-2: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	48
	2
	8
	R.PDCCH.1-2.9 FDD
	TDLC300-100
	4x2 Low
	1
	[-0.5]
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