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<Start of Changes>
[bookmark: _Toc27477780][bookmark: _Toc36226459][bookmark: _Toc44323714][bookmark: _Toc52989875][bookmark: _Toc60823066][bookmark: _Toc60824988][bookmark: _Toc69305885][bookmark: _Toc69309737][bookmark: _Toc76020048][bookmark: _Toc83720518][bookmark: _Toc90916372][bookmark: _Toc90916569][bookmark: _Toc90917325]5.5A.3	Configurations for inter-band CA
Table 5.5A.3-1: Void
Table 5.5A.3-2: Void
Table 5.5A.3-3: Void
[bookmark: _Hlk166255718]5.5A.3.0	General
For the NR inter-band CA configurations in sub-clause 5.5A.3, when the capability [BandCombination-UplinkTxSwitch-r18] is present, three or four bands can be configured in the uplink with simultaneous uplink transmission on up to two bands, and the corresponding inter-band CA requirements with uplink assigned to one or two bands shall apply. For each uplink band pair in the NR inter-band CA configurations, according to the capability [uplinkTxSwitchingOptionForBandPair], 
–	if switchedUL is supported, uplink transmission on any one band of the band pair in the band combination shall be supported according to the scheduling commands, and the corresponding inter-band CA requirements with uplink assigned to one band on band X or band Y apply;
–	if dualUL is supported, simultaneous uplink transmission on the two NR UL bands from the band pair for which dualUL is declared in the band combination shall be supported according to the scheduling commands, and the corresponding inter-band CA requirements with uplink CA between the two uplink bands apply. For a UE supporting [BandOrdering1T1Tto1T1T] for parallel uplink transmission switching for a band combination consisting with four different bands, the UE is allowed to report capability [preferredBandPairs] via band-ordering approach to indicate the UE’s preferred switching band pairs for which it supports dualUL and perform the switching case configured by network.
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[bookmark: _Toc45888060][bookmark: _Toc45888659][bookmark: _Toc52989876][bookmark: _Toc60823067][bookmark: _Toc60824989][bookmark: _Toc69305886][bookmark: _Toc69309738][bookmark: _Toc76020049][bookmark: _Toc83720519][bookmark: _Toc90916373][bookmark: _Toc90916570][bookmark: _Toc90917326]5.5A.3.1	Configurations for inter-band CA (two bands)
<Unchanged Skipped>
5.5C	Configurations for SUL
For the NR SUL band configurations with inter-band CA in sub-clause 5.5C, when the capability [BandCombination-UplinkTxSwitch-r18] is present, three or four bands can be configured in the uplink with simultaneous uplink transmission on up to two bands, and the corresponding requirements for SUL band configurations with inter-band CA and with uplink assigned to one or two bands shall apply. For each uplink band pair in the NR SUL band configurations with inter-band CA, according to the capability [uplinkTxSwitchingOptionForBandPair],
–	if switchedUL is supported, uplink transmission on any one band of the band pair in the band combination shall be supported according to the scheduling commands, and the corresponding requirements for SUL band configuration with inter-band CA and with uplink assigned to one band on band X or band Y apply;
–	if dualUL is supported, simultaneous uplink transmission on the two NR UL bands from the band pair for which dualUL is declared in the band combination shall be supported according to the scheduling commands, and the corresponding requirements for SUL band configuration with inter-band CA and with uplink CA between the two uplink bands apply.
For SUL band configuration with inter-band CA, band pair(s) of two non-SUL bands with switchedUL or dualUL by the parameter [uplinkTxSwitchingOption] is supported, and any other band pair(s) including SUL with switchedUL is supported, in release 18.

Table 5.5C-1: Supported channel bandwidths per SUL band combination
	SUL configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	SUL_n41A-n83A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	n83
	5, 10, 15, 20, 30
	

	SUL_n78A-n80A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	n80
	5, 10, 15, 20, 25, 30
	

	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	n80
	5, 10, 15, 20, 25, 30, 40
	

	SUL_n78A-n81A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	n81
	5, 10, 15, 20
	

	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	n81
	5, 10, 15, 20
	

	SUL_n78A-n82A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	n82
	5, 10, 15, 20
	

	SUL_n78A-n83A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	n83
	5, 10, 15, 20
	

	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	n83
	5, 10, 15, 20, 30
	

	SUL_n78A-n84A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	n84
	5, 10, 15, 20
	

	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	n84
	5, 10, 15, 20, 25, 30, 40, 50
	

	SUL_n78A-n86A
	n78
	10, 15, 20, 40, 50, 60, 70, 80, 90, 100
	0

	
	n86
	5, 10, 15, 20
	

	SUL_n79A-n80A
	n79
	40, 50, 60, 80, 100
	0

	
	n80
	5, 10, 15, 20, 25, 30
	

	
	n79
	40, 50, 60, 80, 100
	1

	
	n80
	5, 10, 15, 20, 25, 30, 40
	

	SUL_n79A-n81A
	n79
	40, 50, 60, 80, 100
	0

	
	n81
	5, 10, 15, 20
	

	SUL_n79A-n83A
	n79
	40, 50, 60, 80, 100
	0

	
	n83
	5, 10, 15, 20, 30
	

	NOTE 1:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
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