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Pre-condition:
1.	The EES is registered in the ECS supporting repository function.


Figure 8.20.2.3-1: Common EAS information storage
1.	The EES sends Common EAS information store request message to the ECS-ER. The request message includes EDN information, EES ID, EAS ID, EAS endpoint and Application Group ID, and may include bundled EAS ID and endpoint list, main EAS ID or EAS bundle ID.
2.	Upon receiving the request, the ECS-ER checks if there is any stored EAS serving the application group for the EAS ID, bundled EAS ID list (if received) and main EAS ID (if received) or EAS bundle ID (if received) within the same EDN. If no common EAS is identified, the ECS-ER stores the received information for subsequent binding requests.
NOTE:	Common EASs for a bundle is supported in this procedure by additionally using bundled EAS ID list and main EAS ID or EAS bundle ID.
Editor's Note: It is FFS whether EAS synchronization between EAS bundles needs to be further specified.
3.	The ECS-ER responds the EES with Common EAS information store response message. The ECS-ER may reject the request with common EAS information identified in step 2 or accept the request. For enabling the EEC to further communicate with common EES, the common EES endpoint is also provided with common EAS information.
	* * * END of Change * * * *	
image1.emf
EES

1. Common EAS information store request

3. Common EAS information store response

 

2. Processing 

ECS-ER


Microsoft_Visio_2003-2010_Drawing.vsd
�

EES


 



