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* * * Change 1 * * * *
[bookmark: _Toc57673713][bookmark: _Toc42004070][bookmark: _Toc50584454][bookmark: _Toc50584798][bookmark: _Toc163052165]8.10.3	Capabilities utilized by EES and CES
When required, the EES and CES may utilize:
-	AF traffic influence functionality, including the user plane path management event notifications of the UE, from the 3GPP core network either directly (e.g. via PCF) as described in 3GPP TS 23.501 [2] , and 3GPP TS 23.502 [3]; or indirectly (i.e. NEF/SCEF+NEF) as described in 3GPP TS 23.501[2] ,3GPP TS 23.502[3], 3GPP TS 29.522[4];
-	the location information from the API exposed by 3GPP core network, e.g. SCEF/NEF/SCEF+NEF or LCS (Location Service) as specified in 3GPP TS 23.682 [17], 3GPP TS 23.502 [3], 3GPP TS 23.271 [7], 3GPP TS 36.305 [8], 3GPP TS 23.273 [9] and 3GPP TS 38.305 [10] to obtain the UE's location from the 3GPP Core Network;
-	capabilities exposed by the 3GPP core network, e.g. NEF or PCF, to establish an AF session with QoS, and QoS related event notifications subscribed with the 3GPP core network as specified in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.503 [12];
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