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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.433
	0055
	3
	Rel-19
	Functional model update to introduce the SEALDD UU-U and SEALDD S-U
	F
	19.1.0
	SA6#60
	S6-241650
	Huawei, Hisilicom
	SEALDD_Ph2
	7.3.2, 7.3.3, 7.4.2, 7.4.4
	

	23.433
	0057
	1
	Rel-19
	Clarification on connection and flow in SEALDD
	F
	19.1.0
	SA6#60
	S6-241443
	Huawei, Hisilicon
	SEALDD_Ph2
	3.1, 8.4, 9.2.1, 9.2.2.1, 9.2.2.2, 9.2.2.3, 9.2.2.6, 9.2.3.3, 9.2.3.5, 9.2.3.10, 9.3.1,9.3.2.1, 9.3.2.2, 9.3.2.3, 9.3.3.3, 9.3.3.5, 9.6.2.2, 9.7.3.6, 9.9.2.2, 9.9.3.1
	

	23.433
	0059
	1
	Rel-19
	Clarification on the identifier of stored data from multiple SEALDD servers
	F
	19.1.0
	SA6#60
	S6-241586
	Huawei, Hisilicon
	SEALDD_Ph2
	9.5.2.1, 9.5.3.1, 9.5.3.2
	

	23.433
	0060
	1
	Rel-19
	Resolve Editor's notes about SEALDD query procedure
	F
	19.1.0
	SA6#60
	S6-241444
	Huawei, Hisilicon
	SEALDD_Ph2
	9.5.2.3, 9.5.2.5, 9.5.3.4, 9.5.4.1, 9.5.4.3
	

	23.433
	0061
	1
	Rel-19
	Update SEALDD connection status procedure
	F
	19.1.0
	SA6#60
	S6-241445
	Huawei, Hisilicon
	SEALDD_Ph2
	9.2.2.6, 9.2.3.13
	

	23.433
	0068
	1
	Rel-19
	Correct SEALDD connection status event
	F
	19.1.0
	SA6#60
	S6-241446
	Ericsson
	SEALDD_Ph2
	9.2.2.6.2.1, 9.2.3.7, 9.2.3.8, 9.2.3.9
	

	23.433
	0071
	2
	Rel-19
	Add client-initiated SEALDD connection establishment
	B
	19.1.0
	SA6#61
	S6-242418
	Ericsson
	SEALDD_Ph2
	9.2.2.X
	

	23.433
	0072
	-
	Rel-19
	Correct BDT IE table
	F
	19.1.0
	SA6#61
	S6-242203
	Ericsson
	SEALDD_Ph2
	9.11.3.2, 9.11.3.5
	

	23.433
	0073
	-
	Rel-19
	Correct SEALDD quality measurement subscription response
	F
	19.1.0
	SA6#61
	S6-242204
	Ericsson
	SEALDD_Ph2
	9.7.3.2
	

	23.433
	0074
	3
	Rel-19
	Clarification about SEALDD enabled connection establishment based on policy
	F
	19.1.0
	SA6#61
	S6-242768
	Huawei, Hisilicon
	SEALDD_Ph2
	9.2.2.3
	


