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	Clauses affected
	Other Aff Specs

	28.310
	0046
	0
	Rel-16
	Rel-16 CR TS 28.310 Update energy saving terms
	F
	16.7.0
	-
	S5-242840
	Huawei, Ericsson, Nokia
	TEI16
	3.1
	

	28.310
	0047
	0
	Rel-17
	Rel-17 CR TS 28.310 Update energy saving terms
	A
	17.6.0
	-
	S5-242843
	Huawei, Ericsson, Nokia
	TEI16
	3.1
	

	28.310
	0048
	0
	Rel-18
	Rel-18 CR TS 28.310 Update energy saving terms
	A
	18.4.0
	-
	S5-242844
	Huawei, Ericsson, Nokia
	TEI16
	3.1
	

	28.532
	0334
	0
	Rel-16
	Rel-16 CR 28.532 Clarify alarm instance identification
	F
	16.17.0
	-
	S5-242981
	Ericsson Hungary Ltd
	TEI16
	11.2.2.1.5.1
	

	28.532
	0335
	0
	Rel-17
	Rel-17 CR 28.532 Clarify alarm instance identification
	A
	17.8.0
	-
	S5-242982
	Ericsson Hungary Ltd
	TEI16
	11.2.2.1.5.1
	

	28.536
	0073
	1
	Rel-16
	Rel-16 CR TS 28.536 Correct issues for assurance management NRM fragment
	F
	16.5.0
	-
	S5-243410
	Huawei
	TEI16
	4.1.2.4.1
	

	28.536
	0074
	1
	Rel-17
	Rel-17 CR TS 28.536 Correct issues for assurance management NRM fragment
	A
	17.7.0
	-
	S5-243411
	Huawei
	TEI16
	4.1.2.4.1
	

	28.536
	0075
	1
	Rel-18
	Rel-18 CR TS 28.536 Correct issues for assurance management NRM fragment
	A
	18.0.0
	-
	S5-243412
	Huawei
	TEI16
	4.1.2.4.1
	

	28.552
	0531
	0
	Rel-16
	Rel-16 CR TS 28.552 Rectify the incorrect condition for DL F1U PL measurement
	F
	16.17.0
	-
	S5-241270
	Nokia
	TEI16
	5.1.3.1.3
	

	28.552
	0532
	1
	Rel-17
	Rel-17 CR TS 28.552 Rectify the incorrect condition for DL F1U PL measurement
	A
	17.13.0
	-
	S5-241411
	Nokia
	TEI16
	5.1.3.1.3
	

	28.552
	0533
	0
	Rel-18
	Rel-18 CR TS 28.552 Rectify the incorrect condition for DL F1U PL measurement
	A
	18.6.0
	-
	S5-241272
	Nokia
	TEI16
	5.1.3.1.3
	

	28.552
	0570
	0
	Rel-16
	Rel-16 CR TS 28.552 Correcting the measurement name to indicate the correct direction of the traffic
	F
	16.17.0
	-
	S5-242672
	Nokia
	TEI16
	5.4.1.3
	

	28.552
	0571
	0
	Rel-17
	Rel-17 CR TS 28.552 Correcting the measurement name to indicate the correct direction of the traffic
	A
	17.13.0
	-
	S5-242673
	Nokia
	TEI16
	5.4.1.3
	

	28.552
	0572
	0
	Rel-18
	Rel-18 CR TS 28.552 Correcting the measurement name to indicate the correct direction of the traffic
	A
	18.6.0
	-
	S5-242674
	Nokia
	TEI16
	5.4.1.3
	

	28.554
	0182
	0
	Rel-16
	Rel-16 CR 28.554 Correction of downlink latency in gNB-DU
	F
	16.15.0
	-
	S5-241745
	Ericsson LM
	TEI16
	6.3.1.1
	

	28.554
	0183
	0
	Rel-17
	Rel-17 CR 28.554 Correction of downlink latency in gNB-DU
	A
	17.13.0
	-
	S5-241746
	Ericsson LM
	TEI16
	6.3.1.1
	

	28.554
	0184
	0
	Rel-18
	Rel-18 CR 28.554 Correction of downlink latency in gNB-DU
	A
	18.5.0
	-
	S5-241747
	Ericsson LM
	TEI16
	6.3.1.1
	

	32.423
	0182
	1
	Rel-18
	Rel-18 CR 32.423 Alignment of parameters used in XML trace file parameters  table and trace data file XML schema
	A
	18.2.0
	-
	S5-243407
	Nokia
	TEI16
	A.1, A.2.2
	

	32.423
	0183
	1
	Rel-17
	Rel-17 CR 32.423 Alignment of parameters used in XML trace file parameters  table and trace data file XML schema
	A
	17.9.0
	-
	S5-243406
	Nokia
	TEI16
	A.1, A.2.2
	

	32.423
	0184
	1
	Rel-16
	Rel-16 CR 32.423 Alignment of parameters used in XML trace file parameters  table and trace data file XML schema
	F
	16.11.0
	-
	S5-243405
	Nokia
	TEI16
	A.1, A.2.2
	


